INSTRUMENT TRANSFORMERS

OEM Reference Guide




VISION A A N

Be lht_a i_ndustry leader in inslr_umel_ll transfor_mers by INST ENT TRANSFORMERS

providing value through engineering expertise and
innovation with unparalleled customer service. A

mran Instrument Transformers is a leading manufacturer of Low

“Customers First.....no exceptions” Voltage and Medium Voltage Instrument Transformers (Current and

Voltage Transformers), having multiple manufacturing plants in USA and

MISSION India, selling its products to over 40 countries around the world. Amran’s

product portfolio includes standard products as well as numerous

Provide OEMs with solutions in the changing market place custom products specifically designed and developed for OEM specific
that creates value and partnerships with continued growth. equipment.

Changes happen and we are here to provide solutions not
obstructions to growth and change. Developing new products

to serve our market is what we do and do well. PRODUCT RANGE

GUIDING PRINCIPLES AND VALUES

Commitment to customers....Customers first, without
them we do not exist and their experience is a reflection
of our performance. Our golden rule is to treat our internal
and external customers with respect, honesty, and integrity.

QUALITY POLICY

AMRAN Inc. accepts responsibility for the complete satisfaction of
its customers. We are committed to meeting the customer’s
requirements and to continually improve the effectiveness of
the quality management system. Our objective is to deliver PRODUCT APPROVALS /

defect free products/services on time, every time. CERTIFICATIONS

PRODUCT STANDARDS /
SPECIFICATIONS

CERTIFICATIONS and
PROCESSES

Our Quality Motto Is
“If It's Worth Doing, It's Worth Doing Right”

CODE OF CONDUCT
COMMITMENT & STEWARDSHIP

.!'

* Many of Amran’s standard products in this pocket guide are to show the
dimensional and electrical specifications. Further information such as
drawings, excitation curves, custom options etc. are available. For such
requests, please call us or email us on sales@amranit.com

¢ Quality e Ethics/Values * Most up-to-date version of this Pocket guide is available on Amran’s
o Environment ¢ Integrity website www.amranit.com/pocketguide
o Customer Service o Positive Work Environment * Most up-to-date versions of the product datasheets are available on

Amran’s website www.amranit.com/datasheets
* Product specifications and dimensions provided in this book are for
For more information, visit our website at www.amranit.com reference only. While choosing the products, consideration should be
given to the field conditions, installation, altitude, temperature etc.
factors. Contact us for any questions.

A AN

INSTRUMENT TRANSFORMERS For additional information about Amran, Inc. and product portfolio/gallery, go to page 250.




Low Voltage Current Transformers

Split Core Current Transformers

5 (Low Voltage Switchgear and General Purpose) Primary Window  AMRAN
=Y T VO AR em o am e Qrel sl Mol WGhls  wbds 0
- Range (inches) Number MODEL # MODEL # # ange (inches) umber
10010400 | 084x216 = CT160 613 80
1010100 0.61 cr212 a 6 10010400 | 090x216  CT150 80
50 to 300 10 CT211 | 2D, 2DRL, 2DARL 6 20010300 | 1265122 | G170 %
5010 300 113 cT201 AL(2RL) 8 200101200  160x342  CT161 82
5010 300 114 cT225 2871 8 200101200  165x342  CT151 84
5705;)01800000 152 gli;i 12 600103000 236x570  CT152 84
o010 1000 T2 Crond 0 600103000 240x571  CT162 600 86
200101200  244x289  CTI71 86
50 to 400 1.25 CT229 16SFT 12
w0 12 Gz 2 1
50 t0 1200 1.55 CT226 5SFT 16 Primary  Window  AMRAN GE-ITI ABB  Page
50 to 1200 156 CT202 5RL 16 %‘;,’lg';‘ (i"sc'ﬁ:s) NMU:’::; MODEL # MODEL#  #
100 to 500 1.63 CT231 22 18 5010 100 195 CTaB0 P
100 to 600 2.00 CT232 23 20 5010 1000 197 CT453 90
100101500 | 205 cr227 6SFT 2 150101000 200 CT461 3p41 9
100101500 | 2.06 CT203 6RL 22 300t01000 250 CT462 3P42 9
500 1200 2.06 01304 BL, BT, BF 24 Medium Voltage Switchgear Current Transformers
50 to 1200 2.08 CT300 56 (RB, RT, RL) 2
50 to 1200 2.08 CT301 56RBT 26 I(’:rimar¥ Wis'?d"‘” AN"I’":A'I“ GE-ITI ABB  Page
50 t0 1200 2.08 CT302 56RBL 2% nuar,r.e" inohe vy MODEL # MODEL#  #
ge (inches) Number
50 to 1200 2.95 CTa72 112 SCG-1 28 50 to 4000 508 CT108 9
50 to 1500 2.95 CT206 7RL 30 1200103000 50e | CT109MR %
100 to 1600 25 CT204 7RL 30 (multi-ratio)
50 to 600 25 CT213 200 32 G(?noultt?_ r‘;ﬁg)o 59 CT105MR 100
15000? 21060000 2: gzig 1822"” 22 50105000 | 525 CT342 622 SAB-1 | 102
0 .
100 to 1600 25 CT235 7SHT 38 i?nou}t?égg)o 525 | CT342MR | 622 (mult-ratio) (miﬁfr;lm 104
50 to 1500 2.75 CT373 113 SCG-2 40 50 to 5000 525 CT344 624 SAB-1D | 106
zgg :g ;830 28 gggg 7‘;2? sohs j; o) 525 CT34MR 624 (mutrai)  SAHID 108
00102000 | 306 CT365 195 “ 50 to 5000 65 CT343 623 SAB-2 | 110
200102000 3.3 CT234 25 46 6(?110u|tt(i)- égg)o 65  CT343MR 623 (multi-atio) (mﬁﬁil-ar-a%io) 112
25000? 14600000 zzg gg;‘s‘ ;;‘t 5C6-3 ;‘g 50 o 5000 65 CT345 625 SAB-2D | 114
0 .
200104000 | 3.5 CT255 8SHT 52 G((r]noultt(i)-rigg)o 65 | CT345MR | 625 (multiatio) (n?flt?—rit?o) 116
50 to 800 35 CT214 201 54 50 to 4000 65 CT101 780 Scv 118
300 to 4000 35 CT207 56 50 to 4000 65 | CT1011(IEC) 7801 120
50 to 3200 4 CT375 115 SCG-4 58 600 to 4000 65 | CT102MR 781 scv 129
Up to 4000 4 CT236 100 SCN 60 (multi-ratio)
100 10 4000 A 61239 6 50 to 4000 65 CT103 785 SCV-D | 124
00toa000 | 425 67209 170RL o4 50 to 4000 65 | CT1031 (IEC) 7851 126
200104000 425 cT221 170SHT, 19SHT SCE 66 6(?110u|tt(i)- égg)o 65  CT104MR 786 SCV-D | 128
100101000 | 450 | CT217 204 68 5005000 = 7.02 | CTiff 680 SCR | 130
50 to 4000 462 CT377 17 SCG-5 70 s((rJno t é?g)o 202 | eriiimR 681 SCR 132
ulti-ratr
100101000 | 488 CT215 202 72 50 to 5000 7.02 CTH12 685 SCRD | 134
200105000  5.25 CT216 203, 203MR 74 B((r]noultt(i)- :;82)0 U [P 556 SCRD | 138
50105000 | 575 cT2s7 135, 135MR SC0 76 50104000 | 7.25 CT340 882 scP2 | 138
600104000 6.1 CT238 125, 125MR SCM 78 6(?110ultt(iJ- :;82)0 225 | crasomm 0




Medium Voltage Switchgear Current Transformers 600 Volt Voltage Transformers

cdmpn R Ll GE-ITI ABB  Page Primary  Thermal AMRAN
Gurent | Size | Model MODEL#  MODEL# # Voltage VA Model st e | R
ange (inches) umber Range Rating = Number # ¥ #
50 to 6000 7.31 CT354 142 SCP-2 142
600 1o 4000 69.3t0600 75VA@30C ~ PT101 468 206
(multi-ratio) 7.31 | CT354MR 142MR 144 69310600 | 150VA@30C  PT100 465 PPD 206
50 to 6000 7.31 CT355 143 SCD-2,BYZ-S | 146 69.3t0600 | 40VA@30C ~ PT103 469, 2VT469 208
600 Tto 41900 71 CTa55MR 143VR 118 69.3t0600 | 75VA@30C ~ PT104 460 210
(multi-ratio) 69.3t0600 | 750VA@30C  PT105 450 212
50 to 6000 8.13 CT352 140 SCP-3 150 . t Transf
600 TO 4000 edium Voltage Lurrent Iransiormers
b 813 | CT352MR 140MR 152 "
(mult-rato) Primary  yojaqe  AMRAN GE-ITI ABB  Page
50 to 6000 8.13 CT353 141 SCD-3 | 154 Current Class = Model MODEL # MODEL#  #
600 o 4000 Range Number
(multi-ratio) 8.13 | CT353MR 141MR 156 CTW5-L-110/
5 t0 600 15.5 kV C6.1 CTWHS-L-110 214
Ground Fault Sensors (600 V)
i T CTW3-60-T50 /
Primary ~ Window AMRAN GE-ITI ABB Page 5t0 600 5.6 kV 8.6 CTWH3-60-T50 216
Current Size Model MODEL # MODEL # P
Range (inches) Number 510 1200 5.6 kV 8.7 CTWH3-60-T100 KIR-60 218
50 6.31 CT238 HGF5C 158 CTW3-60-T50 /
50 600 5.6 kv c18 220
50 to 100 731 CT355 143 158 CTWH3-60-T50
5010100 1123.8508x CTQ2340 160 Medium Voltage Single Phase Indoor Voltage Transformers
- Primary AMRAN
8.06 X Voltage GE-ITI ABB Page
50 to 500 CT428 593, 594 BYZ-L 160 Voltage Model
9206 T Class  \umber MODEL # MODEL#  #
Rectangular Current Transformers 2400104800 5.6 kV V9 PTG3 VIY-60 222
F(’:rl:p::;!t! Window ANI\IHOF:’AGP GE-ITI ABB  Page 2400104800 | 5.6kV vo.1 PTW3 VIV-60 | 224
Range (inches) | Number MODEL # MODEL#  # 72000 14400 155KV V10 | PTW4, PTG4, PTWS, PTG5  VIZ-75,ViZ-11 | 226
1000 to 1250 | 1.96 X 0.43 CT405 162 2400to 14400 = 15.5kV V211 PTG4, PTG5 VIZ-75,VIZ-11 | 228
40010800  1.96x0.59 = CT406 164 v21.1
2400014400 | 155KV | (Westingh PTW4, PTW5 VIZ-75,VIZ-11 | 230
1600103200 | 237x315  CT426 584 166 0 e
5000109000 ~2.56x4.0 | CT403 168 416010 13800 | 15.5kV V215 TJP50 232
100102000 | 2.63x5.25 | (CT425 170 7200 t0 24000 | 255KV V22,1 VIZ-12 234
100t0 4000 | 325x4.25 |  CT401 561 172 12000 to 24000 | 255KV V222 VIZ-126G 234
1600t0 2000 = 3.26x0.71  CT407 174 18000 to 24000 | 255KV V225 PT6-2 236
200103200 | 3.75x475 | CT402 567 176 10200 to 24000 255KV V22.6 PT6-1 236
2000104000 | 400x538 | CT400 562 178 Medium Voltage Three Phase Indoor Voltage Transformers
100102000 | 4.25x1.18  CT409 180 -
10003200  429x324  CT410 182 f,;'"";a’g Voltage A,\'nv'o%:" GE-ITI ABB  Page
g Class MODEL # MODEL#  #
2000105000 4.25x567  CT411 184 Range Number
100103200 | 426x277  CT420 186 2400107200 72KV V19 238
2500103200 4.84x071  CT408 188 2400107200 72KV V19.4 240
2000105000 5.85x4.25  CT421 190 24001012000 | 12KV V201 242
250010 6000  6.33x2.13 | CT422 192 720010 13200 | 13.2 KV V20.2 244
400010 6000  6.30x517 | CT423 194 66001013200 15.5 kV V21 246
2500103000 6.33x1.79 | CT424 196 Custom Engineered Bushing Current Transformers
200010 6000  690x3.15  CT427 585 198 0
Primary  yojtage  AMRAN GE-ITI ABB  Page
50 TO500 | 806X2206  CT428 593, 594 BYZ-L 200 Current Class Model MODEL # MODEL#  #
12.80X | CTQ2340- Range Number
50 T0 100 : 202 X
13.58 101DR 50 to 20000 600 V Various 248
Auxiliary Current Transformers Additional Information
Primary  Window AMRAN - BB | Pave Company Profile 250
Current _Size Model MODEL # MODEL # #ﬂ Product Gallery/Portfolio 252
Range (inches) Number
0410105 CT550 190, 190X 204




Low Voltage Current Transformers
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Model CT212 Window 0.61” 600V, 10kV BIL

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

RATING FACTOR
1.0 @ 30 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased. Polarity side is white for ease of
identification.

SECONDARY LEADS
Flexible leads UL 1015, 20 AWG, 72" long.
Twisted pair is standard.

APPROX. WEIGHT

Equivalent to GE-ITI MODEL 9A 0.35 Ibs.

Catalog Number C;;:?;t A((é((:)uLaZ(;y Burden (Ohms)
CT212-100 10:0.1 +3% 1.0
CT212-150 15:0.1 +2% 1.0
CT212-250 25:0.1 +1% 1.0
CT212-500 50:0.1 +1% 3.3
CT212-750 75:0.1 +1% 3.3
CT212-101 100:0.1 +1% 3.3

Model CT211

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

RATING FACTOR
2.0 @ 30 deg. C ambient for upto 150:5 A
1.5 @ 30 deg. C ambient from 150:5 to 300:5 A

OUTER ENCAPSULATION
Plastic Cased

SECONDARY LEADS
Flexible leads UL 1015, 16 to 20 AWG, 12 to 24”

Equivalent to GE-ITI MODEL 2D, 2DRL, 2DARL | leng

APPROX. WEIGHT
0.9 Ibs.

!
.
Ais.... @..

* Approved for revenue metering by Industry
Canada No. AE-1757, AE-1566

CATALOG | CURRENT ACCURACY BURDEN VA | ANSI METERING CLASS
NUMBER RATIO @ 60 Hz @ 60 HZ AT 60 Hz
B0.1 | B0.2 | B0.5 | B0.9
CT211-500 50:5 +- 5% 2.5 4.8 - - -
CT211-600 60:5 +-5% 2.5 4.8 - - -
CT211-750 75:5 +- 3% 25 24 - - -
CT211-800 80:5 +- 3% 2.5 2.4 - - -
CT211-101 100:5 +- 3% 2.5 24 - - -
CT211-121 120:5 +- 3% 3 24 | 24 - -
CT211-1250 125:5 +- 3% 3 24 | 24 - -
CT211-151 150:5 * +-1% 25 12 | 1.2 - -
CT211-201 200:5 * +-1% 5 03 | 06 | 1.2 -
CT211-251 250:5 * +-1% 5 03 | 06 | 1.2 -
CT211-301 300:5 * +-1% 10 03 | 03 | 06 1.2

WWW. n

STRIP 174 6 FEET LONG 20AWG UL

1015 STYLE PVC WIRE

TWISTED
/ 0.85 [21.6]
047 [12.1]

#1.35 [834.4]

1.41 [35.71

2061 [@155]

All dimensions are in inches [mm]

Window 1.00” 600V, 10kV BIL

—

#1.00 [£25.4]

2.42 [61.5]

1.75 [445]

}
i
|
|

All dimensions are in inches [mm]

sales@amranit.




Low Voltage Current Transformers

Model CT201

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

RATING FACTOR
1.33 @ 30 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY LEADS
Flexible leads UL 1015, 16 to 20 AWG, 24” long

APPROX. WEIGHT

A AN

INST] [ENT TRANSFORMERS

Window 1.13" 600V, 10kV BIL

DIMENSIONS:

W ,uﬁ‘;ﬂ

N =

[ ] X1 = WHITE
wa[T?.u] ‘ ] = N = BLACK

0.5 Ibs.
4 Accuracy @ " "
Catalog Number | Current Ratio Burden VA \ 18AWG 24% LONG, 0.5
g (60 Hz) l:“‘us i . - UL 1015 PVC LEADS WIRE\ 1/4% STRIP
CT201-300 305 £5% 05 /; NI
CT201-500 50:5 +3% 2.0 % —BUAck
CT201-600 60:5 +2% 2.0
CT201-750 755 +2% 20 LABI M
CT201-800 80:5 +2% 2.0
CT201-101 100:5 1% 2.0 /] s220ies8]
H1
CT201-121 120:5 +1% 25 k
CT201-1250 125:5 +1% 25
CT201-151 150:5 +1% 4.0 AR
] MARK
CT201-201 200:5 +1% 4.0
CT201-251 2505 1% 6.0 [2;‘\;:] All dimensions are in inches (mm)
CT201-301 300:5 1% 8.0 -
Model CT225 Window 1.14", 600V, 10kV BIL Full Wave

INSULATION LEVEL o

600 V; BIL 10kV full wave DIMENSIONS:

g

) SEE DETALS "A" ~o—_~~ 4 REGUL uT.
RATING FACTOR ) o (TIGHTENING TORQUE

Equivalent to GE-ITI MODEL 2SFT/2SHT

1.33 @ 30 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,
lockwasher and regular nut.

APPROX. WEIGHT

0.5 Ibs.
Catalog Number Current | Accuracy Burden VA I:NUS s @° 2
Ratio (60 Hz)

CT225-500 50:5A 3% 2.0

CT225-600 60:5A 2% 2.0

CT225-750 75:5A 2% 2.0

CT225-800 80:5A 2% 2.0

CT225-101 100:5A | £1% 2.0

CT225-121 120:5A | £1% 2.5

CT225-1250 | 12555A | 1% 25

CT225-151 150:5A | £1% 4.0

CT225-201 200:5A | 1% 4.0

CT225-251 250:5A | 1% 6.0

CT225-301 300:5A | 1% 8.0

16.2 in—Ib.)

313"

2.7"
|
|
|
T

1.27"

s -2
e
o2 un

Loe | | e

" ISPRING WASHEF

947 I OUTER Lu

1.96 U e

o

1.96°
1.59
|
\
|
-
|
T

25" x .3098" DEEP
4nos SLOTS,

.2098" x .3098" DEEP
4nos SLOTS.

All dimensions are in inches

sales@amranit.co;




Low Voltage Current Transformers A A N
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Window 1.22” 600V, 10kV BIL Full Wave

r INSULATION LEVEL
' 600 V; BIL 10kV DIMENSIONS:

FREQUENCY
50-400 Hz.

THERMAL RATING
2.0 @ 30 deg. C ambient
1.5 @ 55 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS

Brass terminal with one flat washer and lock
washer

“ @o APPROX. WEIGHT
[H US k205113 231838 0.8 Lbs.

Maximum VA at D_ ﬂ
Catalog | Current |_Accuracy class (50hz) | Primary ]
Number Ratio 0.5 1.0 | 3.0 Bus Size ]’] H
CT222-750 | 75:5A - - 1.5 — = )
CT222-101 | 100:5A - 1.5 25 LT |
CT222-121 | 120:5A - 2.5 5.0 5
CT222-151 | 150:5A - 2.5 5.0 40x10 mm |
CT222-201 | 200:5A | 2.5 5.0 7.5 lihick flat or . + -
CT222-251 | 250:5A | 5.0 10.0 | 10.0 |round of 30 [
CT222-301 | 300:5A | 5.0 10.0 | 10.0 /mm Dia l W
CT222-401 | 400:5A | 10.0 10.0 | 15.0 . . o i i1
CT222.501 | 5005A | 100 | 150 | 15.0 All dimensions are in inches.
CT222-601 | 600:5A | 15.0 15.0 | 15.0
CT222-801 | 800:5A | 15.0 15.0 | 15.0

Model CT223 Window 1.22% 600V, 10kV BIL Full Wave

i o oy Ve DIMENSIONS:

FREQUENCY
50-400 Hz.

THERMAL RATING
2.0 @ 30 deg. C ambient
1.5 @ 55 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass terminal with one flat washer and lock
washer

“ @ﬂ APPROX. WEIGHT
H US 205113 23183 0.9 Lbs.

Maximum VA at \Q_,/ iy
Catalog Current | Accuracy class (50hz) | . oo s L' ,—ﬁjﬁL
Number Ratio 0.5 1.0 3.0 Bus Size
CT223-500 50:5A - - 2.5 v—iﬂ r*ﬂ
CT223-600 60:5A - - 25
CT223-750 75:5A - - 5.0
CT223-101 | 100:5A - 25 | 75
CT223-121 | 120:5A | 25 | 50 | 10.0 | 40010 mm
CT223-151 | 150:5A | 25 | 7.5 | 10.0 | thick flator ] L
cT223201 | 2005A | 50 | 150 | 150 | "0und 0f%0 | - |
CT223-251 | 250:5A | 10.0 | 15.0 | 15.0 e —

CT223-301 300:5A 15.0 | 150 | 15.0
CT223-401 400:5A 15.0 | 15.0 -
CT223-501 500:5A 15.0 - -
CT223-102 1000:5A | 15.0 | 15.0 | 15.0

All dimensions are in inches.




Low Voltage Current Transformers

A AN

INST] [ENT TRANSFORMERS

Window 1.22” 600V, 10kV BIL Full Wave

INSULATION LEVEL
600 V; BIL 10kV

FREQUENCY
50-400 Hz.

THERMAL RATING
2.0 @ 30 deg. C ambient
1.5 @ 55 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass terminal with one flat washer and lock
washer

APPROX. WEIGHT

0.9 Lbs.
Maximum VA at

Catalog Current Accuracy class (50hz) Max Primary

Number Ratio 0.5 1.0 3.0 Bus Size “ @o
CT224-500 | 50:5A - - 25 4 US 20113 23183
CT224-600 60:5A - - 25
CT224-750 75:5A - - 5.0
CT224-101 100:5A - 25 7.5
CT224-121 120:5A 25 5.0 10.0 40x10 mm
CT224-151 150:5A 25 7.5 10.0 | thick flat or
CT224-201 | 200:5A | 50 | 15.0 | 15,0 | roundof30

mm Dia

CT224-251 250:5A 10.0 | 15.0 | 15.0
CT224-301 300:5A 15.0 | 15.0 | 15.0
CT224-401 400:5A 15.0 | 15.0 -
CT224-501 500:5A 15.0 - -
CT224-102 1000:5A | 15.0 | 15.0 | 15.0

Model CT229

DIMENSIONS:

o
L

L

]

All dimensions are in inches.

——H——

Window 1.25” 600V, 10kV BIL Full Wave

Equivalent to GE-ITI MODEL 16SFT

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,
lockwasher and regular nut.

APPROX. WEIGHT
1.2 Ibs.

ANSI Metering Class L=\ \ @o
Catalog Number C;;rtle;t (60Hz) [H US 6205113 231838
Accuracy Burden VA
CT229-500 50:5 2% 1.5
CT229-600 60:5 2% 1.5
CT229-750 755 2% 3.0
€T229-800 80:5 +2% 3.0
CT229-101 100:5 1% 3.0
CT229-121 120:5 +1% 4.0
CT229-1250 1255 +1% 5.0
CT229-151 150:5 1% 6.0
CT229-1750 1755 +1% 7.0
CT229-201 200:5 1% 8.0
CT229-251 250:5 +1% 10.0
CT229-301 300:5 1% 10.0
CT229-401 400:5 1% 15.0

DIMENSIONS:

2.67 [67.82]

2.14 [54.38]

1 iy

T T
91.25 [831.75]

1.41 [35.81]

I

2.75 [69.85]

BRASS STUD NO. B—32 UNC
WITH ONE FLAT WASHER,
LOCKWASHER &

REGULAR NUT.

(TIGHTENING TORQUE

16.2 in—lb.)

0.44 [11.18]

OPEN SLOTS 0.27 [6.8] X 0.31 [7.8]

2,00 [50.80]

1.38 [35.05]
2.38 [60.45]

0.12 [3.00]

All dimensions are in inches [mm]

e It
U |
1.67 [42.42]




Low Voltage Current Transformers A%N
INSTRUMENT TRANSFORMERS

DIMENSIONS:

INSULATION LEVEL
600 V; BIL 10kV full wave

— TERMPUAL GRIMMETE - ats “
FREQUENCY | N |
50-400 Hz. 10 00 )
OUTER ENCAPSULATION ]-— P
Plastic Cased ‘ g - CRiges ek
1

TERMINALS
Brass studs No 8-32 UNC with one flat washer,

. / #1 LABEL Gl
lockwasher and regular nut. { Vi | $
1

APPROX. WEIGHT 2 —ER

10 Ibs. | | O

s p ® \p—— 73 ——|
Bm US e20s113 C 231838 Iy | S
/

Equivalent to GE-ITI MODEL 21 Rl =a s [

All dimensions are in inches.

. Continuous Thermal
Catalog Number | Current Ratio | Relay Class ANSI Metering Class at 60 Hz Rating Factor

BO.1 BO.2 BO.5 B0.9 B1.8 at 30C at 55C
CT230-500 50:5 - 1.2 2.4 - - - 2.0 1.5
CT230-750 755 C10 0.6 1.2 2.4 4.8 - 2.0 1.5
CT230-101 100:5 C10 0.6 1.2 1.2 2.4 - 2.0 1.5
CT230-151 150:5 C20 0.3 0.6 0.6 1.2 2.4 2.0 1.5
CT230-201 200:5 C20 0.3 0.3 0.6 0.6 1.2 2.0 1.5
CT230-251 250:5 C20 0.3 0.3 0.3 0.6 1.2 1.5 1.33
CT230-301 300:5 C20 0.3 0.3 0.3 0.3 0.6 1.5 1.33
CT230-401 400:5 C50 0.3 0.3 0.3 0.3 0.6 1.5 1.33
CT230-501 500:5 C20 0.3 0.3 0.3 0.3 0.6 1.5 1.33
CT230-601 600:5 C50 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT230-751 750:5 C50 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT230-801 800:5 C50 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT230-102 1000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8




Low Voltage Current Transformers A A N
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Model CT226 Window 1.55" 600V, 10kV BIL Full Wave
INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS:
:‘;{fg;{.{i}vcy SEE DETALS "A" BRASS STUD NO, 832 UNC
LOCKWASHER & !
RATING FACTOR REGULAR NUT.
20 @30 de'; C ambient (A T‘%E JL
OUTER ENCAPSULATION .
Plastic Cased 152
TERMINALS . /
rass studs No 8- with one flat washer, =l s
Equivalent to GE-ITl MODEL 5SFT Tocvasher androglar RS
Current | Accuracy AT OX. WEIGHT i @ J
1.0 Ibs. o S~
Catalog Number Ratio (60 Hz) Burden VA %
CT226-500 | 50:5 | +2% 1.0 X ‘ \ ?J‘: ‘ |
CT226.750 | 755 | 2% | 15 Ahis.... @ = — : :
3.55" 1.14"
CT226-101 1005 | +2% 25 e
CT226-150 1505 | 1% 50 .
CT226:201 | 2005 | +1% 50 ‘ | ‘ PEIS
CT226-251 250:5 1% 10.0 ngL ! J&,JE ER"S““
CT226-301 30055 | 1% 125 . \ o
CT226-401 4005 | 1% 125 NS J‘ T o Lic
CT226-501 5005 | 1% 20.0 ‘ cRSiNG
CT226-601 6005 | 1% 25.0 Jit | N
CT226751 | 7505 | 1% 25.0 (I o o
CT226-801 8005 1% 25.0 All dimensions are in inches.
CT226-102__| 10005 | 1% 25.0 e SR
CT226-122 120055 | +1% 30.0 frem stor”
Model CT202 Window 1.56" 600V, 10kV BIL Full Wave
INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS:
FREQUENCY
50-400 Hz.
OUTER ENCAPSULATION
Plastic Cased
SECONDARY LEADS
Flexible leads UL 1015, 16 to 20 AWG, 24” long
APPROX. WEIGHT
Equivalent to GE-ITI MODEL 5RL 10 1bs.
o |
Current | Accuracy ® @, :
Catalog Number | “p i | (g0 Hz) | Burden VA A\ Y. s (-
CT202-500 505 | +2% 1.0
CT202-750 755 | 2% 15
CT202-101 1005 | +2% 2.0
CT202-151 150:5 | +1% 5.0
CT202-201 200:5 +1% 5.0 All dimensions are in inches.
CT202-251 2505 | +1% 10.0
CT202-301 3005 | +1% 125
CT202-401 40055 | £1% 15.0
CT202-501 5005 | +1% 20.0
CT202-601 6005 | +1% 25.0
CT202-751 7505 | +1% 25.0
CT202-801 8005 | +1% 25.0
CT202-102 | 10005 | +1% 25.0
CT202-122 | 12005 | +1% 30.0




Low Voltage Current Transformers AWN
INSTRUMENT TRANSFORMERS

Model CT231 Window 1.63", 600V, 10kV BIL Full Wave

DIMENSIONS:

__| — 050

5, TERMPAL GROMETS o5
\\
| 0D
I:I-___-_-\_ - QPEN. BImiun
DANGER LASEL
BRASS TERMINALS, 8-32 WiTH
1 FLAT WASHER AND | LOCKWASHER

7 WAMEPLATE LABEL /_ (MAx TORGUE OF 16.2IN-LHS)
/ /

o o 4,63 ,’; B 1 LAFEL [P f.-""
B“ US e20s113 @ 231838 4 MJA“ l’
D!
Equivalent to GE-ITI MODEL 22 mEENL
h /- _--\\ B0
INSULATION LEVEL "\_I____/& ores T
600 V; BIL 10kV full wave P 2an
h fl fI\ 3

FREQUENCY e |F b8 J

50-400 Hz. ! am

OUTER ENCAPSULATION . ' . .

. Note: -All dimensions are in Inches

Plastic Cased

TERMINALS

Brass studs No 8-32 UNC with one flat washer,

lockwasher and regular nut.

APPROX. WEIGHT

9 1bs.

. Continuous Thermal
Catalog Number Cﬁ;rt?;t Relay Class e Rating Factor
BO0.1 B0.2 B0.5 B0.9 B1.8 at 30C at 55C

CT231-101 100:5 C10 0.6 1.2 2.4 2.4 4.8 2.0 1.5
CT231-151 150:5 C10 0.3 0.6 1.2 1.2 24 2.0 1.5
CT231-201 200:5 C20 0.3 0.3 0.6 1.2 1.2 2.0 1.5
CT231-251 250:5 C20 0.3 0.3 0.6 0.6 1.2 1.5 1.33
CT231-301 300:5 C20 0.3 0.3 0.3 0.6 0.6 1.5 1.33
CT231-401 400:5 C20 0.3 0.3 0.3 0.3 0.6 1.5 1.33
CT231-501 500:5 C50 0.3 0.3 0.3 0.3 0.3 1.5 1.33

www.amranit.com sales@amranit.com



Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT232 Window 2.00" 600V, 10kV BIL Full Wave

DIMENSIONS:

—-| - .50

TERMINAL CROMWVETS ars

310 ?‘:\‘0
I:I‘_-_‘__"-h AREN CIRCLAT.
DENGER LAREL

® BRASS TERMINALS, B—32 WITH
W ® y— 1 FLAT WASHER AND- 1 LCCKWASHER
/ HAMEPLATE LABEL o [MaX TOROUE OF 16.2IN-LBS)
c us E205113 231838 /

46 / — %1 LABEL 1 /
/
/ M a4

Hi LaBEL —
Equivalent to GE-ITI MODEL 23 N[
\ Pl B ¥
INSULATION LEVEL E L miE
600 V; BIL 10kV full wave N | A ‘
0.8 2,40
FREQUENCY { ,r'-/_/ o }
50-400 Hz. a5y
f o

OUTER ENCAPSULATION e
Plastic Cased

Note: -
TERMINALS -
Brass studs No 8-32 UNC with one flat washer, All dimensions are in Inches
lockwasher and regular nut.
APPROX. WEIGHT
8.5 Ibs.

Continuous Thermal

ANSI Metering Class at 60 Hz Rating Factor

Catalog Number | Current Ratio | Relay Class

B0.1 B0.2 B0.5 B0.9 B1.8 at 30C at 55C
CT232-101 100:5 - 0.6 0.6 24 4.8 - 2.0 1.5
CT232-151 150:5 C10 0.6 0.6 0.6 1.2 24 2.0 1.5
CT232-201 200:5 C10 0.3 0.6 0.6 1.2 24 2.0 1.5
CT232-251 250:5 C20 0.3 0.3 0.6 0.6 1.2 2.0 1.5
CT232-301 300:5 C20 0.3 0.3 0.3 0.6 1.2 1.5 1.33
CT232-401 400:5 C20 0.3 0.3 0.3 0.3 0.6 1.5 1.33
CT232-501 500:5 C50 0.3 0.3 0.3 0.3 0.3 1.5 1.33
CT232-601 600:5 C50 0.3 0.3 0.3 0.3 0.3 1.33 1.0

www.amranit.com sales@amranit.com




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT227 Window 2.05" 600V, 10kV BIL Full Wave

INSULATION LEVEL DIMENSIONS:
600 V; BIL 10kV full wave N et
SEE DETAILS "A" ~comeee oo,
N - \ BRASS STUD NO. 8-32 UNC
——— }
FREQUENCY N B Bpnng e
50-400 Hz. N | PR {TowTne T0roue
I @ f62 in-b) <g|
OUTER ENCAPSULATION L |
Plastic Cased * !
TERMINALS ) |
Brass studs No 8-32 UNC with one flat washer, E . J S — JRE— JR SN S B
lockwasher and regular nut. 9 @ ‘
Equivalent to GE-ITI MODEL 6SFT ‘i\lz’ll’l?ox WEIGHT i }
2 1bs. b5 ' I
Catalog Number|Current RatioA(%%u'r_lazc)y Burden VA ™ |
| i | L AR
CT227-101 1005 +2% | 20 c“ . @o . i i i :
CT227-151 150:5 +1% | 50 st s ‘ o 1 iz
CT227-201 200:5 £1% 5.0 21207
CT227-251 250:5 £1% 7.5
DETALS "A”
CT227-301 300:5 £1% 12.5 AU AL o
CT227-401 400:5 1% 15.0 HD:,P%E“J?“
CT227-501 500:5 £1% | 250 = ; ”fw
CT227-601 600:5 1% | 800 -
CT227-751 750:5 +1% | 250 jh*—‘flt
CT227-801 800:5 +1% 25.0 335" . ) o
CT227-102 1000:5 1% 35.0 R All dimensions are in inches.
CT227-122 1200:5 1% | 400 e e
CT227-152 1500:5 +1% 50.0 4nos SLOTS,

Model CT203 Window 2.06” 600V, 10kV BIL Full Wave

INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS:

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

SECONDARY LEADS
Flexible leads UL 1015, 16 to 20 AWG, 24” long

APPROX. WEIGHT |

Equivalent to GE-ITI MODEL 6RL 1.2 1bs. 1‘110 ‘

®
Catalog Number CRu;rttie;\ i /-\(%%uir_ie\;)y Burden VA [:N US e20s113 @m 231838
CT203-101 100:5 +2% 2.0
CT203-151 150:5 +1% 5.0
CT203-201 200:5 +1% 5.0
CT203-251 250:5 1% 75 All dimensions are in inches.
CT203-301 300:5 +1% 12.5
CT203-401 400:5 +1% 15.0
CT203-501 500:5 +1% 25.0
CT203-601 600:5 +1% 30.0
CT203-751 750:5 +1% 25.0
CT203-801 800:5 +1% 25.0
CT203-102 1000:5 +1% 35:5
CT203-122 1200:5 +1% 40.0
CT203-152 1500:5 +1% 50.0




Low Voltage Current Transformers

Model CT304

A AN

INST]

Window 2.06” 600V, 10kV BIL Full Wave

[ENT TRANSFORMERS

INSULATION LEVEL
600 V; BIL 10kV full wave
FREQUENCY DIMENSIONS:
2.07 [52.68]
RATING FACTOR 0.63 [16]
1.0 @ 30 deg. C ambient TVP. | SEC. TERMINAL
. R2 [R0.08] 0.71 [18]
Plastic Cased oar [1125] - “M] %A
Equivalent to GE-ITI MODEL BL, BT, BF TERMINALS T o |
Y4 Faston connectors are standard.
CATALOG | CURRENT |ACCURACY | BURDEN VA APPROX. WEIGHT I
NUMBER RATIO AT 60 Hz at 60 Hz 0.6 Ibs. 3.88 [98.55]
CT304-500 50:5 +3% 0.5 ‘ H1
CT304-750 75:5 +1% 0.5 !
CT304-101 100:5 +1% 1.0 A 22.06 [#52.3
CT304-151 150:5 +1% 25
CT304-201 | 200:5 +1% 4.0 VA
CT304-251 250:5 +1% 6.0 23.43 [087.12
CT304-301 300:5 +1% 7.5 1.10 [27.94] L
CT304-401 400:5 +1% 10.0
CT304-501 500:5 +1% 12.5
CT304-601 600:5 +1% 15.0
CT304-751 750:5 +1% 7.0 All dimensions are in inches [mm]
CT304-801 800:5 +1% 8.0
CT304-102 1000:5 +1% 10.0
CT304-122 1200:5 +1% 12.5
Model CT300 Window 2.08", 600V, 10kV BIL Full Wave
INSULATION LEVEL
600 V; BIL 10kV full wave
FREQUENCY DIMENSIONS:
50-400 Hz.
Wi ONE TAT WiSHER,
p -\ Y @, OUTER ENCAPSULATION iogy Moy &
4 US e20s113 231838 Plastic Cased 1 JeH TokaE
et oELs % (16.2 n-Ib.MAX,)
TERMINALS 3
Equivalent to GE-ITI MODEL 56 (RB, RT, RL) Brass studs No 8-32 UNC | %?;D] n@u
with one flat washer, lock 011 008" ‘ DETALS "X
e washer and regular nut. HOLE [02.97] [7.01] wan
Catalog Number Ratio (60 Hz) Burden VA APPROX. WEIGHT N W, T}
CT300-500 505 | *3% 05 06lbs (es222) 4 e
CT300-750 755 +1% 0.5 e
CT300-101 1005 | +1% 1.0 5
CT300-151 150:5 +1% 25 -
CT300-201 2005 | 1% 4.0 Py -~
CT300-251 250:5 +1% 6.0 [69.75] Tl200]™
CT300-301 300:5 +1% 7.5
CT300-401 400:5 +1% 10.0
CT300-501 500:5 1% 12.5 All dimensions are in inches [mm]
CT300-601 600:5 +1% 15.0
CT300-751 750:5 +1% 7.0
CT300-801 800:5 +1% 8.0
CT300-102 1000:5 +1% 10.0
CT300-122 1200:5 +1% 12.5




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT301 Window 2.08" 600V, 10kV BIL Full Wave

0

INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS:
rsqumcy
© - - Z.
s, @ 197" ot
OUTER ENCAPSULATION [50.038] (18 Nmt MAX.)
Plastic Cased. Mounting Bracket Included. 1.01" (16.2 in—Ib.MAX.)
[25.65] 0.42”
Equivalent to GE-ITI MODEL 56RBT TERMINALS , 10.60]
Brass studs No 8-32 UNC with one flat {
her and regular nut. ! I
ANSI Metering Class washer, lock washer and regiar nu 0.11" ; O—é 028 |
Catalog Numb Current (60Hz) HOLE [22.97]
atalog Number | "o 0 APPROX. WEIGHT
0.6 Ibs.
Accuracy Burden VA .,
CT301-500 50:5 £3% 0.5 (om0 7] 0f3
CT301-750 755 1% 05 S
CT301-101 1005 | 1% 1.0 -
CT301-151 150:5 +1% 25 @
CT301-201 2005 | 1% 40 =
CT301-251 2505 +1% 6.0 ( W
CT301-301 300:5 1% 75
CT301-401 4005 | *1% 10.0 - e
CT301-501 500:5 1% 125 L 88"
CT301-601 600:5 1% 15.0 [98.55]
CT301-751 7505 +1% 7.0 450"
CT301-801 800:5 1% 8.0 [114.30]
CT301-102 1000:5 1% 10.0 All dimensions are in inches [mm]
CT301-122 1200:5 +1% 125
Model CT302 Window 2.08" 600V, 10kV BIL Full Wave
INSULATION LEVEL
600 V; BIL 10kV full wave
FREQUENCY DIMENSIONS:
50-400 Hz.
> . R
..., & . | OUTERENCAPSULATION [28.23]
Plastic Cased. Mounting Bracket
Included.

Equivalent to GE-ITI MODEL 56RBL

SECONDARY LEADS
Flexible leads, UL 1015, 16AWG, @3.45"
ANSI Metering Class 24” long. [087.66]
Catalog Current (60Hz) %
Number Ratio APPROX. WEIGHT 84
Accuracy | Burden VA 0.6 Ibs. o

CT302-500 50:5 +3% 0.5
CT302-750 75:5 1% 0.5
CT302-101 100:5 +1% 1.0
CT302-151 150:5 +1% 25
CT302-201 200:5 +1% 4.0
CT302-251 250:5 +1% 6.0
CT302-301 300:5 +1% 7.5
CT302-401 4005 | 1% 10.0 e
CT302-501 5005 | +1% 125 e
CT302-601 600:5 +1% 15.0
CT302-751 750:5 +1% 7.0
CT302-801 8005 1% 8.0 All dimensions are in inches [mm]
CT302-102 1000:5 1% 10.0
CT302-122 1200:5 +1% 12.5




Low Voltage Current Transformers

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,
lockwasher and regular nut.

APPROX. WEIGHT
28 Ibs

e UL, cUL Recognized and CSA Certified
e As per ANSI/IEEE C57.13, 1EC, OR relevant
standard

Equivalent to GE-ITI MODEL 112 and ABB MODEL SCG-1

Catalog Number | Current Ratio galay
ass
BO.1

CT372-500 50:5 C10 1.2
CT372-750 75:5 C20 0.6
CT372-101 100:5 C20 0.6
CT372-151 150:5 C50 0.3
CT372-201 200:5 C50 0.3
CT372-251 250:5 C50 0.3
CT372-301 300:5 C100 0.3
CT372-401 400:5 C100 0.3
CT372-501 500:5 C100 0.3
CT372-601 600:5 C100 0.3
CT372-751 750:5 C200 0.3
CT372-801 800:5 C200 0.3
CT372-102 1000:5 C200 0.3
CT372-122 1200:5 C200 0.3

INSTRUMENT TRANSFORMERS

DIMENSIONS: Al dimensions are in inches [mm]

CifT8l

(O]
(O]
O]
@,

}

x| RUBBER

i

@
[ -':.':]_1 |- 4805 1
\NSI Metering Class @ 60 Hz Conggtl::;?:;girrmal
B0.2 B0.5 B0.9 B1.8 @ 30C @ 55C
2.4 - - - 2.0 2.0
1.2 2.4 4.8 - 2.0 2.0
0.6 2.4 2.4 4.8 2.0 2.0
0.6 1.2 1.2 2.4 2.0 2.0
0.3 0.6 0.6 1.2 2.0 2.0
0.3 0.3 0.3 0.6 2.0 2.0
0.3 0.3 0.3 0.6 2.0 2.0
0.3 0.3 0.3 0.3 2.0 1.5
0.3 0.3 0.3 0.3 2.0 1.5
0.3 0.3 0.3 0.3 1.5 1.33
0.3 0.3 0.3 0.3 1.5 1.0
0.3 0.3 0.3 0.3 1.5 1.0
0.3 0.3 0.3 0.3 1.33 1.0
0.3 0.3 0.3 0.3 1.33 1.0




Low Voltage Current Transformers

Model CT206

Equivalent to GE-ITI MODEL 7RL

INSULATION LEVEL OUTER ENCAPSULATION
600 V; BIL 10kV full wave Plastic Cased

FREQUENCY SECONDARY LEADS

50-400 Hz. Flexible leads, UL 1015,
16 AWG, 24” long.

RATING FACTOR

1.5 @ 30 deg. C Ambient ~ APPROX. WEIGHT

2.51bs.

E us E205113 231838

A AN

INST] [ENT TRANSFORMERS

Window 2.25” 600V, 10kV BIL Full Wave

DIMENSIONS:

POLARITY MARK

1
Accuracy Rating at Specified Burden (Power factor of 1.0)
Catalog | Current | 25VA@ | 50VA@ | 125VA@
Number Ratio 60Hz 60Hz 60Hz 25VA @ 60Hz
CT206-500 50:5 1.5% - - -
CT206-101 100:5 1.0% - _ _ NAMEPLATE LaBEL—|
CT206-151 | 150:5 1.0% - - -
CT206-201 | 200:5 0.6% 1.0% 2.0% -
CT206-251 | 250:5 0.6% 0.6% 1.2% - X1 (WHITE) S
CT206-301 | 300:5 0.3% 0.6% 1.0% -
CT206-401 | 400:5 0.3% 0.3% 0.6% 1.0% 450 56 810 #1351 Love
CT206-501 | 500:5 0.3% 0.3% 0.6% 1.0%
CT206-601 | 600:5 0.3% 0.3% 0.6% 0.6%
CT206-751 | 750:5 0.3% 0.3% 0.6% 1.0% All dimensions are in inches.
CT206-801 | 800:5 0.3% 0.3% 0.6% 0.6%
CT206-102 | 1000:5 0.3% 0.3% 0.3% 0.6%
CT206-122 | 1200:5 0.3% 0.3% 0.3% 0.6%
CT206-152 | 1500:5 0.3% 0.3% 0.3% 0.3%
Model CT204 Window 2.50% 600V, 10kV BIL Full Wave
INSULATION LEVEL SECONDARY LEADS

A

600 V; BIL 10kV full wave

FREQUENCY

50-400 Hz. APPROX. WEIGHT
1.5 Ibs.

OUTER ENCAPSULATION

Plastic Cased

Flexible leads, UL 1015,
16 to 20AWG, 24” long.

Equivalent to GE-ITI MODEL 7RL

c US 205113 231838

Catalog Number| C;;rt?;t Accuracy |Burden VA
CT204-101 100:5 +2% 2.5
CT204-151 150:5 +1% 5.0
CT204-201 200:5 +1% 5.0
CT204-251 250:5 +1% 5.0
CT204-301 300:5 +1% 12,5
CT204-401 400:5 +1% 15.0
CT204-501 500:5 +1% 25.0
CT204-601 600:5 +1% 30.0
CT204-751 750:5 +1% 30.0
CT204-801 800:5 +1% 35.0
CT204-102 1000:5 +1% 35.0
CT204-122 1200:5 +1% 35.0
CT204-152 1500:5 +1% 40.0
CT204-162 1600:5 +1% 45.0

www.amranit.com

DIMENSIONS:

All dimensions are in inches.

mranit.com




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model C Window 2.5 600V, 10kV BIL

DIMENSIONS:
8.38 [212.85]
>
3 J 10 - 32 U.N.F
TERMINAL
Mo — 7 !
\ @
c us E205113 231838 =
Equivalent to GE-ITl MODEL 200 - - g
INSULATION LEVEL : El
600 V, BIL 10kV full wave P b
=
FREQUENCY g 526 09601
50-400 Hz pE H
THERMAL RATING
As per table
All dimensions are in inches [mm]
OUTER ENCAPSULATION
Plastic Cased
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer
CONTNUOUS
RELAY ANSI METER ING CLASS @ 60 HZ SECONDARY THERMAL RATING
CATALOG CURRENT CLASS WINDING FACTOR
NUMBER RATIO RESISTANCE
@6l (Q@75° C) . .
BO.1 B0.2 B0.5 B0.9 B1.8 @ 30°C @ 55°C
CT213-500 50:5 C20 2.4 2.4 4.8 - - 0.026 2.0 2.0
CT213-750 75:5 C20 1.2 1.2 2.4 4.8 - 0.039 2.0 2.0
CT213-101 100:5 Cc20 0.6 1.2 1.2 2.4 4.8 0.051 2.0 2.0
CT213-151 150:5 C50 0.3 0.6 0.6 1.2 2.4 0.077 2.0 2.0
CT213-201 200:5 C50 0.3 0.3 0.6 0.6 1.2 0.103 2.0 2.0
CT213-251 250:5 C100 0.3 0.3 0.3 0.6 1.2 0.129 2.0 2.0
CT213-301 300:5 C100 0.3 0.3 0.3 0.3 0.6 0.154 2.0 2.0
CT213-401 400:5 C200 0.3 0.3 0.3 0.3 0.3 0.206 2.0 1.5
CT213-501 500:5 C200 0.3 0.3 0.3 0.3 0.3 0.408 15 15
CT213-601 600:5 C200 0.3 0.3 0.3 0.3 0.3 0.489 15 15

www.amranit.com sales@amranit.com




Low Voltage Current Transformers

Model CT220

Equivalent to GE-ITI MODEL 180SHT

..., &
c Us E205113 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

THERMAL RATING
As per table

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 8-32 with one flat washer and lock
washer

APPROX. WEIGHT
3.5 Ibs.

Window 2.5 600V, 10kV BIL

A AN

INST] [ENT TRANSFORMERS

11,9

[0,47]

88,9
[3,50]

T I —
| | | |
Lo Lo
| | | | —
[ [
[ @ B Bl
Lo ro —
| | | |
Lo Lo
1 1 1 1
RS
191 [R0,20]
0751, /15
0,59
Il
7y
X1
LABEL
63,5 “
[02,50] 5

57,2
[2,25]

[4,50]

3,5 1

*Approved for revenue metering by Industry Canada

No. AE-2230
ANSI METERING CL

CATALOG CURRENT | V.A. 1%
NUMBER RATIO CLASS

BO.1 B0.2 B0.5
CT220-500 50:5 1.5 24 - -
CT220-750 75:5 25 1.2 24 -
CT220-101 100:5 25 1.2 24 4.8
CT220-151 150:5 * 5.0 0.6 1.2 24
CT220-201 200:5* 12.5 0.6 1.2 1.2
CT220-251 250:5 12.5 0.3 0.6 1.2
CT220-301 300:5* 25.0 0.3 0.3 0.6
CT220-401 400:5 50.0 0.3 0.3 0.3
CT220-501 500:5 * 50.0 0.3 0.3 0.3
CT220-601 600:5 * 50.0 0.3 0.3 0.3
CT220-751 750:5 * 50.0 0.3 0.3 0.3
CT220-801 800:5 75.0 0.3 0.3 0.3
CT220-102 1000:5 * 100.0 0.3 0.3 0.3
CT220-122 1200:5 * 125.0 0.3 0.3 0.3
CT220-152 1500:5 * 160.0 0.3 0.3 0.3
CT220-162 1600:5* 175.0 0.3 0.3 0.3
CT220-202 2000:5* 200.0 0.3 0.3 0.3

www.amranit.com

L

1
o= 88,9 12,7
' [3,50] | [0,501
\ 114,3
[4,50]

u

4NOS 0.42 DIA HOLES

10.6mm

CONTINUOUS

ASS @ 60 HZ THERMAL RATING

FACTOR

B0.9 | B1.8 | @30C | @55C
- - 1.33 1.0
- - 1.33 1.0
- - 1.33 1.0
4.8 . 1.33 1.0
2.4 . 1.33 1.0
1.2 - 1.33 1.0
12 | 24 1.33 1.0
0.6 1.2 1.33 1.0
0.6 12 1.33 1.0
0.6 1.2 1.33 1.0
0.6 12 1.33 1.0
06 | 06 1.33 1.0
03 | 06 1.33 1.0
03 | 03 1.33 1.0
03 | 03 1.33 1.0
03 | 03 1.25 1.0
03 | 03 1.0 075

8-32 UNC

11,2 THREADS
0,44] f

|

|

sales@amranit.com




Low Voltage Current Transformers

Equivalent to GE-ITI MODEL 24

cm US r20s113 @® 231838

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,

lockwasher and regular nut.

APPROX. WEIGHT

6.5 Ibs.
Catalog Number | Current Ratio Eelay
lass
B0.1

CT233-101 100:5 - 0.6
CT233-151 150:5 - 0.6
CT233-201 200:5 C10 0.3
CT233-251 250:5 C10 0.3
CT233-301 300:5 C10 0.3
CT233-401 400:5 C20 0.3
CT233-501 500:5 C20 0.3
CT233-601 600:5 C20 0.3
CT233-751 750:5 C20 0.3
CT233-801 800:5 C20 0.3
CT233-102 1000:5 C10 0.3
CT233-122 1200:5 C10 0.3
CT233-152 1500:5 C10 0.3
CT233-162 1600:5 C10 0.3

DIMENSIONS:

- TERMINAL GROMMETS ~ —=| 0.75 |=—
I:’ T e gt
DANGER |ABEL

HAMEPLATE LASEL

/—xl LABEL
t

INSTRUMENT TRANSFORMERS

BRASS TERMINALS, B8—32 WITH
ll,—l FLAT WASHER AND 1 LOCKWASHER
/ {waX TOROUE CF 16.2IN-LBS)

/

s

All dimensions are in inches.

ANSI Metering Class at 60 Hz

Continuous Thermal
Rating Factor

B0.2 B0.5 B0.9 B1.8 at 30C at 55C
1.2 24 4.8 - 2.0 1.5
0.6 1.2 2.4 4.8 2.0 1.5
0.3 0.6 1.2 24 2.0 1.5
0.3 0.3 0.6 1.2 2.0 1.33
0.3 0.3 0.6 1.2 2.0 1.33
0.3 0.3 0.6 0.6 1.5 1.33
0.3 0.3 0.3 0.6 1.5 1.33
0.3 0.3 0.3 0.3 1.33 1.0
0.3 0.3 0.3 0.3 1.0 0.8
0.3 0.3 0.3 0.3 1.0 0.8
0.3 0.3 0.3 0.3 1.0 0.8
0.3 0.3 0.3 0.3 1.0 0.8
0.3 0.3 0.3 0.3 1.0 0.8
0.3 0.3 0.3 0.3 0.8 0.6




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT235 Window 2.50" 600V, 10kV BIL Full Wave

DIMENSIONS:
115,82 [4,56] /3-32 UNC THREAD
83,31 [3,28] 11,19 [0,44]
i t
e e
X1
LABEL
H1 123,19 [4,85]
Equivalent to GE-ITI MODEL 7SHT 10,668 Ao DIA
\\< 57,91 [2,28]
INSULATION LEVEL TERMINALS
600 V; BIL 10kV full wave Brass studs No 8-32 UNC ,l N {}
with one flat washer, 12,95 [0,51]]

FREQUENCY lockwasher and regular 88,9 [3,50]

50-60 Hz. .

OUTER ENCAPSULATION  APPROX. WEIGHT

Plastic Cased 1.5 Ibs.

f
Catalog Current Accuracy | Burden at Rating ] }
Number Ratio at 60 Hz 60 Hz Factor J@L 4@, 27,94 [1,10]
] L |
CT235-101 100:5 +2% 25 1.2 @ 30C
CT235-151 150:5 +1% 5.0 1.2 @ 30C
CT235-201 200:5 +1% 5.0 1.2 @ 30C =
CT235-251 250:5 +1% 5.0 1.2 @ 30C
CT235-301 300:5 +1% 12.5 1.2 @ 30C
CT235-401 400:5 +1% 15.0 1.2 @ 30C
CT235-501 500:5 +1% 25.0 1.2 @ 30C
CT235-601 600:5 1% 30.0 12@30C All dimensions are in mm [Inches]
CT235-751 750:5 1% 30.0 1.2 @ 30C Metal mounting bracket and hardware are optional.
CT235-801 800:5 +1% 35.0 1.2 @ 30C
CT235-102 1000:5 +1% 35.0 1.2 @ 30C
CT235-122 1200:5 +1% 35.0 1.2 @ 30C
CT235-152 1500:5 +1% 40.0 1.2 @ 30C
CT235-162 1600:5 +1% 45.5 1.2 @ 30C
CT235-102-01 1000:1 +1% 25 1.2 @ 30C
CT235-401-01 400:1 +1% 7.5 1.2 @ 30C

www.amranit.com sales@amranit.com




Low Voltage Current Transformers A%N
INSTRUMENT TRANSFORMERS

DIMENSIONS:

INSULATION LEVEL o 7.0 | -
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz. ‘

OUTER ENCAPSULATION
Plastic Cased

Brass studs No 8-32 UNC with one flat washer,
lockwasher and regular nut.

TERMINALS ‘

APPROX. WEIGHT
25 Ibs. o

I :
B“ US k205113 @® 231838 [ Tne

e UL, cUL Recognized and CSA Certified
e As per ANSIVIEEE C57.13, IEC, OR relevant
standard

Equivalent to GE-ITI MODEL 113 and ABB MODEL SCG-2 S, |

All dimensions are in Inches [mm]

. Continuous Thermal
Catalog Number | Current Ratio Eiig g iNSliMstenng Class @ 60 hiz Rating Factor

BO0.1 B0.2 B0.5 B0.9 B1.8 @ 30C @ 55C
CT373-500 50:5 C10 2.4 4.8 - - - 2.0 2.0
CT373-750 75:5 C10 0.6 1.2 4.8 4.8 - 2.0 2.0
CT373-101 100:5 C20 0.6 0.6 2.4 2.4 4.8 2.0 2.0
CT373-151 150:5 C20 0.3 0.3 0.6 1.2 2.4 2.0 2.0
CT373-201 200:5 C50 0.3 0.3 0.6 0.6 1.2 2.0 2.0
CT373-251 250:5 C50 0.3 0.3 0.3 0.6 1.2 2.0 2.0
CT373-301 300:5 C50 0.3 0.3 0.3 0.6 1.2 2.0 2.0
CT373-401 400:5 C100 0.3 0.3 0.3 0.3 0.6 2.0 1.5
CT373-501 500:5 C100 0.3 0.3 0.3 0.3 0.3 2.0 1.5
CT373-601 600:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.33
CT373-751 750:5 C200 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT373-801 800:5 C200 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT373-102 1000:5 C200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT373-122 1200:5 C200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT373-152 1500:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT303 Window 3.0% 600V, 10kV BIL Full Wave
INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS:
FREQUENCY
50-400 Hz. |
OUTER ENCAPSULATION
\ Plastic Cased. Mounting Bracket Included. 53.00 [#76.2]
» SECONDARY LEADS E 77777
/ - 3 Flexible leads, UL 1015, IGAWG, 24” long. 2
APPROX. WEIGHT A
Equivalent to GE-ITI MODEL 76RBL 2.5 Ibs. =
ANSI Metering Class “ @m 3
Catalog Current (60Hz) c US 205113 2318 N
Number Ratio
Accuracy | Burden VA
CT303-101 100:5 +1% 25 2014 [#3.5] \ 02—~—uolIl — /L]
CT303-201 200:5 £1% 5.0 ‘
CT303-251 250:5 1% 5.0 *? ‘
CT303-301 3005 | £1% 6.0 L o .
CT303-401 4005 | +1% 10.0 ‘ I ] oz rsolf
CT303-501 5005 | 1% 10.0 110 [27:0]
CT303-601 600:5 +1% 10.0 2.38 [60.5]
CT303-751 750:5 £1% 10.0
5.75 [146.0]
CT303-801 800:5 1% 125 ‘ |
CT303-102 100055 | +1% 10.0 | 650 [165.1] |
CT303-122 120055 | +1% 10.0
CT303-152 150055 | +1% 125
CT303-162 1600:5 1% 125 All dimensions are in inches [mm]
CT303-202 20005 | £1% 15.0
Model CT382 Window 3.0% 600V, 10kV BIL Full Wave
INSULATION LEVEL DIMENSIONS:
600 V; BIL 10kV full wave . T e
FREQUENCY % By 45— 408 | -
50-400 Hz. m
OUTER ENCAPSULATION f ‘@ ©
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,
lockwasher and hex nut.

APPROX. WEIGHT
6.5 lbs.

¢ -

UL, cUL Recognized and CSA Certified e
«  As per ANSUIEEE C57.13, IEC, OR relevant L
standard

Equivalent to GE-ITI MODEL 298 and ABB MODEL SCH-3

Catalog | Current | Relay ANSI Metering Class at 60 Hz seC"F{"’a.'y \Widino)(aecentinictshermal
Number Ratio Class esistance Rating Factor
(ohms @ 75°C)
B0.1 | B0.2 | B0.5 | B0.9 |B1.8 at 30C at 55C

CT382-500 50:5 - 24 48 - - - 0.014 2.0 20
CT382-750 75:5 - 1.2 1.2 4.8 - - 0.02 20 20
CT382-101 100:5 c10 1.2 1.2 24 4.8 - 0.032 20 2.0
CT382-151 150:5 Cc10 0.6 0.6 1.2 24 48 0.046 20 20
CT382-201 200:5 Cc20 0.3 0.6 1.2 1.2 24 0.06 20 20
CT382-251 250:5 C20 0.3 0.3 0.6 1.2 24 0.075 20 20
CT382-301 300:5 C20 0.3 0.3 0.6 0.6 1.2 0.09 2.0 2.0
CT382-401 400:5 Cc20 0.3 0.3 0.3 0.6 0.6 0.12 20 1.5
CT382-501 500:5 C50 0.3 0.3 0.3 0.3 0.6 0.15 20 15
CT382-601 600:5 C50 0.3 0.3 0.3 0.3 0.3 0.22 1.5 1.33
CT382-751 750:5 C50 0.3 03 | 03 0.3 0.3 0.29 15 1.0
CT382-801 | 800:5 C50 03 | 03 [ 03| 03 | 03 0.32 15 1.0 All dimensions are in Inches

www.amranit.com




Low Voltage Current Transformers

-
CNUS 205113 C 231838

* UL, cUL Recognized and CSA Certified
* Asper ANSVIEEE C57.13, IEC, OR relevant standard

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,
lockwasher and regular nut.

APPROX. WEIGHT
2.51bs

Equivalent to GE-ITI MODEL 195

Catalog Number | Current Ratio RN

B0.1 B0.2
CT365-201 200:5 0.6 1.2
CT365-251 250:5 0.6 1.2
CT365-301 300:5 0.6 0.6
CT365-401 400:5 0.3 0.6
CT365-501 500:5 0.3 0.3
CT365-601 600:5 0.3 0.3
CT365-751 750:5 0.3 0.3
CT365-801 800:5 0.3 0.3
CT365-102 1000:5 0.3 0.3
CT365-122 1200:5 0.3 0.3
CT365-152 1500:5 0.3 0.3
CT365-162 1600:5 0.3 0.3
CT365-202 2000:5 0.3 0.3

DIMENSIONS:

All dimensions are in inches

DANGER LABEL |
" X

s

TMENT TRANSFORMERS

B -

T3V 0lLwd

ring Class @ 60 Hz

Continuous Thermal
Rating Factor

BO.5 B0.9 B1.8 @ 30C @ 55C

- - - 2.0 2.0
24 - - 2.0 2.0
1.2 - - 2.0 2.0
1.2 - - 2.0 1.5
0.6 1.2 - 2.0 1.5
0.6 0.6 - 1.5 1.33
0.3 0.6 1.2 1.5 1.0
0.3 0.6 0.6 1.0 0.8
0.3 0.6 1.2 1.0 0.6
0.3 0.3 0.6 1.0 0.6
0.3 0.3 0.3 1.0 0.6
0.3 0.3 0.3 1.0 0.6
0.3 0.3 0.3 0.6 0.6




Low Voltage Current Transformers A%N
INSTRUMENT TRANSFORMERS

INSULATION LEVEL DIMENSIONS: Al dimensions are in inches [mm]
600 V; BIL 10kV full wave

FREQUENCY !
50-400 Hz. b

OUTER ENCAPSULATION
Plastic Cased I

TERMINALS
Brass studs No 8-32 UNC
with one flat washer,

lockwasher and regular [

nut.

APPROX. WEIGHT MR TN

; 5.5 Ibs.
Gm US e20s113 @ 231838 ‘j_'_ S .:
Equivalent to GE-ITI MODEL 25 N | ,.{! ‘
T i
. Continuous Thermal
Catalog Number | Current Ratio V'él‘ai;% AN D ELED 2 Rating Factor
BO.1 B0.2 B0.5 B0.9 B1.8 at 30C at 55C

CT234-201 200:5 10 0.6 0.6 1.2 24 - 2.0 1.5
CT234-251 250:5 15 0.6 0.6 1.2 1.2 - 2.0 1.5
CT234-301 300:5 20 0.3 0.3 0.6 1.2 2.4 2.0 1.5
CT234-401 400:5 30 0.3 0.3 0.6 0.6 1.2 1.5 1.33
CT234-501 500:5 45 0.3 0.3 0.3 0.6 1.2 1.5 1.33
CT234-601 600:5 60 0.3 0.3 0.3 0.3 0.6 1.33 1.0
CT234-751 750:5 75 0.3 0.3 0.3 0.3 0.6 1.0 0.8
CT234-801 800:5 80 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT234-102 1000:5 100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT234-122 1200:5 75 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT234-152 1500:5 90 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT234-162 1600:5 95 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT234-202 2000:5 100 0.3 0.3 0.3 0.3 0.3 0.8 0.6




Low Voltage Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS: Al dimensions are in inches

(44| RUSBER CROMMETS

i O—O——F
GN US k205113 @w 231838 -

e UL, cUL Recognized and CSA Certified
o As per ANSI/IEEE C57.13, 1EC, OR relevant
standard

Equivalent to GE-ITI MODEL 114 and ABB MODEL SCG-3

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY

50-400 Hz.

OUTER ENCAPSULATION 460 : T2
Plastic Cased [ [a0as

TERMINALS
Brass studs No 8-32 UNC with one flat washer,

(]
lockwasher and regular nut. 1 O ® O

2
op
op
op
Op

=Z]

LN

APPROX. WEIGHT 8 F
22.5 Ibs Cifa]
. Continuous Thermal
Catalog Number | Current Ratio zle;z ANl e il s @) 60 Rating Factor
BO.1 B0.2 B0.5 B0.9 B1.8 @ 30C @ 55C
CT374-500 50:5 Cc10 24 4.8 - - - 2.0 2.0
CT374-750 75:5 Cc10 1.2 2.4 4.8 - - 2.0 2.0
CT374-101 100:5 C10 1.2 1.2 2.4 4.8 - 2.0 2.0
CT374-151 150:5 C20 0.6 0.6 1.2 2.4 4.8 2.0 2.0
CT374-201 200:5 C20 0.3 0.3 0.6 1.2 24 2.0 2.0
CT374-251 250:5 C50 0.3 0.3 0.6 1.2 1.2 2.0 2.0
CT374-301 300:5 C50 0.3 0.3 0.6 0.6 1.2 2.0 2.0
CT374-401 400:5 C100 0.3 0.3 0.3 0.3 0.6 2.0 1.5
CT374-501 500:5 C100 0.3 0.3 0.3 0.3 0.6 2.0 1.5
CT374-601 600:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.33
CT374-751 750:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT374-801 800:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT374-102 1000:5 C200 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT374-122 1200:5 C200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT374-152 1500:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT374-162 1600:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8




Low Voltage Current Transformers

Model CT205

\ 3
s .., @ .

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

SECONDARY LEADS
Flexible leads UL 1015,
16 to 20 AWG, 24” long

APPROX. WEIGHT

2.5 Ibs.
Equivalent to GE-ITI MODEL 8RL

CATALOG  |CURRENT V’; 1F§/ZR
NUMBER RATIO | e
CT205-201 2005 | 5.0
CT205-251 2505 | 75
CT205-301 3005 | 15.0
CT205-401 4005 | 250
CT205-501 5005 | 350
CT205-601 6005 | 50.0
CT205-751 7505 | 50.0
CT205-801 8005 | 60.0
CT205-102 10005 | 750
CT205-122 12005 | 75.0
CT205-152 15005 | 90.0
CT205-162 1600:5 | 100.0
CT205-202 | 20005 | 120.0
CT205-252 | 25005 | 50.0
CT205-302 | 30005 | 60.0
CT205-322 | 32005 | 70.0
CT205-402 | 40005 | 80.0

www.amranit.com

INST%MERS

Window 3.25” 600V, 10kV BIL Full Wave

DIMENSIONS:

All dimensions are in inches

: Continuous
ANSI Metering Class (60 Hz) Thermsal Refing
Factor @ 30° C

B0.1 | B0.2 | B0.5 | B0.9 | B1.8

12 | 12 | 24 | 48 | 4.8 1.33
06 | 06 | 1.2 | 24 | 48 1.33
06 | 06 | 1.2 | 24 24 1.33
03 | 03 | 06 | 1.2 24 1.33
03 | 03 | 06 | 0.6 1.2 1.33
03 | 0.3 | 06 | 0.6 1.2 1.33
03 | 03 | 03 | 0.6 1.2 1.0
03 | 0.3 | 0.3 | 0.6 0.6 1.0
03 | 03 | 03 | 0.3 0.6 1.0
03 | 03| 03] 03 0.3 1.0
03 | 03 | 03 | 03 0.3 1.0
03 | 03 | 03 | 0.3 0.3 0.8
03 | 03 | 03 | 03 0.3 0.8
03 | 03 | 03 | 03 0.3 0.8
03 | 0.3 | 0.3 | 0.3 0.3 0.8
03 | 03 | 03 | 0.3 0.3 0.8
03 | 03 | 03 | 03 0.3 0.8

sales@amranit.com




Low Voltage Current Transformers

INSTRUMENT TRANSFORMERS

Model CT255 Window 3.25" 600V, 10kV BIL Full Wave

TYP.
RS [RO 197

INSULATION LEVEL DIMENSIONS: All dimensions are in inches [mm]
600 V; BIL 10kV full wave

0,440 [11.17]

FREQUENCY
50-400 Hz.

RATING FACTOR
2.0 @ 30 deg. C ambient

5.180 [131.57] 6,10 [154.93]
5660 [143.76] 4700 [119.38] —

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC pya
with one flat washer, T

lockwasher and regular

4700 [119.38) 13.08 [0.515]

nut. 50,42 [#10.66] X 4oy
sz 13550
® APPROX. WEIGHT
CN US 5205113 @0 231838 2.5 Ibs. ¢QPm]\\ —— I (1086 [27.58)
Equivalent to GE-ITI MODEL 8SHT "‘5"1[2“‘] ‘ 0575 [14.61]
.
VA FOR + Continuous
i Eos | CURRENT o ANSI Metering Class (60 Hz) Tgaet’i':;'
Factor @

B0.1|B0.2 | B0.5 | B0.9 |B1.8| 30°C
CT255-201 200:5 5.0 12 (12| 24 | 48 | 48 2.0
CT255-251 250:5 75 06| 06 |12 |24 | 48 2.0
CT255-301 300:5 15.0 06|06 |12 |24 ]| 24 2.0
CT255-401 400:5 25.0 03|03 |06 |12 |24 2.0
CT255-501 500:5 35.0 0303|0606 12 2.0
CT255-601 600:5 50.0 03|03 |06 | 06|12 15
CT255-751 750:5 50.0 0303|0306 12 15
CT255-801 800:5 60.0 03 |03|03| 06|06 1.5
CT255-102 1000:5 75.0 0303|0303/ 06 1.33
CT255-122 1200:5 75.0 03|03 |03|03]|03 15
CT255-152 1500:5 90.0 03|03|03|03]|03 1.33
CT255-162 1600:5 100.0 03|03|03|03]|03 1.33
CT255-202 2000:5 120.0 03 |03|03|03]|03 1.0
CT255-252 2500:5 50.0 03|03|03|03]|03 1.0
CT255-302 3000:5 60.0 03|03 |03|03]|03 1.0
CT255-322 3200:5 70.0 03|03|03|03]|03 1.0
CT255-402 4000:5 80.0 03|03|03|03]03 0.8

www.amranit.com sales@amranit.com




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model C Window 3.5 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):
INSULATION LEVEL
600 V, BIL 10kV full wave
8.38 [212.85]
FREQUENCY : :
50-400 Hz | | |
1 1 2
THERMAL RATING | ¢$ =
As per table ! ! 5 ¢
1 ) K 10- 32 UNF
OUTER ENCAPSULATION TERMINAL
Plastic Cased MT—FM [
m T
SECONDARY TERMINALS ;
Brass screw # 10-32 with one flat washer and lock N
washer, accessible from either side
APPROX. WEIGHT 5.94 (176.25) v /}\ g
43 Ibs. | 7 &
A, & - =\
H US 5205113 231838 ; 2]‘% ] El
Equivalent to GE-ITI MODEL 201 m A
CONTINUOUS
RELAY ANSI METEF iING CLASS @ 60 HZ SECONDARY THERMAL RATING
CATALOG CURRENT CLASS WINDING FACTOR
NUMBER RATIO RESISTANCE
(@ 60 HZ) (Q@75° C) o °
BO.1 B0.2 B0.5 B0.9 B1.8 @ 30°C @ 55°C
CT214-500 50:5 C10 2.4 4.8 - - - 0.024 2.0 2.0
CT214-750 75:5 C20 1.2 2.4 4.8 4.8 - 0.036 2.0 2.0
CT214-101 100:5 C20 0.6 1.2 2.4 4.8 4.8 0.047 2.0 2.0
CT214-151 150:5 C20 0.3 0.6 1.2 1.2 2.4 0.071 2.0 2.0
CT214-201 200:5 C50 0.3 0.3 0.6 1.2 2.4 0.095 2.0 2.0
CT214-251 250:5 C50 0.3 0.3 0.6 0.6 1.2 0.119 2.0 2.0
CT214-301 300:5 C100 0.3 0.3 0.3 0.6 1.2 0.142 2.0 2.0
CT214-401 400:5 C100 0.3 0.3 0.3 0.3 0.6 0.190 2.0 2.0
CT214-501 500:5 C100 0.3 0.3 0.3 0.3 0.3 1.237 2.0 2.0
CT214-601 600:5 C200 0.3 0.3 0.3 0.3 0.3 0.385 2.0 2.0
CT214-751 750:5 C200 0.3 0.3 0.3 0.3 0.3 0.448 2.0 1.5
CT214-801 800:5 C200 0.3 0.3 0.3 0.3 0.3 0.478 2.0 1.5

www.amranit.com sales@amranit.com




Low Voltage Current Transformers

Model CT207

A AN

INST] [ENT TRANSFORMERS

Window 3.5 600V, 10kV BIL

DIMENSIONS: All dimensions are in inches.

@
c“ us E205113 231838

#18AWG LEADS, 600V, 8” LONG

——————85.69

©3.50

X1 (WHITE)
CONNECTED TO PIN 7

LABEL s
_—

INSULATION LEVEL OUTER ENCAPSULATION

600 V, BIL 10kV full wave Plastic Cased

FREQUENCY SECONDARY TERMINALS

50-400 Hz 16AWG lead wire, 24” long

ACCURACY @ 60 HZ 1 : 4
CATALOG CURRENT THERMAL RATING
NUMBER RATIO FACTOR @ 30°C |
% BURDEN (VA)

CT207-301 300:5 15 2.0 1.33
CT207-401 400:5 1.0 2.0 1.33
CT207-501 500:5 1.0 4.0 1.33
CT207-601 600:5 1.0 6.0 1.33
CT207-801 800:5 1.0 10 1.33
CT207-102 1000:5 1.0 12 1.33
CT207-122 1200:5 1.0 20 1.33
CT207-152 1500:5 1.0 15 1.33
CT207-162 1600:5 1.0 15 1.33
CT207-202 2000:5 1.0 12 1.33
CT207-252 2500:5 1.0 15 1.0
CT207-302 3000:5 1.0 25 1.0
CT207-402 4000:5 1.0 45 1.0

www.amranit.com
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Low Voltage Current Transformers

INSTRUMENT TRANSFORMERS

INSULATION LEVEL DIMENSIONS: Al dimensions are in inches [mm]
600 V; BIL 10kV full wave

{17781

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

TERMINALS L1006 ]
Brass studs No 8-32 UNC with one flat washer, ‘

lockwasher and regular nut.

APPROX. WEIGHT
20 Ibs

) Ag : 2 |
Gmlls E205113 @ 231838 ;)D oo oE EQ

e UL, cUL Recognized and CSA Certified
e As per ANSIVIEEE C57.13, IEC, OR relevant standard

05 1 HI 180
Equivalent to GE-ITI MODEL 115 and ABB MODEL SCG-4 - . l
i Ly |
=L
. Continuous Thermal
Catalog Number | Current Ratio Elea:zg ' el il Ces @ Y Hk Rating Factor
BO.1 B0.2 B0.5 B0.9 B1.8 @ 30C @ 55C
CT375-500 50:5 - 24 4.8 - - - 2.0 2.0
CT375-750 75:5 C10 1.2 24 4.8 - - 2.0 2.0
CT375-101 100:5 C10 1.2 1.2 24 4.8 - 2.0 2.0
CT375-151 150:5 C20 0.6 0.6 1.2 24 4.8 2.0 2.0
CT375-201 200:5 C20 0.3 0.6 1.2 1.2 2.4 2.0 2.0
CT375-251 250:5 C20 0.3 0.3 0.6 1.2 1.2 2.0 2.0
CT375-301 300:5 C50 0.3 0.3 0.6 0.6 1.2 2.0 2.0
CT375-401 400:5 C50 0.3 0.3 0.3 0.3 0.6 2.0 2.0
CT375-501 500:5 C50 0.3 0.3 0.3 0.3 0.3 2.0 1.5
CT375-601 600:5 C100 0.3 0.3 0.3 0.3 0.3 2.0 1.33
CT375-751 750:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT375-801 800:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT375-102 1000:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT375-122 1200:5 C100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT375-152 1500:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT375-162 1600:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT375-202 2000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT375-252 2500:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT375-302 3000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT375-322 3200:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8




Low Voltage Current Transformers AWN
INSTRUMENT TRANSFORMERS

Model CT236 Window 4.0" 600V, 10kV BIL Full Wave
DIMENSIONS:
/-‘ TERMINAL
OmOmO. O 7
N /L ‘;"'

3
l:m “s E205113 C 231838

Equivalent to GE-ITIl MODEL100 and ABB MODEL SCN

INSULATION LEVEL

600 V; BIL 10kV full wave

FREQUENCY |

50-400 Hz. ATE

OUTER ENCAPSULATION

Plastic Cased

TERMINALS \

Brass studs No 8-32 UNC with one flat washer,

one lockwasher and regular hex nut.

‘;};E_ROX' WEIGHT All dimensions are in inches.

. el . Thermal Rating
Amran PN | Ratio Relay ANSI Metering Accu Jracy @ 60Hz Factor
Class
BO.1 | B0.2 | BO.5 B0.9 | B1.8 @ 30C @ 55C

CT236-101 | 100/5 - 24 24 | 48 - - 2 1.5
CT236-201 | 200/5 C10 0.6 0.6 1.2 24 - 2 1.5
CT236-301 | 300/5 C10 0.3 03 | 0.6 1.2 - 2 1.5
CT236-401 | 400/5 C20 0.3 03 | 0.6 0.6 1.2 2 1.5
CT236-501 | 500/5 C20 0.3 03 | 0.6 0.6 1.2 2 1.5
CT236-601 | 600/5 C20 0.3 0.3 0.3 0.6 0.6 2 1.5
CT236-801 | 800/5 C20 0.3 03 | 03 0.3 0.6 1.5 1.33
CT236-102 | 1000/5 C50 0.3 03 | 03 0.3 0.3 1.5 1.33
CT236-122 | 1200/5 C20 0.3 03 | 03 0.3 0.3 1.5 1.33
CT236-152 | 1500/5 C50 0.3 0.3 0.3 0.3 0.3 1.33 1
CT236-162 | 1600/5 C50 0.3 03 | 03 0.3 0.3 1.33 1
CT236-202 | 2000/5 C50 0.3 03 | 03 0.3 0.3 1 0.8
CT236-252 | 2500/5 C50 0.3 03 | 03 0.3 0.3 1 0.8
CT236-302 | 3000/5 C50 0.3 03 | 03 0.3 0.3 1 0.8
CT236-402 | 4000/5 C50 0.3 03 | 03 0.3 0.3 1 0.8

www.amranit.com sales@amranit.com



Low Voltage Current Transformers

BN US e20s113 @‘” 231838

e UL, cUL Recognized and CSA Certified
e As per ANSVIEEE C57.13, IEC, OR relevant

standard

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz.

OUTER ENCAPSULATION
Plastic Cased

TERMINALS
Brass studs No 8-32 UNC with one flat washer,

lockwasher and regular nut.

APPROX. WEIGHT

15 Ibs.
Catalog Number | Current Ratio AN(S:II — |
ass

BO.1
CT239-101 100:5 C10 24
CT239-201 200:5 C20 0.6
CT239-301 300:5 C20 0.3
CT239-401 400:5 C50 0.3
CT239-501 500:5 C50 0.3
CT239-601 600:5 C50 0.3
CT239-801 800:5 C100 0.3
CT239-102 1000:5 C100 0.3
CT239-122 1200:5 C100 0.3
CT239-152 1500:5 C100 0.3
CT239-162 1600:5 C100 0.3
CT239-202 2000:5 C200 0.3
CT239-252 2500:5 C200 0.3
CT239-302 3000:5 C200 0.3
CT239-402 4000:5 C200 0.3

DIMENSIONS: All dimensions are in inches.

TERMMAL — |

CROMMETS

INSTRUMENT TRANSFORMERS

X TERMINAL

1" Dlass
_Lu—&&j— ﬂ
oooo o\Eap| |
.
676 548 ﬂ
N [N O
0— ! _..T[:-’ ™ .
K 4-»15\5-_.1
Continuous
Secondary e
ANSI Metering Class at 60 Hz Winding S
Resistance Facto?'
@ 75°C
B0.2 B0.5 B0.9 B1.8 at 30C
24 - - - 0.0314 2.0
1.2 1.2 2.4 - 0.0602 2.0
0.6 1.2 1.2 2.4 0.0868 2.0
0.3 0.6 0.6 1.2 0.1145 2.0
0.3 0.3 0.6 0.6 0.1703 2.0
0.3 0.3 0.3 0.6 0.2595 1.5
0.3 0.3 0.3 0.3 0.2754 1.5
0.3 0.3 0.3 0.3 0.4252 1.33
0.3 0.3 0.3 0.3 0.4716 1.33
0.3 0.3 0.3 0.3 0.5926 1.33
0.3 0.3 0.3 0.3 0.6294 1.33
0.3 0.3 0.3 0.3 0.8360 1.33
0.3 0.3 0.3 0.3 1.2928 1.0
0.3 0.3 0.3 0.3 1.5636 1.0
0.3 0.3 0.3 0.3 2.1455 1.0




Low Voltage Current Transformers A%N
INSTRUMENT TRANSFORMERS

DIMENSIONS: All dimensions are in inches.

‘ )
€]

INSULATION LEVEL 6.75 425
600 V; BIL 10kV full wave
FREQUENCY
50-400 Hz.

“ ‘s D ® RATING FACTOR

[H US e20s113 231838 | See table.

OUTER ENCAPSULATION

Equivalent to GE-ITI MODEL170RL Plastic Cased
SECONDARY LEADS A
Flexible leads UL 1015, 16 AWG, 24” long
APPROX. WEIGHT [ }
25 Ibs. 123 ] .
Thermal
Catalog | Current V{I\o};or ANSI Met aring Class at 60Hz Raetins
Number | Ratio Class Factor @
BO.1 B0.2 B0.5 B0.9 B1.8 30C
CT209-201 200:5 5.0 0.6 1.2 24 - - 2.0
CT209-251 250:5 5.0 0.6 0.6 1.2 24 - 2.0
CT209-301 300:5 12.5 0.6 0.6 1.2 2.4 - 2.0
CT209-401 400:5 25.0 0.3 0.3 0.6 1.2 2.4 2.0
CT209-501 500:5 25.0 0.3 0.3 0.6 1.2 1.2 2.0
CT209-601 600:5 25.0 0.3 0.3 0.6 0.6 1.2 2.0
CT209-751 750:5 40.0 0.3 0.3 0.3 0.6 0.6 2.0
CT209-801 800:5 50.0 0.3 0.3 0.3 0.6 0.6 2.0
CT209-102 | 1000:5 75.0 0.3 0.3 0.3 0.6 0.6 1.33
CT209-122 | 1200:5 100.0 0.3 0.3 0.3 0.3 0.6 1.33
CT209-152 | 1500:5 80.0 0.3 0.3 0.3 0.3 0.6 1.33
CT209-162 | 1600:5 90.0 0.3 0.3 0.3 0.3 0.6 1.33
CT209-202 | 2000:5 100.0 0.3 0.3 0.3 0.3 0.3 1.0
CT209-252 | 2500:5 130.0 0.3 0.3 0.3 0.3 0.3 1.0
CT209-302 | 3000:5 160.0 0.3 0.3 0.3 0.3 0.6 1.0
CT209-352 | 3500:5 190.0 0.3 0.3 0.3 0.3 0.6 1.0
CT209-402 | 4000:5 200.0 0.3 0.3 0.3 0.3 0.6 1.0




Low Voltage Current Transformers

c“ “s E205113 @M 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

THERMAL RATING
200:5-2500:5 - 1.33 @ 30 deg. C ambient
3000:5-4000:5 - 1.00 @ 30 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 8-32 with one flat washer and lock

washer

APPROX. WEIGHT

3 lbs.

Equivalent to GE-ITI MODEL170SHT, 19SHT and ABB MODEL SCE

CATALOG CURRENT ANSI METET
NUMBER RATIO BO.1 BO.2
CT221-201 200:5 1.2 1.2
CT221-251 250:5 1.2 1.2
CT221-301 3005 0.6 0.6
CT221-401 400:5 0.6 0.6
CT221-501 500:5 0.3 0.3
CT221-601 600:5 0.3 0.3
CT221-751 750:5 0.3 0.3
CT221-801 800:5 0.3 0.3
CT221-102 1000:5 0.3 0.3
CT221-122 1200:5 0.3 0.3
CT221-152 1500:5 0.3 0.3
CT221-162 1600:5 0.3 0.3
CT221-202 2000:5 0.3 0.3
CT221-252 2500:5 0.3 0.3
CT221-302 3000:5 0.3 0.3
CT221-352 3500:5 0.3 0.3
CT221-402 4000:5 0.3 0.3

DIMENSIONS: All dimensions are in inches.

INSTRUMENT TRANSFORMERS

)‘0.75[‘7
i
N °5

| ——t-0.64
o LHL

=

@
%P

%

3.35

| | s =l 120
RING CLASS @ 60 HZ THERMAL
RATING

B0.5 B0.9 B1.8 | FACTOR @30°C

- - - 1.33

- - - 1.33
1.2 2.4 - 1.33
1.2 1.2 24 1.33
0.6 1.2 24 1.33
0.6 0.6 1.2 1.33
0.3 0.3 0.6 1.33
0.3 0.3 0.6 1.33
0.3 0.3 0.6 1.33
0.3 0.3 0.6 1.33
0.3 0.3 0.6 1.33
0.3 0.3 0.6 1.33
0.3 0.3 0.3 1.33
0.3 0.3 0.3 1.33
0.3 0.3 0.3 1.0
0.3 0.3 0.3 1.0
0.3 0.3 0.3 1.0




Low Voltage Current Transformers

Model C

Equivalent to GE-ITI MODEL204

\ b
c““s E205113 C 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

THERMAL RATING
As per table

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock

washer

APPROX. WEIGHT

Window 4.5", 600V, 10kV BIL

DIMENSIONS: All dimensions are in inches [mm]

6.94 [176.28]

66 (16.76]

A AN

INST] [ENT TRANSFORMERS

35 1bs.

CATALOG CURRENT AV AR e L
NUMBER RATIO o

Bo1 | Bo2 | Bos
CT217-101 1005 Cc20 12 24 24
CT217-151 150:5 Cc20 0.6 06 12
CT217-201 2005 Cc20 03 06 12
CT217-251 2505 Cc20 03 03 06
CT217-301 3005 C50 03 03 03
CT217-401 4005 C50 03 03 03
CT217-501 5005 Cc100 03 03 03
CT217-601 600:5 Cc100 03 03 03
CT217-751 7505 Cc200 03 03 03
CT217-801 800:5 Cc200 03 03 03
CT217-102 10005 Cc200 03 03 03

|
1 1 J
=4 ! {ﬂ;
! ! j '
I I Sh
n n ~0
i i "
$5%5 :
8.38 [212.85]
7 )
I I
| |
1 PPN
| M
I I
I I
L ) 10 - 32 U.N.F
TERMINAL
s _pomieny
il . ‘
-LABEL g
5%
| 8.26 [209.80] |
(4NOS)@6 HOLE
CONTINUOUS
SS @ 60 HZ SECONDARY THERMAL RATING
WINDING FACTOR
RESISTANCE
Bo9 | B18 (@75’ C) @30C | @55C
438 - 0.043 2.0 2.0
2.4 48 0.065 2.0 2.0
1.2 2.4 0.087 2.0 2.0
1.2 1.2 0.109 2.0 2.0
0.6 1.2 0.130 2.0 2.0
0.6 0.6 0.174 2.0 2.0
0.3 0.6 0.217 2.0 2.0
0.3 0.3 0.261 2.0 2.0
0.3 0.3 0.326 2.0 15
0.3 0.3 0.348 2.0 15
0.3 0.3 0.435 2.0 15

www.amranit.com

sales@amranit.com




Low Voltage Current Transformers A%N
INSTRUMENT TRANSFORMERS

INSULATION LEVEL DIMENSIONS: All dimensions are in inches.
600 V; BIL 10kV full wave g

= L -
FREQUENCY S
50-400 Hz. s

OUTER ENCAPSULATION [ o )
Plastic Cased | 14 RUBBER GROMMETS

TERMINALS He
Brass studs No 8-32 UNC with one flat washer, i
lockwasher and regular nut.

APPROX. WEIGHT L
15 Ibs

sp@ ;
Umlls E205113 C 231838

e UL, cUL Recognized and CSA Certified
e As per ANSIVIEEE C57.13, IEC, OR relevant standard =

Equivalent to GE-ITI MODEL117 and ABB MODEL SCG-5

. Continuous Thermal
Catalog Number | Current Ratio Eﬁalzg g NI ST (CEES () E0 Rating Factor
B0.1 B0.2 B0.5 B0.9 B1.8 @ 30C @ 55C
CT377-500 50:5 - 4.8 - - - - 2.0 2.0
CT377-750 75:5 - 24 4.8 - - - 2.0 2.0
CT377-101 100:5 - 1.2 24 4.8 - - 2.0 2.0
CT377-151 150:5 C10 0.6 1.2 24 4.8 - 2.0 2.0
CT377-201 200:5 C10 0.6 0.6 1.2 24 4.8 2.0 2.0
CT377-251 250:5 C20 0.6 0.6 1.2 1.2 24 2.0 2.0
CT377-301 300:5 C20 0.3 0.3 0.6 1.2 24 2.0 2.0
CT377-401 400:5 C20 0.3 0.3 0.6 0.6 1.2 2.0 2.0
CT377-501 500:5 C20 0.3 0.3 0.3 0.6 0.6 2.0 1.5
CT377-601 600:5 C20 0.3 0.3 0.3 0.3 0.3 2.0 1.5
CT377-751 750:5 C50 0.3 0.3 0.3 0.3 0.3 1.5 1.33
CT377-801 800:5 C50 0.3 0.3 0.3 0.3 0.3 1.5 1.33
CT377-102 1000:5 C50 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT377-122 1200:5 C100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT377-152 1500:5 C50 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT377-162 1600:5 C50 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT377-202 2000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.6
CT377-252 2500:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.6
CT377-302 3000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.6
CT377-322 3200:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.6
CT377-402 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.6




Low Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model C Window 4.88", 600V, 10kV BIL

DIMENSIONS: 6.94 [176.28] 66 [16.76]

All dimensions are in inches [mm]

2.00 [50.80]|
T75195.25]

I
) 8.38 [212.85] gg'gcz('rg 04 &
: : 3
r Y )
I [
I - =
| Lo «
! 5
| B
| I
“ sp@ | RIE 10- 32 UN.F
L J l - .N.
H US 205113 231838 TERMINAL
.88 [22.35] 2.00 [50.80]
45‘__1_;
, inlin i
Equivalent to GE-ITI MODEL 202 7
INSULATION LEVEL g
600 V, BIL 10kV full wave L
FREQUENCY
50-400 Hz =
)
THERMAL RATING B
As per table R
OUTER ENCAPSULATION g ,,,,,,,,,,,,,
Plastic Cased o
SECONDARY TERMINALS " %
Brass screw # 10-32 with one flat washer and lock
washer, accessible from either side 8.26 [209.80]
APPROX. WEIGHT
34 Ibs. (4N0S)@6 HOLE
CONTINUOUS
RELAY ANSI METEI RING CLASS @ 60 HZ SECONDARY THERMAL RATING
CATALOG CURRENT CLASS WINDING FACTOR
NUMBER RATIO RESISTANCE
(@601HZ) (Q@75° C) . q
BO.1 B0.2 B0.5 B0.9 B1.8 @ 30°C @ 55°C
CT215-101 100:5 C20 1.2 2.4 4.8 4.8 - 0.042 2.0 2.0
CT215-151 150:5 Cc20 0.6 1.2 24 24 4.8 0.063 2.0 2.0
CT215-201 200:5 C20 0.6 0.6 1.2 1.2 2.4 0.084 2.0 2.0
CT215-251 250:5 Cc20 0.6 0.6 0.6 1.2 2.4 0.105 2.0 2.0
CT215-301 300:5 C50 0.3 0.3 0.6 0.6 1.2 0.126 2.0 2.0
CT215-401 400:5 C50 0.3 0.3 0.3 0.6 0.6 0.168 2.0 2.0
CT215-501 500:5 C100 0.3 0.3 0.3 0.6 0.6 0.211 2.0 2.0
CT215-601 600:5 C100 0.3 0.3 0.3 0.3 0.6 0.253 2.0 2.0
CT215-751 750:5 C100 0.3 0.3 0.3 0.3 0.3 0.316 2.0 1.5
CT215-801 800:5 C100 0.3 0.3 0.3 0.3 0.3 0.337 2.0 1.5
CT215-102 1000:5 C200 0.3 0.3 0.3 0.3 0.3 0.421 2.0 1.5

www.amranit.com sales@amranit.com




Low Voltage Current Transformers A A N

MENT TRANSFORMERS

Model C Window 5.25" 600V, 10kV BIL

DIMENSIONS:

6.94 [176.28] .66 [16.76]
All dimensions are in inches [mm] }‘
i mo]
= Ri=Fs
i i St
‘ 8.38 [212.85] it i /12‘;
N I sk
}f \} } el i
| o g 9
} @_@‘ ! : 4 SLOTS N
} | | N E 0.56 X 0.94 ;
| 218 ®
! . 8«
1 s
® spm | ) | < 10 - 32 U.N.F
c “s TERMINAL
E205113 231838

.88 [22.35] 2.00 [50.80]

INSULATION LEVEL
600 V, BIL 10kV full wave

.41110.a5)

Equivalent to GE-ITI MODEL 203, 203MR FREQUENCY

50-400 Hz

THERMAL RATING
50:5-4000:5 - 1.33 @ 30 deg. C ambient

9.711246.63]

OUTER ENCAPSULATION
Plastic Cased

5.19 [131.83]

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer

8.26 [209.80]

APPROX. WEIGHT

26 Ibs. fan08)06 HOLE
CONTINUOUS
RELAY ANSI METE {RING CLASS @ 60 HZ SECONDARY THERMAL RATING
CATALOG CURRENT CLASS WINDING FACTOR
NUMBER RATIO (@ 60 HZ) RI(E(?I@S;’;:I\(I:C)E
BO.1 BO.2 B05 | B09 | B1.8 @30°C @557C

CT216-201 200:5 C20 0.6 0.6 1.2 2.4 - 0.064 2.0 2.0
CT216-251 250:5 C20 0.3 0.6 1.2 1.2 2.4 0.081 2.0 2.0
CT216-301 300:5 G20 0.3 0.6 0.6 1.2 1.2 0.097 2.0 2.0
CT216-401 400:5 G20 0.3 0.3 0.3 0.6 1.2 0.129 2.0 2.0
CT216-501 500:5 C50 0.3 0.3 0.3 0.3 0.6 1.161 2.0 2.0
CT216-601 600:5 C50 0.3 0.3 0.3 0.3 0.6 0.193 2.0 2.0
CT216-751 750:5 €100 0.3 0.3 0.3 0.3 0.3 1.242 2.0 2.0
CT216-801 800:5 C100 0.3 0.3 0.3 0.3 0.3 0.324 2.0 2.0
CT216-102 1000:5 C100 0.3 0.3 0.3 0.3 0.3 0.405 2.0 1.5
CT216-122 1200:5 €200 0.3 0.3 0.3 0.3 0.3 0.485 2.0 1.5
CT216-152 1500:5 €200 0.3 0.3 0.3 0.3 0.3 0.961 1.3 1.0
CT216-162 1600:5 G200 0.3 0.3 0.3 0.3 0.3 1.292 1.3 1.0
CT216-202 2000:5 G200 0.3 0.3 0.3 0.3 0.3 1.194 1.0 0.8
CT216-252 2500:5 C200 0.3 0.3 0.3 0.3 0.3 1.493 1.0 0.8
CT216-302 3000:5 C200 0.3 0.3 0.3 0.3 0.3 1.791 1.0 0.6
CT216-402 4000:5 G100 0.3 0.3 0.3 0.3 0.3 2.214 1.0 0.6
CT216-502 5000:5 C100 0.3 0.3 0.3 0.3 0.3 3.472 0.8 0.3

www.amranit.com sales@amranit.com




Low Voltage Current Transformers

DIMENSIONS: All dimensions are in inches

300 ——-]

@
[:“ us E205113 231838

f
Equivalent to GE-ITI MODEL 135, 135MR and ABB MODEL SCO

INSULATION LEVEL

600 V, BIL 10kV full wave i ¢

FREQUENCY

50-400 Hz 460

OUTER ENCAPSULATION Q o0

Plastic Cased (]

SECONDARY TERMINALS

Brass screw # 10-32 with one flat washer and one 745

lock washer.

azl
ANSI| METERING CLASS @ 60 HZ
CATALOG CURRENT ANSIRelay | 1o @ 30C Winding
NUMBER RATIO Class Res.@75C
BO.1 BO.2 BO.5 B0.9 B1.8

CT237-500 50/5 - 2.0 4.8 - - - - 0.0151
CT237-750 75/5 - 2.0 2.4 4.8 - - - 0.0176
CT237-101 100/5 c10 2.0 1.2 2.4 4.8 - - 0.0410
CT237-151 150/5 c10 2.0 0.6 1.2 2.4 4.8 - 0.031
CT237-201 200/5 C20 2.0 0.6 0.6 1.2 2.4 4.8 0.0497
CT237-251 250/5 C20 2.0 0.6 0.6 1.2 2.4 2.4 0.0619
CT237-301 300/5 Cc20 2.0 0.3 0.3 0.6 1.2 2.4 0.0737
CT237-401 400/5 C20 2.0 0.3 0.3 0.6 0.6 1.2 0.1232
CT237-501 500/5 C50 2.0 0.3 0.3 0.3 0.6 1.2 0.1517
CT237-601 600/5 C50 2.0 0.3 0.3 0.3 0.3 0.6 0.1836
CT237-751 750/5 C50 2.0 0.3 0.3 0.3 0.3 0.6 0.2262
CT237-801 800/5 C50 2.0 0.3 0.3 0.3 0.3 0.6 0.2427
CT237-102 1000/5 Cc100 1.5 0.3 0.3 0.3 0.3 0.3 0.3802
CT237-122 1200/5 C100 1.5 0.3 0.3 0.3 0.3 0.3 0.4554
CT237-152 1500/5 C100 1.5 0.3 0.3 0.3 0.3 0.3 0.5680
CT237-162 1600/5 C100 1.5 0.3 0.3 0.3 0.3 0.3 0.5491
CT237-202 2000/5 C100 1.33 0.3 0.3 0.3 0.3 0.3 0.6918
CT237-252 2500/5 C200 1.0 0.3 0.3 0.3 0.3 0.3 1.0997
CT237-302 3000/5 C200 1.0 0.3 0.3 0.3 0.3 0.3 1.3419
CT237-322 3200/5 C200 1.0 0.3 0.3 0.3 0.3 0.3 1.1709
CT237-352 3500/5 C200 1.0 0.3 0.3 0.3 0.3 0.3 1.2909
CT237-402 4000/5 C200 1.0 0.3 0.3 0.3 0.3 0.3 1.4806
CT237-502 5000/5 C200 1.0 0.3 0.3 0.3 0.3 0.3 1.9276




0“ US 205113 @'V’ 231838

Low Voltage Current Transformers

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
#8-32 Brass Stud with one flat washer, lock
washer, and one regular hex nut.

Equivalent to GE-ITI MODEL 125, 125MR and ABB MODEL SCM

NUMBER | RaTIo | TRE@30C |
CT238-401 400:5 1.5
CT238-601 600:5 1.5
CT238-751 750:5 1.5
CT238-801 800:5 1.5
CT238-102 1000:5 1.5
CT238-122 1200:5 1.5
CT238-152 1500:5 1.5
CT238-162 1600:5 1.5
CT238-202 2000:5 1.5
CT238-252 2500:5 1.33
CT238-302 3000:5 1.33
CT238-322 3200:5 1.33
CT238-352 3500:5 1.33
CT238-402 4000:5 1.0

DIMENSIONS: All dimensions are in inches

4 GROMMETS
/] 075 —I-m-1
* L
o ﬁ Ef —
; 1 1
" DANGER LABEL
850
056 4X—, + XI TERMIN
A\ NAMERLATE &
! \,

INSTRUMENT TRANSFORMERS

5 R
\O O/

ANS| METERING CLASS @ 60 HZ
BO.1 B0.2 | B05 | BO.9 | B1.8
0.6 1.2 24 - -

0.3 03 1.2 1.2 2.4
0.3 0.3 06 1.2 2.4
0.3 0.3 0.6 1.2 2.4
0.3 0.3 0.3 0.6 1.2
0.3 0.3 0.3 0.6 1.2
0.3 0.3 0.3 0.3 0.6
0.3 0.3 0.3 0.3 0.6
0.3 0.3 0.3 0.3 0.6
0.3 0.3 0.3 0.3 0.6
0.3 0.3 0.3 0.3 0.6
0.3 0.3 0.3 0.3 0.3
0.3 0.3 0.3 0.3 0.3
0.3 0.3 0.3 0.3 0.3




Split Core Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT160 Window 0.84”x 2.16", 600V, 10kV BIL

INSULATION LEVEL DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz —
THERMAL RATING — I
1.33 @ 30 deg. C ambient "l”
OUTER ENCAPSULATION 0} i
Plastic Cased 375
- ~
SECONDARY TERMINALS [
20AWG lead wire, 66” long ""|~’9
J — ]
A, E
c us E205113 231838 370
26 I
Equivalent to GE-ITI MODEL 613 l
ANSI METERING RATINGS @ 60 HZ L'&‘J
CATALOG CURRENT 9 )
NUMBER RATIO
ACCURACY BURDEN (VA @ UPF)
X2 LEAD (BLACK)
CT160-101 100:5 +3% 1.0
CT160-201 200:5 +1% 15 200G LEAD WIRE, 86" LONG
CT160-301 300:5 1% 2.0 R, KE DYy
CT160-401 400:5 +1% 5.0
Model CT150 Window 0.90” x 2.16" 600V, 10kV BIL
INSULATION LEVEL DIMENSIONS:
600 V; BIL 10kV full wave
FREQUENCY UL 1015 STYLE 20 AWG PVC WIRE,66" long
50-400 Hz. < b
< £
@ =
RATING FACTOR 0.90
1.33 @ 30 deg. C ambient [ T2sN CRLE TE
SECONDARY LEADS _
Flexible leads UL 1015, 20 AWG, 66” long ( —
APPROX. WEIGHT —t =
. @ 0.5 lbs.
-
l‘.“ US k205113 231838 216 3.74
[155]MIN [95]MAX
Catalog Current | ANSI C 57.13 (60Hz) J e | =
Number Ratio \ ﬂ
Accuracy | Burden VA L
CT150-101 100:5 +3% 1.0
CT150-201 . 5,74 185
200:5 +1% 1.5 [95]MAX. [47]max. !
CT150-301 300:5 +1% 2.0
CT150-401 4005 +1% 5.0

All dimensions are in inches [mm]

sales@amranit.co;




Split Core Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT170 Window 1.26" x 1.42", 600V, 10kV BIL

All dimensions are in inches [mm]

INSULATION LEVEL
600 V; BIL 10kV full wave s

FREQUENCY
50-400 Hz.

SECONDARY LEADS {_:T:ju.rnpwc LENGTE
Flexible leads UL 1015, 18 AWG, 72” long il

¥,

APPROX. WEIGHT

0.5 Ibs. Tél:[
al

231

G“ US k205113 @o 231838 J-=|:[

THERMAL
CURRENT | BURDEN | ACCURACY@
CATALOG NUMBER | o7 VA 50/60 Hz RATING |
@ 30°C
CT170-201 200:5 1.5 £1% 1.0 )
CT170-251 250:5 2.0 +1% 1.0 e
CT170-301 300:5 25 £1% 1.0

For installation notes please see full data sheet published on our website,
www.amranit.com

Model CT161 Window 1.60” x 3.42", 600V, 10kV BIL

INSULATION LEVEL DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):
600 V, BIL 10kV full wave
FREQUENCY
50-400 Hz
2_@
THERMAL RATING
1.33 @ 30 deg. C ambient — 174
OUTER ENCAPSULATION l
Plastic Cased (OB
24—
SECONDARY TERMINALS 515
16 to 20AWG lead wire, 66” long
A @ ]
H US 205113 231838 1159
U - |
ANS| METERING RATINGS @ 60 HZ
CATALOG CURRENT B
NUMBER RATIO
ACCURACY BURDEN (VA @ UPF) 4.99 E2
CT161-201 200:5 +1.5% 1.0
CT161-251 250:5 +1.5% 1.0
CT161-301 300:5 1% 10 o
CT161-401 400:5 +1% 2.0 L
CT161-501 500:5 1% 30 iRt
CT161-601 600:5 +1% 5.0 X1 LEAD (WHITE)
CT161-102 1000:5 +1% 20.0 20AWG LEAD WIRE, 66" LONG
CT161-122 1200:5 +1% 30.0

www.amranit.com sales@amranit.com




Split Core Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT151 Window 1.65" x 3.42", 600V, 10kV BIL Full Wave

INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS:

FREQUENCY
50-400 Hz.

UL 1015 STYLE 20 AWG PVC WIRE,66" long

BLACK
WHITE

f— 1.65 —
RATING FACTOR [42] MIN.
1.33 @ 30 deg. C ambient CABLE TIE

SECONDARY LEADS -
Flexible leads UL 1015, 20 AWG, 66” long f
T 1

APPROX. WEIGHT L ! ‘
0.5 Ibs.

\ s p ©
c "s 3.42 4.92
E205113 231838 [87]MIN [125]mAx

ANSI C 57.13 (60Hz)
Catalog Number Current Ratio
Accuracy Burden VA —r— —
CT151-201 200:5 +1.5% 1.0 \K )) u
CT151-301 300:5 +1% 1.0
CT151-401 400:5 £1% 2.0 o5 e |
CT151-501 500:5 1% 3.0 3] wa. e
CT151-601 600:5 +1% 5.0
CT151-102 1000:5 +1% 20.0
CT151-122 12005 +1% 30.0 All dimensions are in inches [mm]
Model CT152 Window 2.36"” x 5.70" 600V, 10kV BIL Full Wave
INSULATION LEVEL DIMENSIONS: UL 1015 STYLE 20 AWG PYC WRES" tong
600 V; BIL 10kV full wave \§ M
E(Ef(%ll{{E;NCY ‘;[2.36‘;‘]) MIN. | e e Tl
RATING FACTOR %% i
1.33 @ 30 deg. C ambient |_ /[ — ‘ ‘ ‘
SECONDARY LEADS
Flexible leads UL 1015, 20 AWG, 66” long
APPROX. WEIGHT
" 0.5 Ibs.
®
c“ us E205113 @ 231838 145 190
[5.708]MIN [7.480]MIN
Catalog Current | ANSI C 57.13 (60Hz2)
Number Ratio
Accuracy | Burden VA
CT152-601 600:5 +1% 25
CT152-801 800:5 1% 5.0 o — : !
CT152-102 100055 | 1% 10.0 L Jj
CT152-122 12005 +1 % 150 [5.1[;25]5MAX. ’[1.55407]MA><.’
CT152-152 15005 | 1% 20.0
CT152-202 20005 | +1% 40.0 e ELEVATION
CT152-252 250055 | 1% 50.0 Al Gimensi o
imensions are in mm [inches]
CT152-302 30005 | +1% 50.0

www.amranit.com sales@amranit.com




Split Core Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT162 Window 2.40” x 5.71", 600V, 10kV BIL

INSULATION LEVEL
600 V, BIL 10kV full wave DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):
FREQUENCY
50-400 H:
‘ e B 1
THERMAL RATING — 174
1.33 @ 30 deg. C ambient 1
L))
OUTER ENCAPSULATION 2,45 —
Plastic Cased 600
SECONDARY TERMINALS T
20AWG lead wire, 66” long U L J
- 1.09
Equivalent to GE-ITI MODEL 600 A\ YT @° e B ke
ANSI METERING RATINGS @ 60 HZ
CATALOG CURRENT 743 .71
NUMBER RATIO
ACCURACY BURDEN (VA @ UPF)
CT162-601 600:5 +1% 25
CT162-801 800:5 +1% 5.0
—2.40—
CT162-102 1000:5 +1% 10.0 L )
CT162-122 1200:5 1% 15.0
CT162-152 1500:5 +1% 20.0 X2 LEAD (BLAGK)
CT162-202 2000:5 1% 40.0 20AWG LEAD WIRE, 857 LONG
CT162-252 2500:5 +1% 50.0 i LEAD WY
CT162-302 3000:5 +1% 50.0
Model CT171 Window 2.44" x 2.89", 600V, 10kV BIL
INSULATION LEVEL ' ) o
600 V; BIL 10kV full wave All dimensions are in inches [mm]
FREQUENCY
50-400 Hz.
SECONDARY LEADS
Flexible leads UL 1015, 18 AWG, 727 | g-—]
ex1ble leads ong E@ppmsim:—,.
APPROX. WEIGHT ¥ .
T
THERMAL
CURRENT | BURDEN | ACCURACY@ e 5
CATALOCINUMBER RATIO VA 50/60 Hz RA;gZ‘g 19 i
@ 1 ee——
CT171-201 200:5 1.0 +1.5% 1.0
CT171-251 250:5 1.0 +15% 1.0
CT171-301 300:5 1.0 +1% 1.0 \
CT171-401 400:5 2.0 +1% 1.0 = X | ll--ll
CT171-501 500:5 3.0 +1% 1.0 _/f -
CT171-601 600:5 5.0 +1% 1.0 i
CT171-701 700:5 5.0 +1% 1.0 v
POLARITY MeRK
CT171-801 800:5 10.0 +1% 1.0 *
CT171-901 900:5 12,5 +1% 1.0
CT171-102 1000:5 20.0 +1% 1.0 For installation notes please see full data sheet published on our website,
CT171-122 1200:5 30.0 +1% 1.0 www.amranit.com

www.amranit.com sales@amranit.com




3 Phase Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT460 Window 1.25" 600V, 10kV BIL

DIMENSIONS: All dimensions are in inches

I JR

c“ us E205113 @® 231838

R.I5—
RIS 2% ‘—‘I 50
o ® ol
INSULATION LEVEL oINS aeriome,  © 1259
600 V, BIL 10kV full wave ) ‘R \
l O \\ \\ F)\ 375 475
FREQUENCY I \ 03 SEENDTE 6
50-60 Hz = —, " =
Q WEVET @ ®°
THERMAL RATING \\\
1.33 @ 30 deg. C ambient \ 450 450
1.0 @ 55 deg. C ambient g5 55,
8875
OUTER ENCAPSULATION
Plastic Cased
SECONDARY TERMINALS
10AWG, UL1015 leads, 108’ long :‘ = ‘:
T3 i o i
x| o pel
T2 :
ANSI METERING CLASS @ 60 HZ ! X E I
CATALOG NUMBER CURRENT @ Tl : — i
B0l | Bo2 | BO5 | BO.9 | B1S8 | ¥ b2 |
o A R :J
CT460-500 50:5 12 24 - - - 1.0
C3| c2| €I CG| |G
CT460-101 100:5 06 12 24 - - 1.33
SCHEMATIC DIAGRAM

www.amranit.com sales@amranit.com




3 Phase Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT453 Window 1.97% 600V, 10kV BIL

1107 (2811 #10-32 BRASS STUDS
6 PLACES)
— 114 2911

154 [39.21 154 [39.21
225 [57.11+| 225 [57.21 —| 225 (5721 |~ @042 [e10.71
4 4 0 il

R R T

#1957 [#50.01
463 111751
325 (8261 425 ’[mam

2

O
A, E ]
c us E205113 231838 —| 219 15561 [984: [98.41

INSULATION LEVEL 425 toam ‘

600 V, BIL 10kV full wave ‘

FREQUENCY

50-400 Hz | 1213 1308 !

THERMAL RATING

50:5-4000:5 - 1.33 @ 30 deg. C ambient

OUTER ENCAPSULATION

Plastic Cased

SECONDARY TERMINALS

Brass screw # 8-32 with one flat washer and lock

washer, accessible from either side

RELAY ANSI METERING i CLASS @ 60 HZ SECONDARY
CATALOG CURRENT CLASS WINDING
NUMBER RATIO @ 60 HZ B0.4 RESISTANCE
( ) | Bo.1 | Bo2 ' Bo5 | B09 | B18 (Q@55° C)
PF0.8

CT453-500 50:5 N/A 24 4.8 6.0 - - - 0.0351
CT453-750 75:5 N/A 2.4 2.4 3.0 4.8 - - 0.0526
CT453-101 100:5 N/A 1.2 1.2 2.4 2.4 4.8 - 0.0701
CT453-151 150:5 C10 0.6 0.6 1.2 1.2 2.4 - 0.1051
CT453-201 200:5 C10 0.6 0.6 1.2 1.2 1.2 2.4 0.1402
CT453-251 250:5 C10 0.3 0.6 0.6 0.6 1.2 1.2 0.1752
CT453-301 300:5 C10 0.3 0.3 0.6 0.6 0.6 1.2 0.2103
CT453-401 400:5 C10 0.3 0.3 0.3 0.3 0.6 0.6 0.2804
CT453-501 500:5 C20 0.3 0.3 0.3 0.3 0.3 0.6 0.3505
CT453-601 600:5 C20 0.3 0.3 0.3 0.3 0.3 0.6 0.4206
CT453-801 800:5 C20 0.3 0.3 0.3 0.3 0.3 0.3 0.5128
CT453-102 1000:5 C50 0.3 0.3 0.3 0.3 0.3 0.3 0.6410

www.amranit.com sales@amranit.com




3 Phase Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT461 Window 2.00% 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

T I -

275 —250

] sp@ N RIS
( : 0
l:“ US e20s113 231838 =] Ci SEE NOTE 6 B e

C‘SINGl 6) \ "‘JT’\(TF\ B:200'3
Equivalent to GE-ITI MODEL 3P41
\. ! ! |5 S
INSULATION LEVEL f ‘ : |

[ .
=

600 V, BIL 10kV full wave 2375 | \ E
Q \\ —l e i [1)] Q
FREQUENCY - — -
50-60 Hz \\ GSE hCTq[i C35EE N?;_TEEGB
—g 3 4 B875
THERMAL RATING

1.33 @ 30 deg. C ambient
1.0 @ 55 deg. C ambient

e 5 |

= | |

OUTER ENCAPSULATION gE ERN

Plastic Cased | %1 X2 |

o |l

SECONDARY TERMINALS 12 e |

10AWG, UL1015 leads, 108’ long 5 ol |

, 7

I — |

Tl oY

| |

W
; | oo Py Tty ey [
ANSI METERING CLASS @ 60 HZ C3| 2| cl G| |G
CURRENT
CATALOG NUMBER
RATIO TRF @ 30C SCHEMATIC DIAGRAM
BO.1 B0.2 B0.5 B0.9 B1.8

CT461-151 150:5 0.6 1.2 24 - - 1.33
CT461-201 200:5 0.6 0.6 1.2 2.4 - 1.33
CT461-251 250:5 0.3 0.3 1.2 2.4 - 1.33
CT461-601 600:5 0.3 0.3 0.3 0.6 0.6 1.33
CT461-801 800:5 0.3 0.3 0.3 0.3 0.3 1.33
CT461-102 1000:5 0.3 0.3 0.3 0.3 0.3 1.33

www.amranit.com sales@amranit.com




3 Phase Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

(s p: 1273 —.50 N\
@ R I5— 50 \\
cm us E205113 231838 — r b
e Do
7 250
Equivalent to GE-ITI MODEL 3P42
[ 375 475
INSULATION LEVEL 2303 : = 2 SEENDTE
600 V, BIL 10kV full wave l P T o 7 o®
\ \G SEE NOTE 6 CISE NoTEB!
FREQUENCY \ 450 450
50-60 Hz VW rpeanog
6875
THERMAL RATING
1.33 @ 30 deg. C ambient
1.0 @ 55 deg. C ambient s
T3 } Y +
OUTER ENCAPSULATION | i |
Plastic Cased 1%l P2 |
T2 | & 1]
SECONDARY TERMINALS 2 | » |
10AWG, UL1015 leads, 108’ long ! X1 %7 :
! L
Tl o
| |
NI
L |4
ANSI METERING CLASS @ 60 HZ o3l col a col o
CURRENT
CATALOG NUMBER
RATIO T TRF @ 30C SCHEMATIC DIAGRAM
B0.1 B0.2 B0.5 B0.9 B1.8
CT462-301 300:5 0.6 1.2 24 - - 1.33
CT462-401 200:5 0.6 0.6 1.2 24 - 1.33
CT462-501 250:5 0.3 0.3 1.2 2.4 - 1.33
CT462-601 600:5 0.3 0.3 0.3 0.6 0.6 1.33
CT462-801 800:5 0.3 0.3 0.3 0.3 0.3 1.33
CT462-102 1000:5 0.3 0.3 0.3 0.3 0.3 1.33




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

Window 5.08" 600V, 10kV BIL

Model CT108

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

M6 INSERT
(5nos)

G
25,08 [2129] 10.24 [260]
@ + 8.86 [225]
.
®
c“ us E205113 @ 231838
INSULATION LEVEL
600 V, BIL 10kV full wave
FREQUENCY CP @
50-400 Hz ‘ i
L .86 [225] 1
OUTER ENCAPSULATION 10.24 [260] 90.630 [#16] HOLE
Plastic Cased (4nos)
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock 441 [112]
washer, accessible from either side — —
[ [ mssx[ss] ::::
[ [
[ L |
CATALOG CURRENT ANSI RELAY THERMAL RATING N Wy
NUMBER RATIO CLASS (60HZ) FACTOR (@ 30°C)
CT108-500 50:5 C10 2.0 T
CT108-750 75:5 C10 2.0 §
m
CT108-101 100:5 C20 2.0 —
CT108-151 150:5 C20 2.0
CT108-201 200:5 C50 2.0
CT108-251 250:5 C50 2.0 F——
CT108-301 300:5 C100 2.0 MULTI RATIO OPTION
CT108-401 400:5 C100 2.0
THERMAL
CT108-501 500:5 C150 2.0 Current ANSI Relay FA%/-'\I%'I\:&@
CT108-601 600:5 C200 2.0 Catalog # Ratio Accuracy 30°C)
CT108-751 7505 C200 20 CT108-601MR 600:5 MR C200 2.0
CT106-801 8005 C200 20 CT108-122MR 1200:5 MR | C400 2.0
CT108-202MR 2000:5 MR C400 2.0
CT108-102 1000:5 G200 2.0 CT108-302MR 30005 MR | G400 20
CT108-122 1200:5 C400 2.0 CT108-402MR 4000:5 MR C400 1.0
CT108-152 1500:5 C400 2.0 Tums
CT108-202 2000:5 C400 2.0 MR X1-X2 X2-X3 X3-X4 X4-X5
CT108-302 3000:5 C400 2.0 600:5 20 10 50 40
CT108-322 32005 C400 2.0 1200:5 40 20 100 80
CT108-352 3500: C400 2.0 2000:5 80 160 60 100
35 500:5 : 30005 200 240 60 100
CT108-402 4000:5 C400 1.0 40005 100 300 200 200

www.amranit.com sales@amranit.com




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

I
|
|

M |
1
|

|
I T T

4.73 | reamo Lam. H"“mem"“
| ——
O

N

SEE NOTE 2
ecPoe e
o "o

%

cm us E205113 @® 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

)

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer, accessible from either side 213,78
THERMAL THERMAL
CATALOG CURRENT | ANSI RELAY RATING RATING
NUMBER RATIO (@ 60 HZ) FACTOR (@ | FACTOR (@ =
30°C) 55°C) 12,40
CT109-601MR 600:5 C400 1.33 1.0 13178
CT109-122MR 1200:5 C800 1.33 1.0 sl s
CT109-202MR 2000:5 C800 1.33 1.0
CT109-302MR 3000:5 C800 1.33 1.0
CT109-402MR 4000:5 C800 1.33 1.0
Turns
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40 178 4 - + L
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200




Medium Voltage Switchgear Current Transformers

Model CT105

c“ “s E205113 @® 231838

INSULATION LEVEL
600 V, BIL 10kV full wave
FREQUENCY
50-400 Hz
OUTER ENCAPSULATION
Plastic Cased
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer
CATALOG CURRENT ANSI METERING CLA!
NUMBER RATIO BO.1 B0.2 B0.5
CT105-601MR 600:5 0.3 0.3 0.3
CT105-601MR-01 600:5 0.3 0.3 0.3
CT105-122MR 1200:5 0.3 0.3 0.3
CT105-122MR-01 1200:5 0.3 0.3 0.3
CT105-202MR 2000:5 0.3 0.3 0.3
CT105-202MR-02 2000:5 0.3 0.3 0.3
CT105-302MR 3000:5 0.3 0.3 0.3
CT105-302MR-01 3000:5 0.3 0.3 0.3
CT105-402MR 4000:5 0.3 0.3 0.3
CT105-402MR-01 4000:5 0.3 0.3 0.3

www.amranit.com

INSTRUMENT TRANSFORMERS

Window 5.9 600V, 10kV BIL

7.79 [198.0]
7.04 [178.9]

—— 829 155, 91 e 0 sano s
N B] / ML NP MBY e e s,

|

1.97 [50.0]
4.79 [121.8] RO-21 [R5.5]

14.09

15.35 [389.9]

%%%%% A
Frowa] BEBES [mwE] © | =

[357.9]

©5.90 [149.9

7.67 [194.9]

° ° =

‘ 11.33 [287.8] ‘ —l l=——o" 1.18 [30.0]

12.59 [319.8] —1 3,94 [100.0] l=—

ANSI 800:5 TAPS ANSI 1200:5 TAPS

20T 10T 50T 40T 40T 20T 1007
X5 X1 X2 X3 X4 X5

ANSI 2000:5 TAPS ANSI 3000:5 TAPS

80T | 160T 60T | 100T 200T | 240T 60T 1001

X1 X2 X3 X4 X5 X1 X2 X3 X4 X5

ANSI 5000:5 TAPS

3007 | 100T | 400T | 2007

ANSI 4000:5 TAPS

100T | 300T | 200T | 200T

X1 X2 X3 X4 X5 X1 X2 X3 X4 X5

SS @ 60 HZ ANSIRELAY | THERMAL RATING

B09 | Bis | (@60HZ) | FACTOR (@ 30°C)

0.3 0.6 C100 1.5

0.3 0.6 C200 1.5

0.3 0.3 C200 1.33

0.3 0.3 C400 15

0.3 0.3 C400 1.33

0.3 0.3 C800 2.0

0.3 0.3 C400 1.33

0.3 0.3 C800 1.33

0.3 0.3 C400 1.33

0.3 0.3 C800 1.33

sales@amranit.com

_| 1598 [405.8]

101



Medium Voltage Switchgear Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT342 Window 5.25% 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

\ P
c“us E205113 C 231838

e UL, cUL Recognized and CSA Certified
e As per ANSI/IEEE C57.13, IEC, OR relevant

standard
INSULATION LEVEL
600 V; BIL 10kV full wave
FREQUENCY 3X MO 'Tl-’\!G Ha
50-400 Hz ' 2 560
OUTER ENCAPSULATION f [ |_ _|
Plastic Cased
=4
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer, one
lockwasher
APPROX. WEIGHT
34 Ibs |
Equivalent to GE-ITI MODEL 622 and ABB MODEL SAB-1
oatalos | current | reLay | ANS!METERING CLASS @60 HZ | Thermal Rating —
NUMBER RATIO CLASS @ '
BO.1 | B0.2 | B0O.5 | B0.9 | B1.8 | 30°C 55°C L
CT342-500 50:5 c10 24 4.8 - - - 1.33 1.0 & j 9 /} |— -
CT342-750 75:5 C 10 1.2 2.4 4.8 - - 1.33 1.0 T i -
CT342-101 100:5 C20 1.2 1.2 4.8 4.8 - 1.33 1.0 : '
CT342-151 150:5 c20 | 06 | 06 | 12 | 24 | 48 | 1.33 1.0 i
CT342-201 200:5 c20 0.3 0.6 12 12 2.4 1.33 1.0
CT342-251 250:5 C 50 0.3 0.3 0.6 0.6 1.2 1.33 1.0
CT342-301 300:5 C 50 0.3 0.3 0.6 0.6 1.2 1.33 1.0
CT342-401 400:5 C 100 0.3 0.3 0.3 0.6 0.6 1.33 1.0
CT342-501 500:5 C 100 0.3 0.3 0.3 0.3 0.6 1.33 1.0
CT342-601 600:5 C 100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-801 800:5 C 200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-102 1000:5 C 200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-122 1200:5 Cc200 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT342-152 1500:5 C 200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-162 1600:5 C 200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-202 2000:5 C 200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-252 2500:5 C 400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-302 3000:5 C 400 03 0.3 0.3 0.3 0.3 1.33 1.0
CT342-322 3200:5 C 400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-402 4000:5 C 400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT342-502 5000:5 C 400 0.3 0.3 0.3 0.3 0.3 1.0 0.8

www.amranit.com sales@amranit.co;




Medium Voltage Switchgear Current Transformers

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
washer

APPROX WEIGHT
34 Ibs

Brass screw # 10-32 with one flat washer and lock

e UL, cUL Recognized and CSA Certified
e As per ANSI/IEEE C57.13, IEC, OR relevant
standard

Equivalent to GE-ITI MODEL 622 (Multi-ratio) and ABB MODEL SAB-1(Multi-ratio)

CATALOG CUNRTRE TN ANSI METER
NUMBER | o 5o | CLASS | BO.1 B0.2
CT342-601MR | 600:5 | C100 0.3 0.3
CT342-122MR | 1200:5 | €200 0.3 0.3
CT342-202MR | 2000:5 | €200 0.3 0.3
CT342-302MR | 3000:5 | C400 0.3 0.3
CT342-402MR | 4000:5 | C400 0.3 0.3
Ip
° o @
H1

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

NAMEPLATE

N

ING CLASS @ 60 HZ THERMAL RATING
B0.5 | B0.9 | B1.8 @30°C @55°C
0.3 0.3 0.3 1.33 1.0
0.3 0.3 0.3 1.33 1.0
0.3 0.3 0.3 1.33 1.0
0.3 0.3 0.3 1.33 1.0
0.3 0.3 0.3 1.33 1.0
TURNS
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
30005 | 200 240 60 100
4000:5 100 300 200 200
5000:5 300 100 400 200




Medium Voltage Switchgear Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT344 Window 5.25% 600V, 10kV BIL

INSULATION LEVEL
600 V; BIL 10kV full wave

“ FREQUENCY
50-400 Hz
\ OUTER ENCAPSULATION
Plastic Cased
SECONDARY TERMINALS

Brass screw # 10-32 with one flat washer, one
lockwasher

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

APPROX. WEIGHT
60 Ibs

\ af
c““s E205113 C 231838

e UL, cUL Recognized and CSA Certified
e Asper ANSI/IEEE C57.13, IEC, OR relevant
standard

Equivalent to GE-ITI MODEL 624 and ABB MODEL SAB-1D

TG SURrE | mELy ANSI METERING CLASS @ 60 HZ | Thermal Rating
DIUTMETER RATIO | CLASS | go 4 | Bo.2 | B0.5 | B0.9 | B1.8 | 30°C | 55°C
CT344-500 50:5 c20 | 24 | 48 | - - - | 133 1.0
CT344-750 75:5 C20 12 | 24 | 48 | 48 - 1.33 1.0
CT344-101 100:5 c50 | 06 | 12 | 24 | 48 | 48 | 133 1.0
CT344-151 150:5 cs50 | 06 | 06 | 12 | 24 | 48 | 133 1.0
CT344-201 200:5 c100 | 03 | 06 | 12 [ 12 | 24 | 133 1.0
CT344-251 250:5 c100 | 03 | 06 | 06 | 12 | 24 | 133 1.0
CT344-301 300:5 c100 | 03 | 03 | 06 | 06 | 1.2 | 1.33 1.0
CT344-401 400:5 c200 | 03 | 03 | 03 | 03 | 06 | 133 1.0 [T MMEEATE
CT344-501 500:5 c200 | 03 | 03 | 03| 03| 06 | 133 1.0
CT344-601 600:5 c200 | 03 | 03 | 03 | 03] 03| 133 1.0
CT344-751 750:5 c200 | 03 | 03 | 03 | 03] 03| 133 1.0
CT344-801 800:5 c200 | 03 | 03 | 03 | 03] 03[ 133 1.0
CT344-102 1000:5 | c400 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT344-122 1200:5 | c400 | 03 | 03 | 03 | 03 | 03 | 1.33 1.0
CT344-152 1500:5 | c400 | 03 | 03 | 03 | 03 | 03 | 1.33 1.0
CT344-162 1600:5 | c400 | 03 | 03 | 03 | 03 | 03 | 1.33 1.0
CT344-202 20005 | c400 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT344-252 25005 | c800 | 03 | 03 | 03 | 03 | 03 | 1.33 1.0
CT344-302 30005 | c800 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT344-322 32005 | c800 | 03 | 03 | 03 | 03 | 03 | 1.33 1.0
CT344-402 40005 | c800 | 03 | 03 | 03 | 03 | 03 | 1.0 0.8
CT344-502 5000:5 | c800 | 0.3 | 03 | 03 | 03 | 03 | 08 0.6

www.amranit.com sales@amranit.co;




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

e UL, cUL Recognized and CSA Certified
e As per ANSI/IEEE C57.13, 1EC, OR relevant

standard
INSULATION LEVEL
600 V, BIL 10kV full wave e
FREQUENCY f:23h]
50-400 Hz LA
OUTER ENCAPSULATION e
Plastic Cased
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer
APPROX WEIGHT
60 Ibs )
i \T/
Equivalent to GE-ITI MODEL 624 (Multi-ratio) and ABB MODEL SAB-1D (Multi-ratio) \\— —?
TABLES
CATALOG CURRENT RELAY ANSI METER ING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS B0.1 B0.2 B0.5 B0.9 B1.8 @30°C @55°C
CT344-601MR 600:5 C200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT344-122MR 1200:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT344-202MR 2000:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT344-302MR 3000:5 C800 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT344-402MR 4000:5 C800 0.3 0.3 0.3 0.3 0.3 1.0 0.8
Ip (%) TURNS
[ ]
[ ] MR X1-X2 X2-X3 X3-X4 X4-X5
H1 (2 6005 20 10 50 40
@ 1200:5 40 20 100 80
@ 2000:5 80 160 60 100
3000:5 200 240 60 100
@ 4000:5 100 300 200 200



Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

CN US E20s113 @w 231838

¢ UL, cUL Recognized and CSA Certified
e Asper ANSVIEEE C57.13, IEC, OR relevant
standard

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer, one
lockwasher

Equivalent to GE-ITI MODEL 623 and ABB MODEL SAB-2 O L]
N_® ? Wi i
! o !
ANSI METERII NG CLASS @ 60 HZ | Thermal Rating
CATALOG | CURRENT | RELAY
NUMBER RATIO | CLASS | gg 1 | Bp.2 B0.5 | B0.9 | B1.8 | 30°C | 55°C
CT343-500 50:5 ; 48 | - R R . 1.33 1
CT343-750 75:5 cio | 24 | a8 - . . 1.33 1
CT343-101 100:5 clo | 24 | 24 48 | - . 1.33 1
CT343-151 1505 co | 12 | 12 24 | 48 | 48 | 133 1
CT343-201 200:5 c2o | o6 | 06 12 | 24 | a8 | 133 1
CT343-251 250:5 co | o6 | 06 12 | 24 | 24 | 133 1
CT343-301 300:5 co | 03 | 03 06 | 1.2 | 24 | 133 1
CT343-401 400:5 cso | 03 | 03 06 | 06 | 12 | 133 1
CT343-501 500:5 cso | 03 | 03 03 | 06 | 06 | 133 1
CT343-601 600:5 cso | 03 | 03 03 | 03] 06 | 133 1
CT343-751 750:5 c100 | 03 | 03 03 | 03] 03] 133 1
CT343-801 800:5 c100 | 03 | 03 03 | 03] 03] 133 1
CT343-102 10005 | c100 | 03 | 03 03 | 03] 03] 133 1
CT343-122 12005 | c100 | 03 | 03 03 | 03] 03] 133 1
CT343-152 15005 | c200 | 03 | 0.3 03 | 03] 03] 133 1
CT343-162 16005 | c200 | 03 | 03 03 | 03] 03] 133 1
CT343-202 20005 | c200 | 03 | 03 03 | 03] 03] 133 1
CT343-252 25005 | c200 | 03 | 03 03 | 03] 03] 133 1
CT343-302 30005 | c200 | 03 | 03 03 ] 03] 03] 133 1
CT343-322 32005 | c200 | 03 | 03 03 | 03] 03] 133 1
CT343-402 40005 | c200 | 03 | 03 03 | 03] 03] 133 1
CT343-502 50005 | c200 | 0.3 | 03 03 | 03 | 03 1 0.8




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

* UL, cUL Recognized and CSA Certified [}
* Asper ANSVIEEE C57.13, IEC, OR relevant
standard

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY o
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer L]

APPROX WEIGHT
34 lbs

Equivalent to GE-ITI MODEL 623 (Multi-ratio) and ABB MODEL SAB-2 (Multi-ratio)

CATALGE CUNRTRE — ANS| METER IING CLASS @ 60 HZ THERMAL RATING
NUMBER | gatio | CLASS | BO.1 B0.2 B0.5 | B0.9 B1.8 @30°C @55°C
CT343-601MR | 600:5 C50 0.3 0.3 0.3 0.3 0.6 1.33 1.0
CT343-122MR | 1200:5 | C100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT343-202MR | 2000:5 | C200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT343-302MR | 3000:5 | C400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT343-402MR | 4000:5 | C400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
Ip TURNS
° ° MR X1-X2 | X2-X3 | X3-X4 | X4-X5
H1 @ 600:5 20 10 50 40
@ 1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200
@ 5000:5 300 100 400 200




Medium Voltage Switchgear Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

INSULATION LEVEL
600 V; BIL 10kV full wave

W WDLATRG HOLES
FREQUENCY (\ qﬁ &
50-400 Hz : b -m

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer, one

lockwasher 730 @l ol
s 988

APPROX. WEIGHT
60 Ibs

@
c““s E205113 C 231838 1

Q @

e UL, cUL Recognized and CSA Certified A e
e As per ANSVIEEE C57.13, IEC, OR relevant a — N T

standard - [ 55451 N

Equivalent to GE-ITI MODEL 625 and ABB MODEL SAB-2D

NAMEFLATE

ANSI METERING CLA SS@60HZ | Thermal Rating

CATALOG CURRENT | RELAY

NUMBER RATIO | CLASS | o 1 | Bo.2 | BO.5 B0.9 | B1.8 | 30°C | 55°C
CT345-500 50:5 cio | 48 | 48 | - - - 1.33 1.0
CT345-750 75:5 c20 | 24 | 24 | a8 - - 1.33 1.0
CT345-101 100:5 c20 | 12 | 24 | 48 48 | - 1.33 1.0
CT345-151 1505 c50 | 06 | 12 | 24 24 | 48 | 133 1.0
CT345-201 200:5 c50 | 03 | 06 | 1.2 12 | 24 | 133 1.0
CT345-251 250:5 c50 | 03 | 03 | 06 12 | 24 | 133 1.0
CT345-301 300:5 c100 | 03 | 03 | 06 06 | 1.2 | 133 1.0
CT345-401 400:5 c100 | 03 | 03 | 03 06 | 06 | 133 1.0
CT345-501 500:5 c100 | 03 | 03 | 03 03 | 06 | 1.33 1.0
CT345-601 600:5 c200 | 03 | 03 | 03 03 | 06 | 133 1.0
CT345-751 750:5 c200 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-801 800:5 c200 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-102 10005 | c200 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-122 12005 | c400 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-152 15005 | c400 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-162 160055 | c400 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-202 20005 | c400 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-252 2500:5 | c400 | 0.3 | 03 | 0.3 03 | 03 | 133 1.0
CT345-302 30005 | c400 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-322 32005 | c400 | 03 | 03 | 03 03 | 03 | 133 1.0
CT345-352 3500:5 | c400 | 0.3 | 03 | 0.3 03 | 03 | 1.33 1.0
CT345-402 40005 | c400 | 03 | 03 | 03 03 | 03] 10 0.8




Medium Voltage Switchgear Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer

APPROX WEIGHT
60 Ibs

. @
BN us E205113 C 231838

e UL, cUL Recognized and CSA Certified
e As per ANSI/IEEE C57.13, 1EC, OR relevant
standard

Equivalent to GE-ITI MODEL 625 (Multi-ratio) and ABB MODEL SAB-2D (Multi-ratio)

CATALOG | CURRENT | RELAY ANSI METEF RING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS BO.1 B0.2 B0.5 B0.9 B1.8 @30°C @55°C
CT345-601MR |  600:5 €200 0.3 0.3 0.3 0.3 0.6 1.33 1
CT345-122MR |  1200:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1
CT345-202MR |  2000:5 €400 0.3 0.3 0.3 0.3 0.3 1.33 1
CT345-302MR | 3000:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1
CT345-402MR |  4000:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1
Ip
o ° TURNS
HA MR X1-X2 | X2-X3 | X3-X4 | X4-X5
@ 600:5 20 10 50 40
@ 1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
@ 4000:5 100 300 200 200



Medium Voltage Switchgear Current Transformers

G“ us E205113 @® 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

THERMAL RATING

50:5-3000:5- 2.0 @ 30 deg. C ambient
1.5 @ 55 deg. C ambient

3200:5-4000:5 - 1.5 @ 30 deg. C ambient
1.33 @ 55 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer,
accessible from either side

APPROX. WEIGHT
30 Ibs.

DIMENSIONS: INCHES [mm

9.88 [251]

INSTRUMENT TRANSFORMERS

Equivalent to GE-ITI MODEL 780 and ABB MODEL SCV

*Approved for revenue metering by Industry Canada

No. AE-2240
ANSI METERING CLASS @ 60 HZ
CATALOG CURRENT | RELAY
NUMBER RATIO CLASS
BO.1 | B0.2 | B0.5 | B0.9 | B1.8

CT101-500 50:5 - 4.8 - - - -

CT101-750 75:5 Cc 10 4.8 4.8 - - -
CT101-101 100:5 Cc10 24 24 4.8 - -
CT101-151 150:5 C20 1.2 1.2 24 4.8 4.8
CT101-201* 200:5 C20 0.6 1.2 24 24 4.8
CT101-251* 250:5 C20 0.6 0.6 1.2 1.2 24
CT101-301* 300:5 C20 0.3 0.6 1.2 1.2 24
CT101-401* 400:5 C50 0.3 0.3 0.6 1.2 24
CT101-501* 500:5 C 50 0.3 0.3 0.3 0.6 1.2
CT101-601* 600:5 C100 0.3 0.3 0.3 0.6 0.6
CT101-701* 700:5 C100 0.3 0.3 0.3 0.6 0.6
CT101-751* 750:5 C100 0.3 0.3 0.3 0.3 0.3
CT101-801* 800:5 C100 0.3 0.3 0.3 0.3 0.3
CT101-102* 1000:5 C100 0.3 0.3 0.3 0.3 0.3
CT101-122* 1200:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.3
CT101-152* 1500:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-162* 1600:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-202* 2000:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-252* 2500:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-302* 3000:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-322* 3200:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-352* 3500:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15
CT101-402* 4000:5 C200 0.15 | 0.15 | 0.15 | 0.15 | 0.15

8.38 [213]

\—00.56 3X



Medium Voltage Switchgear Current Transformers

DIMENSIONS: INCHES [mm

9.88 [251]

AR

1.
[35)

n

1.94
[49]

cm us E205113 @® 231838

1,23
31
Equivalent to GE-ITI MODEL 780l d [ b

INSULATION LEVEL

600 V, BIL 10kV full wave

FREQUENCY

50-400 Hz

THERMAL RATING 9.

50:1-1200:1 - 2.0 @ 30 deg. C ambient VTN [ =

1.5 @ 55 deg. C ambient
1500:1-4000:1 - 1.5 @ 30 deg. C ambient
1.33 @ 55 deg. C ambient

OUTER ENCAPSULATION

Plastic Cased @

SECONDARY TERMINALS i b T

Brass screw # 10-32 with one flat washer, accessible RO.75 T 20.56 3%

from either side ' ! :

APPROX. WEIGHT |

30 Ibs. 8.38 [213)

TRF | TRF IEC Protection Class @ 50/60 Hz =e M%tglrg(‘)gHi'ass e Winding | 1 cocy
Amran PN Ratio @ @ Res. @
30C 55C Burden V/ A Burden VA 75¢ kA
2.5 5 10 15 30 | 25 5] 10 15 30

CT1011-500-1 50/1 2 1.5 | 10P10 3.0 0.11 11
CT1011-750-1 751 2 1.5 | 5P15 | 10P5 3.0[30]5.0 0.2 14
CT1011-101-1 100/1 2 1.5 | 5P20 | 10P10 | 10P5 3.0 30]|50]50 0.29 18
CT1011-151-1 150/1 2 1.5 | 5P30 | 5P15 | 10P5 10P5 05[10[30]|30]50 0.45 25
CT1011-201-1 200/1 2 1.5 | 5P30 | 5P20 | 5P10 10P5 05]05[10]3.0]30 0.56 36
CT1011-251-1 250/1 2 1.5 | 5P30 | 10P30 | 10P5 10P10 | 10P5 | 05| 05| 05| 1.0 | 3.0 0.73 47
CT1011-301-1 300/1 2 1.5 | 5P30 | 10P30 | 5P10 5P10 | 5P5 05[/05]05]|05]1.0 1.35 35
CT1011-401-1 400/1 2 1.5 | 5P30 | 5P30 | 10P25 10P15 | 5P5 02]02]05]|05]1.0 1.82 47
CT1011-501-1 500/1 2 1.5 | 5P30 | 5P30 | 10P25 10P20 | 10P10 | 0.2 | 0.2 | 02| 05| 05 2.1 58
CT1011-601-1 600/1 2 1.5 | 5P30 | 5P30 | 10P25 10P15 | 5P5 02]02]02]|05]|05 1.45 65
CT1011-751-1 750/1 2 1.5 | 5P30 | 5P30 | 10P30 10P20 | 10P10 | 0.2 | 02|02 ]| 02| 05 2.75 65
CT1011-801-1 800/1 2 1.5 | 5P30 | 5P30 | 10P30 10P20 | 10P10 | 0.2 | 0.2 | 0.2 | 0.2 | 05 2.98 65
CT1011-102-1 1000/1 2 1.5 | 5P30 | 5P30 | 10P30 10P20 | 5P5 02]02]02]|02]02 6.3 65
CT1011-122-1 1200/1 2 1.5 | 5P30 | 5P30 | 10P30 10P25 | 10P15 | 0.2 | 0.2 | 02| 0.2 | 0.2 7.65 65
CT1011-152-1 1500/1 15| 1.33 | 5P30 | 5P30 | 5P30 10P30 | 5P15 | 0.2 |02 ]02]|0.2]0.2 9.54 65
CT1011-162-1 1600/1 1.5 | 1.33 | 5P30 | 5P30 | 5P30 10P30 | 10P20 | 0.2 | 0.2 | 02 | 0.2 | 0.2 10.2 65
CT1011-202-1 2000/1 15| 1.33 | 5P30 | 5P30 | 5P30 10P30 | 5P20 [ 0.2 /0202|0202 12.25 65
CT1011-252-1 25001 1.5 | 1.33 | 5P30 | 5P30 | 10P30 10P25 | 5P15 | 0.2 |02 ] 02| 0.2 0.2 11.75 65
CT1011-302-1 30001 15| 1.33 | 5P30 | 5P30 | 5P30 10P30 | 10P20 | 0.2 [ 0.2 | 02 | 0.2 | 0.2 14.32 65
CT1011-322-1 32001 15| 1.33 | 5P30 | 5P30 | 5P30 10P30 | 10P20 | 0.2 | 0.2 | 02 | 0.2 | 0.2 15.55 65
CT1011-352-1 3500/1 15| 1.33 | 5P30 | 5P30 | 5P30 10P30 | 10P20 | 0.2 | 0.2 | 0.2 | 0.2 | 0.2 16.95 65
CT1011-402-1 4000/1 15| 1.33 | 5P30 | 5P30 | 5P30 10P30 | 5P20 | 0.2 [ 02]02]0.2]0.2 19.8 65




Medium Voltage Switchgear Current Transformers AWN

INSTRUMENT TRANSFORMERS

Model CT102MR Window 6.5 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):
INSULATION LEVEL DIMENSIONS (ALL DIMENSIONS ARE IN INCHES
600 V; BIL 10kV full wave

FREQUENCY o
50-400 Hz -————————————— 9.88 [25!] ——————————
THERMAL RATING L

600:5MR —3000:5MR 2.0 @ 30 deg. C ambient t !
1.5 @ 55 deg. C ambient l

4000:5MR 1.5 @ 30 deg. C ambient 5{;5] Nanzbate TANGER raho 1.38
1.33 @ 55 deg. C ambient i [39]
gi':;fléigiCAPSULATION i 1
PR S N— a
= ® washer, accessible from either side
c“ us E205113 @ 231838 APPROX. WEIGHT 123
31 lbs. [31]
Equivalent to GE-ITI MODEL 781 and ABB MODEL SCV
ANSI
Metering
Current ANSI Relay | Accuracy
Catalog # Ratio Accuracy (60Hz)
CT102-601MR 600:5 MR C100 0.6B1.8
CT102-122MR 1200:5 MR C200 0.3B1.8
CT102-202MR 2000:5 MR C200 0.15B1.8
CT102-302MR 3000:5 MR C200 0.15B1.8
CT102-402MR 4000:5 MR C200 0.15B1.8
Turns 00.56 3X
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40 - 838 [217]
1200:5 40 20 100 80
2000:5 80 160 60 100 3
3000:5 200 240 60 100 i jt
4000:5 100 300 200 200 B

www.amranit.com sales@amranit.com 123




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

THERMAL RATING
50:5-3000:5 - 2.0 @ 30 deg. C ambient DIMENSI ALL DIMENSI ARE IN INCHES [mm)):
1.5 @ 55 deg. C ambient

4000:5 - 1.5 @ 30 deg. C ambient
1.33 @ 55 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

e 9.88 [251) ———=]

SECONDARY TERMINALS

® Brass screw # 10-32 with one flat washer and lock
® . . .
N sp washer, accessible from either side t
H US e205113 231838 6.75

APPROX. WEIGHT [171]
59 lbs.

Equivalent to GE-ITI MODEL 785 and ABB MODEL SCV-D i

0.75

- 1.94
CATALOG | CURRENT |RELAY |ANSI METERING CLASS @ 60 HZ [19]__ 075 e

NUMBER | RATIO |CLASS | go.4 | Bo2 | BO5 | BO.9 | B1.8 ’—— oo "1 — B
CT103-500 50:5 C10 | 24 | 48 | - - - | d1P
CT103-750 755 | C20 | 12 | 12 | 24 | - | - :

CT103-101 | 1005 | €20 | 06 | 12 | 24 | - | -

CT103-151 | 1505 | C50 | 0.6 | 06 | 1.2 | 24 | - .

CT103201 | 200:5 | C50 | 06 | 06 | 1.2 | 2.4 | 24

CT103251 | 250:5 | C50 | 03 | 03 | 06 | 12 | 24 Tsn
CT103301 | 3005 | 100 | 03 | 03 | 03 | 06 | 1.2

CT103-401 | 4005 | c100 | 03 | 03 | 03 | 06 | 1.2 5§
CT103501 | 5005 | c100 | 03 | 03 | 03 | 03 | 06

CT103601 | 6005 | C200 | 03 | 03 | 03 | 03 | 06 RO.75 #0.56 3
CT103-751 | 7505 | C200 | 03 | 03 | 03 | 03 | 03 S T

CT103-801 | 8005 | Cc200 | 03 | 03 | 03 | 03 | 03

CT103-102 | 10005 | C200 | 03 | 03 | 03 | 03 | 03

CT103-122 | 12005 | C400 | 0.15 | 0.15 | 0.15 | 0.15 | 0.15

CT103-152 | 15005 | C400 | 0.15 | 0.15 | 0.15 | 0.15 | 0.15

CT103-162 | 16005 | C400 | 0.15 | 0.15 | 0.15 | 0.15 | 0.15

CT103-202 | 20005 | C400 | 015 | 0.15 | 0.15 | 0.15 | 0.15

CT103-252 | 25005 | C400 | 0.15 | 0.15 | 0.15 | 0.15 | 0.15

CT103-302 | 30005 | C400 | 0.15 | 0.15 | 0.15 | 0.15 | 0.15

CT103-402 | 40005 | C400 | 015 | 0.15 | 0.15 | 0.15 | 0.15




Medium Voltage Switchgear Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

9.88 [251)
f I
6.75 ! {
[171] 1
138
[35]
c“ US £20s113 @ 231838 __ 075 1.04
18] a4
Equivalent to GE-ITI MODEL 785I 0.75 g
B1]
INSULATION LEVEL A
600 V, BIL 10kV full wave alb
FREQUENCY
50-400 Hz
THERMAL RATING
50:1-1600:1 - 2.0 @ 30 deg. C ambient 8.38
1.5 @ 55 deg. C ambient [213] +— -+
2000:1-3500:1- 1.5 @ 30 deg. C ambient asa
1.33 @ 55 deg. C ambient [251]
OUTER ENCAPSULATION
Plastic Cased p
SECONDARY TERMINALS | BB
Brass screw # 10-32 with one flat washer and lock !
washer, accessible from either side |
APPROX. WEIGHT R0.75 #0.56 3X
59 Ibs. 8.38 [213)
. IEC Metering Class @ Winding
Armran PN Ratio TRF | TRF |IEC Protection Class ( @ 50/60 Hz 50/60 Hz Res. @ ith (1 sec)
30C 55C Burden VA A\ Burden VA 75C kA
2.5 ) 10 15 30 2.5 5 10 | 15 30 (OHM)
CT103I-500-1 50/1 2 1.5 10P10 3.0]| 50 0.239 9
CT103I-750-1 75/1 2 1.5 5P30 | 10P20 | 10P10 10| 3.0 | 5.0 0.353 14
CT1031-101-1 100/1 2 1.5 5P30 | 10P25 | 10P10 10| 10 | 3.0 | 3.0 5.0 0.469 18
CT1031-151-1 150/1 2 1.5 5P30 5P30 | 10P20 10P5 05| 05|10 | 3.0 5.0 0.699 28
CT1031-201-1 200/1 2 1.5 5P30 5P30 5P25 10P10 05| 05|05 1.0 3.0 0.926 37
CT103I-251-1 2501 2 1.5 5P30 5P30 5P30 5P15 10P5 | 05| 05 | 05| 1.0 3.0 1.15 47
CT103I-301-1 300/1 2 1.5 5P30 5P30 5P30 5P25 5P5 02] 05 |05]| 05 1.0 212 55
CT1031-401-1 4001 2 1.5 5P30 5P30 5P30 5P30 5P5 02]02]02|05]| 05 2.82 47
CT103I-501-1 500/1 2 1.5 5P30 5P30 5P30 5P30 10P10 | 0.2 | 0.2 | 0.2 | 0.2 0.5 4.52 55
CT103I1-601-1 600/1 2 1.5 5P30 5P30 5P30 5P30 5P5 02 02]02|02]| 05 5.42 55
CT103I-751-1 750/1 2 1.5 5P30 5P30 5P30 5P30 | 10P10 | 0.2 | 0.2 | 0.2 | 0.2 | 0.2 6.76 65
CT1031-801-1 800/1 2 1.5 5P30 5P30 5P30 5P30 10P10 | 0.2 | 0.2 | 0.2 | 0.2 0.2 7.54 65
CT103I1-102-1 1000/1 2 1.5 5P30 5P30 5P30 5P30 5P5 02 02]02]02]| 02 8.42 65
CT1031-122-1 1200/1 2 1.5 5P30 5P30 5P30 5P30 5P30 | 0.2 | 02 | 02|02 0.2 10.21 65
CT103I-152-1 1500/1 2 1.5 5P30 5P30 5P30 5P30 5P30 | 0.2 | 02 | 02|02 0.2 12.74 65
CT1031-162-1 1600/1 2 15 5P30 5P30 5P30 5P30 5P30 | 0.2 | 0.2 |02 ]| 0.2 0.2 12.91 65
CT103I-202-1 2000/1 1.5 1.33 5P30 5P30 5P30 5P30 5P30 | 02| 02 | 02|02 0.2 21.42 65
CT103l-252-1 2500/1 1.5 1.33 5P30 5P30 5P30 5P30 5P30 | 0.2 | 0.2 |02 ]| 0.2 0.2 23.95 65
CT103I-302-1 3000/1 1.5 1.33 5P30 5P30 5P30 5P30 5P30 | 0.2 | 02 | 02| 0.2 0.2 29.51 65
CT103I-322-1 3200/1 1.5 1.33 5P30 5P30 5P30 5P30 5P30 | 0.2 | 02 | 02|02 0.2 30.92 65
CT103I-352-1 3500/1 1.5 1.33 5P30 5P30 5P30 5P30 5P30 | 0.2 | 0.2 |02 ]| 0.2 0.2 34.14 65
CT103I-402-1 4000/1 1.33 1 5P30 5P30 5P30 5P30 5P30 | 0.2 | 02 |02 ] 0.2 0.2 51.12 65




Medium Voltage Switchgear Current Transformers A%N

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

e 988 [251] — =]

cm us E205113 @® 231838

Equivalent to GE-ITI MODEL 786 and ABB MODEL SCV-D

INSULATION LEVEL OUTER ENCAPSULATION

600 V, BIL 10kV full wave Plastic Cased

FREQUENCY SECONDARY TERMINALS

50-400 Hz Brass screw # 10-32 with one flat washer,

accessible from either side
THERMAL RATING

600:5MR - 3000:5MR 2.0 @ 30 deg. C ambient APPROX. WEIGHT
1.5 @ 55 deg. C ambient 59 Ibs.
4000:5MR 1.5 @ 30 deg. C ambient
1.33 @ 55 deg. C ambient
Catalog Current Relay ANS.I
Number Ratio Class it
Class (60Hz)
CT104-601MR 600:5MR C200 0.6B1.8
CT104-122MR 1200:5MR C400 0.3B1.8
CT104-202MR 2000:5MR C400 0.15B1.8
CT104-302MR 3000:5MR C400 0.15B1.8
CT104-402MR 4000:5MR C400 0.15B1.8 - 838 [213] —~
Turns
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200




Medium Voltage Switchgear Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

[/ NAMEPLATE LABEL DANGER LABEL
i
/ | RATIO LABEL
X I = 8 0
F JF ) | /
| =5 O 9 35
|
c us E205113 231838 RO.75
Equivalent to GE-ITI MODEL 680 and ABB MODEL SCR \
INSULATION LEVEL
600 V; BIL 10kV full wave
FREQUENCY
50-400 Hz J— #7.02
OUTER ENCAPSULATION
Plastic Cased
8.88 4| — 10.75
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer,
accessible from either side |
APPROX. WEIGHT . - ;
|
@ /— 20.56
ANSI METERING CLASS @ 60 HZ | Thermal Rating
CATALOG CURRENT | RELAY
NUMBER RATIO | CLASS \\t /
BO.1 | B0.2 | B0O.5 | B0O.9 [ B1.8 | 30C 55C ]
CT111-500 50:5 - 48 - - - - 2.0 1.5
CT111-750 755 c10 24 | 48 - - - 20 1.5 8.88
CT111-101 100:5 C10 | 24 | 24 | 48 - - 2.0 1.5
CT111-151 150:5 C20 12 [ 12 | 24 | 48 - 2.0 1.5
CT111-201 200:5 C20 | 06 | 12 | 12 | 24 | 48 2.0 1.5 - 1,15 ——
CT111-251 250:5 C20 | 06 | 06 | 1.2 | 24 | 24 2.0 1.5 o
CT111-301 300:5 c20 | 03 | 06 | 12| 12 | 24 | 20 15 930
CT111-401 400:5 C50 | 03 | 03 | 0.6 | 06 | 1.2 2.0 1.5
CT111-501 500:5 c5 | 03 | 03 [03]| 06| 12] 20 1.5 IH: !
CT111-601 600:5 Cc100 | 03 | 03 | 03 | 03 | 06 2.0 1.5 . EIT
CT111-751 750:5 c100 | 03 | 03 | 03 | 03 | 06 2.0 1.5 i 1 . "
CT111-801 800:5 Cc100 | 03 | 03 | 03 | 03 | 03 2.0 1.5 g | I
CT111-102 1000:5 C100 | 03 | 03 | 03 | 03 | 03 2.0 1.5 luﬂ | é
CT111-122 1200:5 Cc200 | 03 | 03 | 03| 03|03 2.0 15 T =
CT111-152 1500:5 Cc200 | 03 | 03 | 03 | 03 | 03 2.0 1.5 D ETA| L A U=
CT111-202 2000:5 Cc200 | 03 | 03 | 03 | 03| 03 2.0 1.5
CT111-252 2500:5 C200 | 03 | 03 | 03 | 03 | 03 1.33 1.0 S CA |_ E 'I i 'I
CT111-302 3000:5 Cc200 | 03 [ 03 | 03 |03 | 03| 133 1.0 d
CT111-402 4000:5 C200 | 03 | 03 | 03 | 03 | 03 1.33 1.0
CT111-502 5000:5 Cc200 | 03 | 03 | 03 | 03 | 03 1.0 0.8




¥ spl“
B“US E205113 C 231838

Equivalent to: GE-ITI MODEL 681 and ABB MODEL SCR

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
accessible from either side

APPROX. WEIGHT

Brass screw # 10-32 with one flat washer,

Medium Voltage Switchgear Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

INSTRUMENT TRANSFORMERS

NAMEPLATE LABEL DANGER LABEL
1
I
/ | RATIO LABEL
P i ! == =1
X | V'
A8 —
L— 07.02
- 10.75
21.13 Xl-’.}.:" DEEP
SEE QETAL A
| ~— #2056

31 Ibs.
ANS]I
Current ANSI Relay Metering
Ceitlteg) e Ratio Accuracy Accuracy
(60Hz)
CT111-601MR 600:5 MR C100 0.6B1.8
CT111-122MR | 1200:5 MR C200 0.3B1.8
CT111-202MR | 2000:5 MR C200 0.15B1.8
CT111-302MR | 3000:5 MR C200 0.15B1.8
CT111-402MR | 4000:5 MR C200 0.15B1.8
Thermal
Rating Turns Between Taps
30C | 55C | X1-x2 | X2-X3 | X3-X4 | X4-X5
2.0 1.5 20 10 50 40
2.0 1.5 40 20 100 80
2.0 1.5 80 160 60 100
133 | 1.0 200 240 60 100
1.33 | 1.0 100 300 200 200

';’Eh

!
1y

L L

S

DETAIL A%®~
SCALE 1:1



Medium Voltage Switchgear Current Transformers A

TMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

“ (Sp:® — hAuE'-‘LanE LABEL
c us E205113 231838 I:(lf |/_ DANGES LABEL e RaTI0 LABEL
= ’f A = =
Equivalent to GE-ITI MODEL 685 and ABB MODEL SCR-D o lf,—'—‘_ ﬂ{ -~
G
| F 1.38 -
INSULATION LEVEL i
600 V, BIL 10kV full wave ‘
FREQUENCY T
50-400 Hz
10.75
OUTER ENCAPSULATION
Plastic Cased RO.75 \\ | 0.83 ’—7
SECONDARY TERMINALS v e L
Brass screw # 10-32 with one flat washer and lock ("/\%\‘}— // ‘R\é@% ®
washer, accessible from either side \T/ \{8 O@ 10.75
/;(;’]ll’jRox. WEIGHT /'/ ) // ,fr %\“\\\ % [a——
S. / ! | 1
,.-f /'/ L RAT‘O LABEL \\"'/ \
/ \ |
| | I. e
ANS| METERING CLASS @ 60 HZ | Thermal Rating | T [
CATALOG CURRENT | RELAY \ / |
NUMBER RATIO | CLASS \ \ 4113 X UJ DEEE / /
BO.1 | B0.2 | B0.5 | B0.9 | B1.8 | 30C | 55C \ \_ SEE CETAIL 4 EW7 ¢ / S5
CT112-500 50:5 C10 | 24 | 48 | - - - 2.0 1.5 E.B8 \ . >‘\ / 1
CT112-750 75:5 C20 | 24 | 24 | 48 - - 20 1.5 \ \‘“«M ‘ // NG A @ #0.55
CT112-101 100:5 C20 | 12 | 24 | 24 | 48 | - 2.0 1.5 Ll )§I
CT112-151 150:5 C20 | 06 | 12 | 12 | 24 | 48 | 20 1.5 { (“)-\J—\\ ' /—I g
CT112-201 200:5 c50 | 06 | 06 | 1.2 | 1.2 | 24 | 20 1.5 N | @ e
CT112-251 2505 c5 | 03 | 06 | 06 |12 | 24 | 20 15 I
CT112-301 300:5 Cc100 | 03 | 03 | 06 | 06 | 1.2 | 20 1.5
CT112-401 400:5 C100 | 03 | 03 | 03 | 03 | 0.6 20 1.5 55
CT112-501 500:5 c100 | 03 | 03 | 03 | 03 | 06 | 20 1.5
CT112-601 600:5 Cc200 | 03 [ 03] 03| 03] 03] 20 1.5
CT112-751 750:5 €200 | 03 | 03 | 03 | 03 | 03 2.0 1.5
CT112-801 800:5 Cc200 | 03 [ 03] 03| 03]| 03] 20 1.5
CT112-102 1000:5 C200 | 03 | 03 | 03 | 03 | 03 2.0 1.5
CT112-122 12005 | c400 | 03 | 03 | 03 | 03 | 03 | 20 1.5
CT112-152 1500:5 | €400 | 03 | 03 | 03 | 03 | 03 | 20 15
CT112-202 2000:5 C400 | 03 | 03 | 03 | 03 | 03 2.0 1.5
CT112-252 2500:5 | C400 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT112-302 30005 | C400 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT112-402 4000:5 | c400 | 03 | 03 | 03 | 03 | 03 | 133 1.0
CT112-502 50005 | C400 | 03 | 03 | 03 | 03 | 03 | 10 0.8




Medium Voltage Switchgear Current Transformers A%N

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

NAMEPLATE LABEL
I
/ /—DANGER LABEL | —RATIO LABEL

c“ us E205113 @® 231838 ‘ A
7.0 Y T H %

Equivalent to GE-ITI MODEL 686 and ABB MODEL SCR-D

a
d
i

1.38 —

INSULATION LEVEL SECONDARY TERMINALS
600 V; BIL 10kV full wave Brass screw # 10-32 with one flat washer and lock
washer, accessible from either side
FREQUENCY TS
50-400 Hz APPROX. WEIGHT 0.75
31 Ibs.
THERMAL RATING RO.75
600:5MR — 1200/5MR 2.0 @ 30 deg. C ambient ~ CUSTOM OPTIONS (CONTACT US) \\
1.5 @ 55 deg. C ambient - Different Ratios
- Non-standard thermal rating
2000/5MR-4000/SMR ~ 1.33 @ 30 deg. C ambient ~ - Different encapsulation
1.0 @ 55 deg. C ambient - Different secondary termination

- Special mounting needs

OUTER ENCAPSULATION
Plastic Cased

ANSI
Metering ”;é’ﬂirgﬁ SRR
Current ANSI Relay | Accuracy 8.88 R R
Catalog # Ratio Accuracy (60Hz)
CT112-601MR 600:5 MR C200 0.3B0.9
CT112-122MR 1200:5 MR C400 0.3B1.8
CT112-202MR | 2000:5 MR C400 0.3B1.8
CT112-302MR | 3000:5 MR C400 0.3B1.8
CT112-402MR 4000:5 MR C400 0.3B1.8
Turns

MR X1-X2 X2-X3 X3-X4 X4-X5

600:5 20 10 50 40

1200:5 40 20 100 80

2000:5 80 160 60 100

3000:5 200 240 60 100

4000:5 100 300 200 200




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

BN “s E205113 @® 231838

Equivalent to GE-ITI MODEL 882 and ABB MODEL SCP-2

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and
lock washer

APPROX WEIGHT
31lbs. ~ > ~

ANSI METEF RING CLASS @ 60 HZ
ShasoS | CURENT | BEAC T T s

: . : : : @75°C @ 30°C
CT340-500 50:5 - 4.8 - - - - - 2.0
CT340-750 75:5 Cc10 2.4 24 - - - 0.028 2.0
CT340-101 100:5 C10 1.2 24 - - - 0.0354 2.0
CT340-151 150:5 C20 1.2 1.2 2.4 - - 0.0542 2.0
CT340-201 200:5 C20 0.6 0.6 1.2 2.4 4.8 0.0677 2.0
CT340-301 300:5 C50 0.3 0.3 0.6 1.2 2.4 0.061 2.0
CT340-401 400:5 C50 0.3 0.3 0.6 0.6 1.2 0.1356 2.0
CT340-501 500:5 C50 0.3 0.3 0.3 0.6 1.2 0.1686 2.0
CT340-601 600:5 C100 0.3 0.3 0.3 0.3 0.6 0.204 2.0
CT340-801 800:5 C100 0.3 0.3 0.3 0.3 0.3 0.2718 2.0
CT340-102 1000:5 C100 0.3 0.3 0.3 0.3 0.3 0.3398 2.0
CT340-122 1200:5 C200 0.3 0.3 0.3 0.3 0.3 0.4076 2.0
CT340-152 1500:5 C200 0.3 0.3 0.3 0.3 0.3 0.459 2.0
CT340-202 2000:5 C200 0.3 0.3 0.3 0.3 0.3 0.6239 2.0
CT340-252 2500:5 C200 0.3 0.3 0.3 0.3 0.3 0.717 1.5
CT340-302 3000:5 C200 0.3 0.3 0.3 0.3 0.3 0.834 1.5
CT340-402 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.15 1.5




Medium Voltage Switchgear Current Transformers A%N

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

@ sp@
c“ us E205113 C 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and
lock washer 1

APPROX WEIGHT I
31lbs.
CURRENT s ANSI METERING CLASS @ 60 HZ WINDING
CATALOG NUMBER RATIO RELAY RESISTANCE
CLASS B0.1 B0.2 B0.5 B0.9 B1.8 @75°C
CT340-601MR 600:5 C100 0.3 0.3 0.3 0.3 0.6 0.204
CT340-122MR 1200:5 C200 0.3 0.3 0.3 0.3 0.3 0.4076
CT340-202MR 2000:5 C200 0.3 0.3 0.3 0.3 0.3 0.6239
CT340-302MR 3000:5 C200 0.3 0.3 0.3 0.3 0.3 0.834
CT340-402MR 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.15
TURNS
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200




Medium Voltage Switchgear Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT354 Window 7.31% 600V, 10kV BIL

11.10
[282]
i ~ F— |
3.00 J
[74] 00 0O
| |
DANGER LABEL ™ 4‘ 318
[s5] ™
" C RUBBER PLUG 4X %1 TERMINAL
. @ s
l:“ us E205113 231838 < oOoo 0@ E ?\@_?21 :i(
Equivalent to GE-ITI MODEL 142, 142MR and ABB MODEL SCP-2 w?.;"l\ @) 3
INSULATION LEVEL \ %
600 V, BIL 10kV full wave B
FREQUENCY \\,_, A.50
50-400 Hz — | TovE]
OUTER ENCAPSULATION \ /ll
Plastic Cased /
5.72 [148]
SECONDARY TERMINALS — ®
Brass screw # 10-32 with one flat washer and
lock washer Q@ "
ésllzlffox WEIGHT f1s [RsE] &E'?.O'DEJ .t.;g]
CATALOG CURRENT RELAY ANS| METERING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS BO.1 B0.2 B0.5 B0.9 B1.8 @30°C @55° C
CT354-500 50:5 - - - - - - 2.0 2.0
CT354-750 75:5 Cc10 24 4.8 - - - 2.0 2.0
CT354-101 100:5 Cc10 1.2 2.4 4.8 - - 2.0 2.0
CT354-151 150:5 C20 1.2 1.2 2.4 4.8 - 2.0 2.0
CT354-201 200:5 C20 0.6 0.6 1.2 24 4.8 2.0 20
CT354-251 250:5 Cc20 0.3 0.6 1.2 1.2 24 2.0 2.0
CT354-301 300:5 C50 0.3 0.3 0.6 1.2 24 2.0 2.0
CT354-401 400:5 C50 0.3 0.3 0.3 0.6 1.2 2.0 2.0
CT354-501 500:5 C50 0.3 0.3 0.3 0.6 0.6 2.0 2.0
CT354-601 600:5 C100 0.3 0.3 0.3 0.3 0.6 2.0 20
CT354-751 750:5 C100 0.3 0.3 0.3 0.3 0.3 2.0 2.0
CT354-801 800:5 C100 0.3 0.3 0.3 0.3 0.3 2.0 20
CT354-102 1000:5 C100 0.3 0.3 0.3 0.3 0.3 2.0 1.33
CT354-122 1200:5 C200 0.3 0.3 0.3 0.3 0.3 15 1.0
CT354-152 1500:5 C200 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT354-162 1600:5 C200 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT354-202 2000:5 C200 0.3 0.3 0.3 0.3 0.3 2.0 1.5
CT354-252 2500:5 C200 0.3 0.3 0.3 0.3 0.3 15 1.0
CT354-302 3000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT354-322 3200:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT354-352 3500:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT354-402 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT354-502 5000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT354-602 6000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.6

www.amranit.com sales@a




Medium Voltage Switchgear Current Transformers A%N

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

Equivalent to GE-ITI MODEL 142MR

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and
lock washer

APPROX WEIGHT —
311bs. 12i61
CATALOG CUNRTRE RELAY ANS| METEF RING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS BO.1 B0.2 B0.5 B0.9 B1.8 @ 30°C @55°C
CT354-601MR | 600:5 C100 0.3 0.3 0.3 0.3 0.6 2.0 2.0
CT354-122MR | 1200:5 C200 0.3 0.3 0.3 0.3 0.3 15 1.0
CT354-202MR | 2000:5 €200 0.3 0.3 0.3 0.3 0.3 2.0 15
CT354-302MR | 3000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT354-402MR | 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
TURNS
MR X1-X2 | X2-X3 | X3-X4 | X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200




Medium Voltage Switchgear Current Transformers

Model CT355

\ ap
c““s E205113 C 231838

Equivalent to GE-ITI MODEL 143, 143MR and ABB MODEL SCD-2, BYZ-S

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
50-400 Hz

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer

CATALOG CURRENT RELAY ANSI| METERING CLASS @ 60 HZ
NUREER RENTIE G B0 | B02 | BO5 | B0S | B18
CT355-500-01 50:5 C10 4.8 4.8 - - -
CT355-500 50:5 C20 4.8 4.8 - - -
CT355-750 75:5 C20 24 24 - - -
CT355-101 100:5 C20 1.2 24 4.8 4.8 -
CT355-151 150:5 C50 0.6 0.6 1.2 24 4.8
CT355-201 200:5 C50 0.3 0.3 0.6 1.2 24
CT355-251 250:5 C50 0.3 0.3 0.6 1.2 24
CT355-301 300:5 C100 0.3 0.3 0.3 0.6 1.2
CT355-401 400:5 C100 0.3 0.3 0.3 0.3 0.6
CT355-501 500:5 C100 0.3 0.3 0.3 0.3 0.6
CT355-601 600:5 C200 0.3 0.3 0.3 0.3 0.3
CT355-751 750:5 C200 0.3 0.3 0.3 0.3 0.3
CT355-801 800:5 C200 0.3 0.3 0.3 0.3 0.3
CT355-102 1000:5 C200 0.3 0.3 0.3 0.3 0.3
CT355-122 1200:5 C400 0.3 0.3 0.3 0.3 0.3
CT355-152 1500:5 C400 0.3 0.3 0.3 0.3 0.3
CT355-162 1600:5 C400 0.3 0.3 0.3 0.3 0.3
CT355-202 2000:5 C400 0.3 0.3 0.3 0.3 0.3
CT355-252 2500:5 C400 0.3 0.3 0.3 0.3 0.3
CT355-302 3000:5 C800 0.3 0.3 0.3 0.3 0.3
CT355-322 3200:5 C800 0.3 0.3 0.3 0.3 0.3
CT355-352 3500:5 C800 0.3 0.3 0.3 0.3 0.3
CT355-402 4000:5 C800 0.3 0.3 0.3 0.3 0.3
CT355-502 5000:5 C800 0.3 0.3 0.3 0.3 0.3
CT355-602 6000:5 C800 0.3 0.3 0.3 0.3 0.3

www.amranit.com

S
DANGER LABEL —

SEE NOTE 3.

2.1 TYPICAL

[55] L
AUBBER PLUG 4x7 X1 TERMINAL ’7 1=l
! & ., @56 4 o f
1.67 [42) DI:ID_DE!EI@ o TEa
: [ | /Y
T
87311 /--*‘_""x.\ @
./ \\
HI=g ;r’ \
( |
=l | 850
| | [218]
\, /
573 [145] \\ // 5
p — . |
3
5 ¥ & | 130 [33]
2 f
4 50 {3
R1.5 [R38] ’E;?.:JSJ [Ei]

THERMAL RATING
@30°C @55°C
20 20
20 20
20 20
2.0 20
20 20
20 20
20 20
20 20
2.0 20
2.0 20
20 20
20 20
20 20
15 1.33
15 1.0
15 1.0
1.33 1.0
1.33 1.0
1.0 0.8
1.0 0.8
1.0 08
1.0 08
1.0 0.6
1.0 06
08 06
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Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

Bm US 205113 @® 231838 RLTERAL -W[E'J;; ]V’ .r:.:__r.r:_ -
A B B ___ \

Equivalent to GE-ITI MODEL 143MR

INSULATION LEVEL
600 V, BIL 10kV full wave
FREQUENCY 4T abo,
50-400 Hz i
OUTER ENCAPSULATION
Plastic Cased
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
N o
CATALOG CURRENT RELAY ANSI METE} RING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIC CEASS B0O1 | B02 B0O5 | B09 | B1.8 @30°C @55°C
CT355-601MR 600:5 C200 0.3 0.3 0.3 0.3 0.3 2.0 2.0
CT355-122MR 1200:5 C400 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT355-202MR 2000:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT355-302MR 3000:5 C800 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT355-402MR 4000:5 C800 0.3 0.3 0.3 0.3 0.3 1.0 0.6
TURNS
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200




Medium Voltage Switchgear Current Transformers A A N

INST] [ENT TRANSFORMERS

Window 8.13" 600V, 10kV BIL

Model CT352

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

11102010 i
B

—] o

|-— 235 —=]|
RUBBER PLUG —
4 PLCS \

A ik —|— t.50
— 187 \ R = { l
v Nass "

\ @® 11
C i““s E205113 231838 B745
Equivalent to GE-ITI MODEL 140, 140MR and ABB MODEL SCP-3 T 17T
B.80+0.10 11.47£0.90
INSULATION LEVEL
600 V, BIL 10kV full wave
FREQUENCY R SH13E0.00
50-400 Hz é |
ey
__in'ﬂD LABEL.
OUTER ENCAPSULATION \ ol /
Plastic Cased
—=t 1.5 8.45010.10 [ 5,00 —==|
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer
APPROX WEIGHT
22lbs
CATALOG |CURRENT| RELAY ANSI METERING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS BO.1 B0.2 B0.5 B0.9 B1.8 @30°C @55°C
CT352-500 50:5 - 4.8 - - - - 2.0 2.0
CT352-101 100:5 - 2.4 4.8 - - - 2.0 2.0
CT352-201 200:5 Cc10 1.2 1.2 2.4 4.8 - 2.0 2.0
CT352-251 250:5 C20 1.2 1.2 24 24 4.8 2.0 2.0
CT352-301 300:5 C20 0.6 1.2 1.2 2.4 2.4 2.0 2.0
CT352-401 400:5 Cc20 0.3 0.3 0.6 1.2 24 20 2.0
CT352-501 500:5 Cc20 0.3 0.3 0.6 1.2 1.2 2.0 2.0
CT352-601 600:5 C50 0.3 0.3 0.3 0.6 1.2 2.0 2.0
CT352-801 800:5 C50 0.3 0.3 0.3 0.3 0.6 2.0 2.0
CT352-102 1000:5 C50 0.3 0.3 0.3 0.3 0.6 2.0 15
CT352-122 1200:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.5
CT352-152 1500:5 C100 0.3 0.3 0.3 0.3 0.3 15 1.0
CT352-202 2000:5 C100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT352-252 2500:5 C100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT352-302 3000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT352-402 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT352-502 5000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT352-602 6000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

‘ 1l ‘

& e-8-0
[naswcen Lam —'-| |L 0.75
|— 205 —]

_|
i
how
4

| * sp@ | 5% f .
[H US e20s113 231838 /O HAEH (] HBEOe ™

| o s
Equivalent to GE-ITI MODEL 140MR ‘ 11 1
INSULATION LEVEL &5t 08 + 11473
600 V, BIL 10kV full wave ‘
FREQUENCY : s 10
50-400 Hz | i e — B
@ s sl @ o T T
OUTER ENCAPSULATION ‘-\. | @I | ;
Plastic Cased “| | - | |
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer
APPROX WEIGHT
221bs
CATALOG CURRENT RELAY ANSI METEH RING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS B0.1 B0.2 B0.5 B0.9 B1.8 @30°C @55° C
CT352-601MR 600:5 C50 0.3 0.3 0.3 0.6 1.2 2.0 2.0
CT352-122MR 1200:5 C100 0.3 0.3 0.3 0.3 0.3 1.5 1.5
CT352-202MR 2000:5 C100 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT352-302MR 3000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT352-402MR 4000:5 C200 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT352-502MR 5000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0 0.8
TURNS
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200
5000:5 300 100 400 200




Medium Voltage Switchgear Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT353 Window 8.13" 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

1110 |
O
—| |=—urs
RUBSER PLUG | zemE |-
. \ - |- soordfd
e \ v o L
b2 NE - T— £
ooo OHH= f |
A @ R -+ [N 0w
l: lls E205113 231838 / \'\ =] 5 S
/ N
Equivalent to GE-ITI MODEL 141, 141MR and ABB MODEL SCD-3 l,f \
Bsoriig D\T——Jr———k 1147
INSULATION LEVEL - ‘ /
600 V, BIL 10kV full wave \ i T
\ L / e | T e
FREQUENCY 4 — @ B PN | SR Sl
50-400 Hz N 6 | J
OUTER ENCAPSULATION - — so0—f
. — 1.3 B.50HEE
Plastic Cased
SECONDARY TERMINALS

Brass screw # 8-32 with one flat washer
and lock washer

APPROX WEIGHT
441bs

CATALOG | CURRENT | RELAY ANSI METERING CLASS @ 60 HZ THERMAL RATING
NUMBER RATIO CLASS ["Bo.A1 B0.2 | B05 | B0.9 | B18 @30°C @55° C
CT353-500 50:5 C10 4.8 - - - - 2.0 20
CT353-101 100:5 c10 24 2.4 - - - 2.0 2.0
CT353-201 200:5 Cc20 0.6 1.2 1.2 24 4.8 2.0 2.0
CT353-301 300:5 C50 06 0.6 1.2 1.2 2.4 2.0 2.0
CT353-401 400:5 C50 0.3 0.3 06 0.6 1.2 2.0 2.0
CT353-501 500:5 €100 03 0.3 03 0.6 06 2.0 2.0
CT353-601 600:5 €100 0.3 0.3 0.3 0.3 06 2.0 15
CT353-801 800:5 €100 03 0.3 03 0.3 03 2.0 1.5
CT353-102 1000:5 €200 0.3 0.3 03 0.3 03 2.0 1.5
CT353-122 1200:5 €200 03 0.3 03 0.3 03 2.0 1.5
CT353-152 1500:5 €400 03 0.3 03 0.3 03 1.5 1.0
CT353-202 2000:5 €400 03 0.3 03 0.3 03 1.33 1.0
CT353-252 2500:5 €400 03 0.3 03 0.3 03 1.5 1.33
CT353-302 3000:5 €400 03 0.3 03 0.3 03 1.5 1.0
CT353-402 4000:5 €400 03 0.3 03 0.3 03 1.0 0.8
CT353-502 5000:5 €400 03 0.3 03 0.3 03 1.0 0.8
CT353-602 6000:5 C400 03 0.3 03 0.3 03 1.0 0.6

sales@amranit.




Medium Voltage Switchgear Current Transformers

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

} ] |

setig {euird
@ | el L
231838 s |
/ |
Equivalent to GE-ITI MODEL 141MR sagg | O —m——p o L e
; [ ]
INSULATION LEVEL ""\ ! | i. 1
600 V, BIL 10kV full wave \\\ ‘ // o | smratin
FREQUENCY o e & R
50-400 Hz T e |/
OUTER ENCAPSULATION i - i y o
Plastic Cased —{ 12 u )
SECONDARY TERMINALS
Brass screw # 8-32 with one flat washer
and lock washer
APPROX WEIGHT
441bs
CATALOG CURRENT RELAY ANSI| METERING CLA SS @ 60 HzZ THERMAL RATING
NUMBER RATIO CLASS BO.1 B0.2 B0.5 B0.9 B1.8 @30°C @55° C
CT353-601MR 600:5 C100 0.3 0.3 0.3 0.3 0.6 2.0 15
CT353-122MR 1200:5 C200 0.3 0.3 0.3 0.3 0.3 2.0 15
CT353-202MR 2000:5 C400 0.3 0.3 0.3 0.3 0.3 1.33 1.0
CT353-302MR 3000:5 C400 0.3 0.3 0.3 0.3 0.3 1.5 1.0
CT353-402MR 4000:5 C400 0.3 0.3 0.3 0.3 0.3 1.0 0.8
CT353-502MR | 5000:5 C400 0.3 0.3 0.3 0.3 0.3 1.0 0.8
TURNS
MR X1-X2 X2-X3 X3-X4 X4-X5
600:5 20 10 50 40
1200:5 40 20 100 80
2000:5 80 160 60 100
3000:5 200 240 60 100
4000:5 100 300 200 200
5000:5 300 100 400 200




Ground Fault Sensors (600 V) A A N

INST] [ENT TRANSFORMERS

Window 6.31% 600V, 10kV BIL

Model CT238

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

INSULATION LEVEL
600 V, BIL 10kV full wave /;ME‘
! G—.rs—r—j
FREQUENCY 7 !J
50-400 Hz 125 -d———
1 —

OUTER ENCAPSULATION “RATID LABEL

Plastic Cased 550

SECONDARY TERMINALS 04z

#8-32 Brass Stud with one flat washer, lock l

washer, and one regular hex nut. i
A\ T @” I

| _~vesiaoe |
* UL, cUL Recognized and CSA Certified A
o As per ANSVIEEE C57.13, IEC, OR relevant DANGER
standard LABEL
Equivalent to GE-ITI MODEL HGF5C 675 850
CATALOG CURRENT HECHRECY 4z
NUMBER RATIO TRF @ 30C RATING
(50/60hZ) O O
. /
CT238-500-01 50:0.025 1.2 0.3%@10HM e
.7

Model CT355

Window 7.31, 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

INSULATION LEVEL
600 V, BIL 10kV full wave 11.10 i
[282T |
FREQUENCY
50-400 Hz
OUTER ENCAPSULATION 800 e 7
. B3 19
Plastic Cased [152] ‘—OjH bl
SECONDARY TERMINALS A
Brass screw # 10-32 with one flat washer and lock
washer /E SEE NOTE 3.
_/ 2,56 TYPICAL
DAMGER LABEL [55] I .
. . @ AUBBER PLUG 457 %1 TERMINAL ’7 [l ( '[i;]
®
c“ “s E205113 231838 J[ 1( [5] D\E 0= ;! @50 dx = }
e UL, cUL Recognized and CSA Certified 1.67 [42 \\ §14
o As per ANSUIEEE C57.13, IEC, OR relevant - i (1]
standard “1__._) S L5
o731t /- x._\ ®
Equivalent to GE-ITI MODEL 143 /
Him, I;r’
e | 850 11.47
= 51 [2a1]
CATALOG CURRENT RELAY ANSI METERING CLASS @ 60 HZ THERMAL RATING | [218]
MUEER (RS ELes BO1 | B02 | BO5 | BOS | B18 | @30°C @55 C 18 /
CT355-101DR | 100/50:5 c20 1.2 - - - - 1.33 1.0 .- o
CT355-500-01 505 c10 48 48 20 20 573 [145] . i ®
CT355-500 50:5 C20 48 4.8 2.0 2.0 Bag S |
CT365-750 755 c20 24 | 24 - - - 20 20 L @ e o ad)
CT355-101 1005 c20 12 24 4.8 48 - 20 20 b 9 -
f
1.30
R1La [ReE] ’ ??jﬂ.usj [33]

www.amranit.com




Ground Fault Sensors (600 V) A A N

INST] [ENT TRANSFORMERS

Model CTQ2340 Window 12.80"x 13.58" 600V, 10kV BIL

DIMENSIONS: mm

INSULATION LEVEL 16340 (415 0] - s
600 V, BIL 10kV full wave T omoms WJX /
I“‘ $

2250

FREQUENCY
60 Hz

4500
Mdsem] [

{— 24 [8.0mm]

THERMAL RATING
2.0 @ 30 deg. C ambient 1358
RS Al 7 [345.0rarn]
f

OUTER ENCAPSULATION ! F—— st
Resin Cased g e

E]
SECONDARY TERMINALS [P
Brass screw # 10-32 with one flat washer, accessible
from either side = L

A"\ @ e / B
c us E205113 231838 O, 12.80 [325. ]
.

180. ;rrm]_j

7 Degery 4 [18.2mm]
UL, cUL Recognized and CSA Certified
& [4.8mm] VIEW A-A

As per ANSVIEEE C57.13, 1EC, OR relevant
standard

/—m 0 [Res.omm]
&
™ o12.7mem

CATALOG NUMBER CURRENT RATIO RELAY CLASS @ 60Hz THERMAL RATING 30°C

CTQ2340-101DR 100/50:5 C20 @ 100:5, C10 @ 50:5 2.0

Model CT428
INSULATION LEVEL
600 V, BIL 10kV full wave ] T T T 11
FREQUENCY I L1
50-400 Hz | ‘
g OUTER ENCAPSULATION : ‘
c“ US ex0s1s Resin Encapsulated
SECONDARY TERMINALS
° Brass screw # 10-32 with one flat washer and lock |55
31838 washer r[ 321
UL, cUL Recognized and CSA Certified =
«  Asper ANSVIEEE C57.13, IEC, OR relevant F= =7 f
standard
Equivalent to GE-ITI MODEL 593, 594 and ABB MODEL BYZ-L
CURRENT Rel. THERMAL RATING DEPTH
elay Hi A
CATALOG NUMBER
RATIO Class ‘A 5 i
O 55°C POLARITY MARK (2598 1
CT428-500 50:5 c10 20 20 45
2756 2206 45
17001 [560] =12
CT428-750 75:5 C20 20 20 55
CT428-101 100:5 C30 20 20 55
CT428-151 150:5 C50 20 2.0 55
CT428-201 200:5 C50 20 20 55 \ /
CT428-301 300:5 C100 2.0 20 55 T
—— ] o
CT428-401 400:5 C100 20 2.0 55 L v e e il 23?
HTE[B;J —r 502, <06 — Lo
CT428-501 500:5 €200 20 20 55 (507 08 ¢ loa
28l ]




Rectangular Current Transformers AWN
INST] [ENT TRANSFORMERS

Model CT405 Window 1.69" x 0.43", 600V, 10kV BIL Full Wave

DIMENSIONS: All di ions are in mm
+1
[ e ]
—— W3»Bnm BRASL FEMALE
Y TEFMIMNAL WITH CHHO SCREW '
5, . =t |
\\ NS
s b = 1

3 POLARITY -
i HARKIHEG Fda s

[ c
.\ P 5 [ b
H US e20s113 231838 : 27 Smax
INSULATION LEVEL
600V; BIL 10kV RATIO m'ﬁé,x_ Biol Siig Dﬂ t
=00 =00
FREQUENCY 400,758 JB.3 M 43 31 €0
50/60 Hz. £30,/58 78.3 11 43 37 &0
THERMAL RATING BOO/ 54 78.3 11 43 31 &0
2.0 @ 30 deg. C ambient 1800,/54 7B.3 15 43 31 80
1.5 @ 55 deg. C ambient
1250,/54 | 7B.3 15 43 3 60
OUTER ENCAPSULATION 1800,/54 | 10B.3 18 a3 31 80
Resin casted(PU/Epoxy) 2000/54 | 1083 18 23 BT o0
SECONDARY TERMINALS a500/54 | 155.3 18 193 k2 140
Brass screw with one flat washer and lock washer
3200454 | 155.3 18 123 a1 140
Catalog Number Current Ratio ID (mm) Burden VA Accuracy class (50 Hz.)
IEC 60044
CT405-XXX 400:5 A to 800:5A 43 X 11 1 VAto 10 VA | Class 0.2to Class 1.0
CT406-XXX 1000:5A to 1250:5A |43 X 15 1 VAto 10 VA | Class 0.2to Class 1.0
CT407-XXX 1600:5A to 2000:5A | 83 X 18 1 VAto 10 VA | Class 0.2to Class 1.0
CT408-XXX 2500:5A to 3200:5A | 123 X 18 1 VAto 10 VA | Class 0.2 to Class 1.0

sales@amranit.com 163
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Rectangular Current Transformers AWN
INST] [ENT TRANSFORMERS

Model CT406 Window 1.69” x 0.59", 600V, 10kV BIL Full Wave

DIMENSIONS: All di ions are in mm
+1
[ e ]
—— W3»Bnm BRASL FEMALE
Y TEFMIMNAL WITH CHHO SCREW '
5, . =t |
\\ NS
s b = 1

3 POLARITY -
i HARKIHEG Fda s

[ c
.\ P 5 [ b
H US e20s113 231838 : 27 Smax
INSULATION LEVEL
600V; BIL 10kV RATIO m'ﬁé,x_ Biol Siig Dﬂ t
=00 =00
FREQUENCY 400,758 JB.3 M 43 31 €0
50/60 Hz. £30,/58 78.3 11 43 37 &0
THERMAL RATING BOO/ 54 78.3 11 43 31 &0
2.0 @ 30 deg. C ambient 1800,/54 7B.3 15 43 31 80
1.5 @ 55 deg. C ambient
1250,/54 | 7B.3 15 43 3 60
OUTER ENCAPSULATION 1800,/54 | 10B.3 18 a3 31 80
Resin casted(PU/Epoxy) 2000/54 | 1083 18 23 BT o0
SECONDARY TERMINALS a500/54 | 155.3 18 193 k2 140
Brass screw with one flat washer and lock washer
3200454 | 155.3 18 123 a1 140
Catalog Number Current Ratio ID (mm) Burden VA Accuracy class (50 Hz.)
IEC 60044
CT405-XXX 400:5 A to 800:5A 43 X 11 1 VAto 10 VA | Class 0.2to Class 1.0
CT406-XXX 1000:5A to 1250:5A |43 X 15 1 VAto 10 VA | Class 0.2to Class 1.0
CT407-XXX 1600:5A to 2000:5A | 83 X 18 1 VAto 10 VA | Class 0.2to Class 1.0
CT408-XXX 2500:5A to 3200:5A | 123 X 18 1 VAto 10 VA | Class 0.2 to Class 1.0

sales@amranit.com 165
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Rectangular Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

4.44£0.04
(3.00) {0.72)
(RE.08} \
e A 1
| | l
t % g t I 1.3810.04
(0:28) —w=]| |- -
-~
A & P i
H US k205113 231838 x‘_"El (1.28)
Equivalent to GE-ITI MODEL 584
INSULATION LEVEL
600 V, BIL 10kV full wave
NAMEPLATE
FREQUENCY
50-400 Hz
THERMAL RATING
1.33 @ 30 deg. C ambient
1.0 @ 55 deg. C ambient b 0. 264002
OUTER ENCAPSULATION * \O @J §
Plastic Cased {
(o.z8) —
SECONDARY TERMINALS R by RO.25
Brass screw # 10-32 x %4” pan HD, slotted with B | —
one flat and one lock washer
RO.08 “« — 0.24
ANSI METERING CLASS @ 60 HZ ., J
CURRENT Na—8s
CATALOG NUMBER RATIO [l 1

BO.1 B0.2 B0.5 B0.9 B1.8

CT426-162 1600:5 0.3 0.3 0.6 0.6 1.2
CT426-202 2000:5 0.3 0.3 0.6 0.6 1.2
CT426-252 2500:5 0.3 0.3 0.6 0.6 0.6
CT426-302 3000:5 0.3 0.3 0.3 0.6 0.6

CT426-322 3200:5 0.3 0.3 0.3 0.6 0.6




Rectangular Current Transformers AWWN
INST] [ENT TRANSFORMERS

Model CT403 Window 2.56" x 4.0", 600V, 10kV BIL Full Wave

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

4.75 [120.7]
| |
POLARITY 1
MARKING t " ) |
| |
| !
i | 2.56 [65.0]
i ! 10 [254.0]
| |
i 4 [101,6] ! 4.83 [122.7]
L. ® |
c“us E205113 @ 231838 | }
| iy
INSULATION LEVEL [ I
0.6 V; BIL 10kV full wave 6.5 [165.1]
FREQUENCY LABEL
50 - 400 Hz. s .
RATING FACTOR 276 ! !

1.0 @ 30 deg. C ambi o) \
! eg. C ambient

¢ | | _ 7' 354 [89.9] 472 [120.0]
OUTER ENCAPSULATION x2 X1

Polyurethane/Epoxy Resin Encapsulated |

4nos J

TERMINALS HOLE @0.39 [10mm].
Brass insert with No 10-32 UNF screw. One 516 [131.1]
flat washer, and one lockwasher.

SEC. TERMINAL

10-32UNF
APPROX. WEIGHT #WITH ONE FLAT WASHER
22.0 Ibs. AND LOCK WASHER

r T ~

Catalog | Current| Relay
Number Ratio Class

CT403-502 | 5000:5 C50
CT403-552 | 5500:5 C50
CT403-602 | 6000:5 C50
CT403-652 | 6500:5 C50
CT403-702 | 7000:5 C50
CT403-752 | 7500:5 C50
CT403-802 | 8000:5 C50
CT403-852 | 8500:5 C50 L )

CT403-902 | 9000:5 | _ C50 L amrmo |
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Rectangular Current Transformers

GN US k205113 @® 231838

INSULATION LEVEL
600 V, BIL 10kV full wave

FREQUENCY
60-400 Hz

THERMAL RATING
1.33 @ 30 deg. C ambient
1.0 @ 55 deg. C ambient

OUTER ENCAPSULATION
Plastic Cased

SECONDARY TERMINALS
Brass screw # 8-32 with one flat washer
and lock washer, and two nuts.

7.05 [178.1]

CATALOG CURRENT CLESESLAY(@ LIS

NUMBER RATIO B B 502
CT425-101-01 100:5 - 24 24
CT425-151-01 150:5 c10 12 24
CT425-201-01 2005 c10 0.6 12
CT425-251-01 2505 c10 0.6 0.6
CT425-301-01 3005 c10 0.6 0.6
CT425-401-01 400:5 c20 0.3 03
CT425-501-01 5005 c20 0.3 03
CT425-601-01 6005 c20 0.3 03
CT425-751-01 7505 c20 0.3 03
CT425-801-01 8005 c20 0.3 03
CT425-102-01 1000:5 50 0.3 03
CT425-122-01 1200:5 C50 0.3 03
CT425-152-01 1500:5 C50 0.3 03
CT425-162-01 1600:5 C50 0.3 03
CT425-202-01 2000:5 50 0.3 03

INSTRUMENT TRANSFORMERS

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

286 [73.2]

| _— RaTO LaBEL

.00 [23.0] <

0,88 [22.3] -

%2 TERMINAL
7

sn2E1 [#7.1] [ 027 [E
4 PLACES © 1

—=| 40 [10.2]

] !

f

188 [277]

283 [66.7] ﬁ_\

o |

!

MAMEFLATE LABEL
2 PLACES

225 [57.2] |

T.B5 [194.3

390 [E9.1] ——

RING CLASS @ 60 HZ S'ﬁﬁ’;ﬁfg\(

BO5 | B09 | B18 R'fgg;?”oﬁ'z
- - - 0.0108
- - - 0.0260
24 - - 0.0667
12 24 - 0.0821
12 24 - 0.0975
06 12 24 0.1283
06 12 12 0.1590
03 0.6 12 0.1900
03 0.3 0.6 0.2362
03 0.3 06 0.2520
03 0.3 0.3 0.3130
03 0.3 0.3 0.2805
03 0.3 0.3 0.4384
03 0.3 0.3 0.4667
03 0.3 0.3 0.5813




Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT401 Window 3.25” x 4.25", 600V, 10kV BIL

INSULATION LEVEL DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):
0.6 V; BIL 10kV full wave

6.88 [174.8] 05 [127]

FREQUENCY
50 - 400 Hz.

038 [9.7] 6.12 [155.4]

4 HOLESX@0.28 [97.1]

0.37 [9.5]

RATING FACTOR
1.33 @ 30 deg. C ambient {f

OUTER ENCAPSULATION
Plastic Case

o/

TERMINALS
Brass studs No 10-32 UNC with one flat

washer, lockwasher and regular nut. 375 [1400] | 325 f82:5] R

5 [127.0]

APPROX. WEIGHT
12. Ibs.

c“ us E205113 @® 231838 é?, 4¢,

Equivalent to GE-ITI MODEL 561

Q=

1.31 [33.4 4.25 [107.9]

Catalog | Current ANSI Metering Class at 60Hz
Number Ratio
B0.1 B0.2 B0.5 B0.9 B1.8
CT401-101 100:5 24 2.4 - - - 1.87 [47.6]
CT401-151 150:5 1.2 2.4 - - -
CT401-201 | 200:5 0.6 1.2 2.4 2.4 - -
CT401-251 250:5 0.6 0.6 1.2 2.4 -
CT401-301 300:5 0.3 0.6 1.2 1.2 2.4
CT401-401 | 4005 | 03 0.3 0.6 1.2 1.2 2 ool
CT401-501 500:5 0.3 0.3 0.3 0.6 0.6
CT401-601 600:5 0.3 0.3 0.3 0.3 0.6 -
CT401-751 750:5 0.3 0.3 0.3 0.3 0.6
CT401-801 800:5 0.3 0.3 0.3 0.3 0.6
CT401-102 | 1000:5 0.3 0.3 0.3 0.3 0.3
CT401-122 | 1200:5 0.3 0.3 0.3 0.3 0.3
CT401-152 | 1500:5 0.3 0.3 0.3 0.3 0.3
CT401-162 1600:5 0.3 0.3 0.3 0.3 0.3 BRASS STUD NO. 10-32 UNC
WITH ONE FLAT WASHER,
CT401-202 | 2000:5 0.3 0.3 0.3 0.3 0.3 e GUAR T
CT401-252 | 2500:5 | 0.3 0.3 0.3 0.3 0.3 e oS
CT401-302 | 3000:5 0.3 0.3 0.3 0.3 0.3
CT401-322 | 3200:5 0.3 0.3 0.3 0.3 0.3
CT401-402 | 4000:5 | 0.3 0.3 0.3 0.3 0.3 i
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Rectangular Current Transformers AWN
INST] [ENT TRANSFORMERS

Model CT407 Window 3.26" x 0.71", 600V, 10kV BIL Full Wave

DIMENSIONS: All di ions are in mm
+1
[ e ]
—— W3»Bnm BRASL FEMALE
Y TEFMIMNAL WITH CHHO SCREW '
5, . =t |
\\ NS
s b = 1

3 POLARITY -
i HARKIHEG Fda s

[ c
.\ P 5 [ b
H US e20s113 231838 : 27 Smax
INSULATION LEVEL
600V; BIL 10kV RATIO m'ﬁé,x_ Biol Siig Dﬂ t
=00 =00
FREQUENCY 400,758 JB.3 M 43 31 €0
50/60 Hz. £30,/58 78.3 11 43 37 &0
THERMAL RATING BOO/ 54 78.3 11 43 31 &0
2.0 @ 30 deg. C ambient 1800,/54 7B.3 15 43 31 80
1.5 @ 55 deg. C ambient
1250,/54 | 7B.3 15 43 3 60
OUTER ENCAPSULATION 1800,/54 | 10B.3 18 a3 31 80
Resin casted(PU/Epoxy) 2000/54 | 1083 18 23 BT o0
SECONDARY TERMINALS a500/54 | 155.3 18 193 k2 140
Brass screw with one flat washer and lock washer
3200454 | 155.3 18 123 a1 140
Catalog Number Current Ratio ID (mm) Burden VA Accuracy class (50 Hz.)
IEC 60044
CT405-XXX 400:5 A to 800:5A 43 X 11 1 VAto 10 VA | Class 0.2to Class 1.0
CT406-XXX 1000:5A to 1250:5A |43 X 15 1 VAto 10 VA | Class 0.2to Class 1.0
CT407-XXX 1600:5A to 2000:5A | 83 X 18 1 VAto 10 VA | Class 0.2to Class 1.0
CT408-XXX 2500:5A to 3200:5A | 123 X 18 1 VAto 10 VA | Class 0.2 to Class 1.0
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Rectangular Current Transformers

INSULATION LEVEL
0.6 V; BIL 10kV full wave

FREQUENCY
50 - 400 Hz.

RATING FACTOR
1.33 @ 30 deg. C ambient

OUTER ENCAPSULATION
Plastic Case

TERMINALS
Brass studs No 10-32 UNC with one flat

washer, lockwasher and regular nut.

APPROX. WEIGHT

12. 1bs.
GN US Ex0s113 @® 231838
Equivalent to GE-ITI MODEL 567
Catalog | Current ANSI Met
Number Ratio
BO0.1 B0.2
CT402-201 200:5 2.4 24
CT402-251 250:5 1.2 24
CT402-301 | 300:5 1.2 1.2
CT402-401 400:5 0.6 1.2
CT402-501 500:5 0.6 0.6
CT402-601 600:5 0.6 0.6
CT402-751 750:5 0.3 0.6
CT402-801 800:5 0.3 0.6
CT402-102 | 1000:5 0.3 0.3
CT402-122 | 1200:5 0.3 0.3
CT402-152 | 1500:5 0.3 0.3
CT402-162 | 1600:5 0.3 0.3
CT402-202 | 2000:5 0.3 0.3
CT402-252 | 2500:5 0.3 0.3
CT402-302 | 3000:5 0.3 0.3
CT402-322 | 3200:5 0.3 0.3

DIMENSI

ALL DIMENSI

ARE IN INCHES [mm]):

653 [165.9]

INSTRUMENT TRANSFORMERS

475 [120.6]

4 HDLESX90.28 [97.1]

o a4
5.53 [140.5]
375 [95.2]
6.13 [155.7)
0.59 [15.0] @ @
BRASS STUD NO. 10-32 UNC 2 [50.8) &HTT—{ WL%E%A%EFERSTUDS
gég%\ﬁi\%iéjﬁ; WHSHER, 2.76 [70.0] FLAT WASHER & H’EX. NUT
(TIGHTENING foRu\
16.2 in-lb.)
=
—
075 1[19‘0] ‘ 037*[9 4] 113 [287]
7.13 [181.1]
aring Class at 60Hz
B0.5 B0.9 B1.8
24 - -
24 2.4 -
1.2 24 -
1.2 1.2 24
0.6 1.2 24
0.6 1.2 1.2
0.6 0.6 1.2
0.3 0.6 0.6
0.3 0.3 0.6
0.3 0.3 0.6
0.3 0.3 0.6
0.3 0.3 0.3
0.3 0.3 0.3
0.3 0.3 0.3




Rectangular Current Transformers AWN
INST] [ENT TRANSFORMERS

Model CT400 Window 4.00" x 5.38", 600V, 10kV BIL Full Wave

DIMENSIONS: All di ions are in mm
.65 [1933]
RS R;‘.:o] 7.3 [181.1]
.35 [6.35
|
n.8a [:la.aﬁ] TR,
{— —rH 2 [
.30 [18e.a2] Ao [101.6]
513 [130.9]
T
4 Mosxe? [20.26]
Li
c us E205113 231838 ‘#Qf —(J{r— 114 [2a.01]

Equivalent to GE-ITI MODEL 562 113 [96.50)

INSULATION LEVEL nz 1[;;1:3]
0.6 V; BIL 10kV full wave \

FREQUENCY |
60 Hz. i i :
|

|
T 0.5 [14.3]
I
|I
|
|

RATING FACTOR
1.33 @ 30 deg. C ambient
1.00 @ 55 deg. C ambient

OUTER ENCAPSULATION o
Plastic Case Az [F0.0e]

TERMINALS
Brass studs No 10-32 UNC with one flat washer, B e <
lockwasher and regular nut. [15] £46t

APPROX. WEIGHT
12. Ibs. —

200 [50.8]

CATALOG |CURRENT ANSI METE(?()";I-S CLASS AT

NUMBER RATIO _ B
B0.1|B0.2|B0.5| B0.9 | B1.8
CT400-202 200055 |03 |03 |03 | 06 | 06 I
CT400-252 250055 | 03]03]03| 03 | 0.6

CT400-302 30005 | 03]03/03| 03 |06
CT400-322 320055 | 03]03]03]| 03 | 06
CT400-352 35005 | 03]03/03] 03 |03
CT400-402 4000:;5 |1 030303 ) 03 | 03
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT409 Window 4.25” x 1.18", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

MFG RATING LABEL

I 2.20—

RATING LABEL
/ (REF) 0.2
pr—

‘ ! 1.0

0.88 i

B — i
ﬂ a
1'?0 u?u “n“ 0.50-
0.6 .
~lo.89 Lz.oo—- SOAE 0.700
(] ® o
G“ US e20s113 @ 231838 S%i 272 2 J
® o4l 0.50
@ o
INSULATION LEVEL S )
600 V, BIL 10kV full wave .
SEE DETALL A \ /
FREQUENCY ]
50-400 Hz 6.28
THERMAL RATING -2 658
1.33 @ 30 deg. C ambient 0.3 TALL TEXT T\
1.5 @ 50 deg. C ambient SHOWN REF
OUTER ENCAPSULATION
Plastic Cased - ¢o.zaw\ b 1.0]14
(@ OF—"——
SECONDARY TERMINALS 0300
Brass screw # 8-32 with one flat washer and lock —l1.18
washer
RELAY Al ANSI METERING CLASS @ 60 HZ SECONDARY
CATALOG CURRENT CLASS WINDING
NUMBER RATIO 60 HZ RESISTANCE
(@ ) | Bo.1 B0.2 B0.5 B0.9 B1.8 (Q@75" C)
CT409-101 100:5 N/A 24 1.2 - - - 0.0313
CT409-151 150:5 N/A 1.2 1.2 - - - 0.0236
CT409-201 200:5 N/A 0.6 1.2 24 - - 0.0651
CT409-251 250:5 Cc10 0.6 0.6 24 - - 0.0460
CT409-301 300:5 C10 0.6 0.6 1.2 2.4 - 0.0760
CT409-401 400:5 C20 0.3 0.3 0.6 24 - 0.1063
CT409-501 500:5 Cc20 0.3 0.3 0.6 1.2 24 0.1394
CT409-601 600:5 C20 0.3 0.3 0.3 1.2 1.2 0.1509
CT409-751 750:5 C20 0.3 0.3 0.3 0.6 1.2 0.1858
CT409-801 800:5 C20 0.3 0.3 0.3 0.3 0.6 0.2091
CT409-102 1000:5 C20 0.3 0.3 0.3 0.3 0.6 0.2673
CT409-122 1200:5 C50 0.3 0.3 0.3 0.3 0.3 0.3480
CT409-152 1500:5 C50 0.3 0.3 0.3 0.3 0.3 0.3948
CT409-162 1600:5 C50 0.3 0.3 0.3 0.3 0.3 0.4180
CT409-202 2000:5 C50 0.3 0.3 0.3 0.3 0.3 0.5109
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT410 Window 4.29"” x 3.24", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

WFS RATNG LABEL
D\ 36 (REF)
[——2.20——| ,—RATNG LABEL o2
(&) o2 @ @1\%’

f [} [¢]
110

2.46 ‘
\ 0‘279 “l‘]” ur‘ru A
e ] 0501 A

‘ o.88

20—

26

SCALE 0.300
—2.09———2.72——

x1
SEE DETAIL A /< ,

“ s:p : b : T
c “s E205113 231838 @ S

INSULATION LEVEL
600 V, BIL 10kV full wave \v
FREQUENCY e
50-400 Hz 4.29 7.95
THERMAL RATING |
1.33 @ 30 deg. C ambient “E‘N;éﬁéé
1.00 @ 55 deg. C ambient x mozm\ » e
OUTER ENCAPSULATION l
Plastic Cased J
3.24 0.38
SECONDARY TERMINALS .1
Brass screw # 8-32 with one flat washer and lock a0
washer, accessible from either side
RELAY ANSI METE RING CLASS @ 60 HZ SECONDARY
CATALOG CURRENT CLASS WINDING
NUMBER RATIO @ 60 HZ RESISTANCE
( ) | Bo.1 | Bo2 B0o.5 | B0.9 | B18 (Q@75° C)
CT410-101 100:5 - 2.4 2.4 - - - 0.03356
CT410-151 150:5 C10 2.4 2.4 - - - 0.03830
CT410-201 200:5 C10 0.6 1.2 2.4 - - 0.04760
CT410-251 250:5 C10 0.6 1.2 1.2 2.4 2.4 0.09670
CT410-301 300:5 C20 0.6 0.6 1.2 1.2 2.4 0.04350
CT410-401 400:5 C20 0.3 0.6 0.6 1.2 2.4 0.15097
CT410-501 500:5 C20 0.3 0.3 0.6 0.6 1.2 0.18580
CT410-601 600:5 C50 0.3 0.3 0.3 0.6 0.6 0.21136
CT410-751 750:5 C50 0.3 0.3 0.3 0.3 0.6 0.26710
CT410-801 800:5 C50 0.3 0.3 0.3 0.3 0.6 0.29030
CT410-102 1000:5 C50 0.3 0.3 0.3 0.3 0.3 0.36002
CT410-122 1200:5 C100 0.3 0.3 0.3 0.3 0.3 0.39480
CT410-152 1500:5 C50 0.3 0.3 0.3 0.3 0.3 0.41810
CT410-162 1600:5 C50 0.3 0.3 0.3 0.3 0.3 0.42960
CT410-202 2000:5 C50 0.3 0.3 0.3 0.3 0.3 0.60340
CT410-252 2500:5 C100 0.3 0.3 0.3 0.3 0.3 0.70840
CT410-302 3000:5 C50 0.3 0.3 0.3 0.3 0.3 0.65030
CT410-322 3200:5 C50 0.3 0.3 0.3 0.3 0.3 0.70840
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT411 Window 4.25” x 5.67", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

[—220— RATING LABEL
(REF)

x1 —“. X2
SEE DETAIL A\ /<
]

© (s p ® 4.25 7.95
l:“ US e20s113 231838

0.3 TALL TEXT
ENGRAVED
SHOWN REF

4X mo.zm\ i ij
@

INSULATION LEVEL ‘ 0.385

600 V, BIL 10kV full wave .

FREQUENCY I 05 i

50-400 Hz

THERMAL RATING ure RaTne Lo o

1.33 @ 30 deg. C ambient Lo [ pee £o2

1.0 @ 55 deg. C ambient \ ol

OUTER ENCAPSULATION i

Plastic Cased

SECONDARY TERMINALS \\‘\

Brass screw # 8-32 with one flat washer and lock \\/\\

washer, accessible from either side 40 [

RELAY A NSI METERING CLASS @ 60 HZ SECONDARY
CATALOG CURRENT CLASS WINDING
NUMBER RATIO 60 HZ RESISTANCE
(@ ) | BO.1 B0.2 B0.5 B0.9 B1.8 (Q@75° C)

CT411-202 2000:5 C100 0.3 0.3 0.3 0.3 0.3 0.5450
CT411-252 2500:5 C100 0.3 0.3 0.3 0.3 0.3 0.6387
CT411-302 3000:5 C100 0.3 0.3 0.3 0.3 0.3 0.7781
CT411-322 3200:5 C100 0.3 0.3 0.3 0.3 0.3 0.8477
CT411-402 4000:5 C50 0.3 0.3 0.3 0.3 0.3 0.8245
CT411-502 5000:5 C50 0.3 0.3 0.3 0.3 0.3 1.0450

www.amranit.com sales@amranit.com 185




Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT420 Window 4.26" x 2.77", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

l=— s02fh [127.5005] —=— RATID LeEL
\

e
i ! //
a.88 [22.2]

T % ¢

[

034 [85] —w) }—_—_ 275 [mad] 7,— ¥2 TERMINAL = 1.50 [38.2]
¥t TERMINAL - r 054 [137] {

j

|
I 3.88 [38.:8]
l
t

A
X i e e
L]
l:“‘ US e20s113 @ 231838 _T{ ] ’—‘ [§ f 037 [8F] —_i < S o 1
a2 [58]
"\
\
'

747 [182.1]

INSULATION LEVEL
600 V, BIL 10kV full wave
FREQUENCY 425 [1omz] A G230 [6q 27 863 [168.4]
60-400 Hz N
[ e
THERMAL RATING

1.33 @ 30 deg. C ambient
1.0 @ 55 deg. C ambient

\\l \
A\ | R R

OUTER ENCAPSULATION : ik \

Plastic Cased 277 [r04%Y] b 4x eo.zatgfe [7178F]

SECONDARY TERMINALS \X MNERLAE

Brass screw # 8-32 with one flat washer, lock washer, and 43540000 [0 e803] [

two regular nuts.

RELAY AN ISI METERING CLASS @ 60 HZ SECONDARY

CATALOG CURRENT CLASS WINDING
NUMBER RATIO (@60HZ) | Bo.1 B0O2 | BO.5 | B0O.9 | B18 RI(E(?(I@S'/TSA:%?E
CT420-101 100:5 N/A 24 24 - - - 0.0270
CT420-151 150:5 C10 24 24 - - - 0.0321
CT420-201 200:5 C10 0.6 1.2 24 24 - 0.0465
CT420-251 250:5 C10 0.6 1.2 1.2 24 24 0.1084
CT420-301 300:5 C20 0.6 0.6 1.2 1.2 24 0.1287
CT420-401 400:5 Cc20 0.3 0.6 0.6 1.2 24 0.1702
CT420-501 500:5 C20 0.3 0.3 0.6 0.6 1.2 0.2112
CT420-601 600:5 C50 0.3 0.3 0.3 0.6 0.6 0.2791
CT420-751 750:5 C50 0.3 0.3 0.3 0.3 0.6 0.3146
CT420-801 800:5 C50 0.3 0.3 0.3 0.3 0.6 0.3344
CT420-102 1000:5 C50 0.3 0.3 0.3 0.3 0.3 0.4178
CT420-122 1200:5 C100 0.3 0.3 0.3 0.3 0.3 0.6801
CT420-152 1500:5 C50 0.3 0.3 0.3 0.3 0.3 0.6435
CT420-162 1600:5 C50 0.3 0.3 0.3 0.3 0.3 0.6862
CT420-202 2000:5 C50 0.3 0.3 0.3 0.3 0.3 0.8811
CT420-252 2500:5 C100 0.3 0.3 0.3 0.3 0.3 1.0872
CT420-302 3000:5 C50 0.3 0.3 0.3 0.3 0.3 1.1968
CT420-322 3200:5 C50 0.3 0.3 0.3 0.3 0.3 1.2914
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Rectangular Current Transformers AWN
INST] [ENT TRANSFORMERS

Model CT408 Window 4.84" x 0.71", 600V, 10kV BIL Full Wave

DIMENSIONS: All di ions are in mm
+1
[ e ]
—— W3»Bnm BRASL FEMALE
Y TEFMIMNAL WITH CHHO SCREW '
5, . =t |
\\ NS
s b = 1

3 POLARITY -
i HARKIHEG Fda s

—lc ]
| 27 5!:0:
A @ -
(H US r20s113 231838
RATIO A %_1 o C+‘|G D C
max HE fha 1
400/548 7B.3 1 43 31 &0
B30,/84 783 11 43 31 &0
INSULATION LEVEL
600V; BIL 10kV BOO/5A 78.3 " 43 31 &0
TUOU/ﬁA TB.3 15 43 3 60
FREQUENCY
50/60 Hz. 125054 7B.3 15 43 31 80
1800,/54 | 1083 18 83 31 50
THERMAL RATING
2.0 @ 30 deg. C ambient 2000/84 | 1985 | 18 83 9 >0
15 @ 55 deg C ambient 250|:|/5A 155.3 18 123 21 140
OUTER ENCAPSULATION 3200454 | 155.3 14 123 k3| 140
Resin casted(PU/Epoxy)
SECONDARY TERMINALS
Brass screw with one flat washer and lock washer
Catalog Number Current Ratio ID (mm) Burden VA Accuracy class (50 Hz.)
IEC 60044
CT405-XXX 400:5 A to 800:5A 43 X 11 1 VAto 10 VA | Class 0.2 to Class 1.0
CT406-XXX 1000:5A to 1250:5A |43 X 15 1 VAto 10 VA | Class 0.2 to Class 1.0
CT407-XXX 1600:5A to 2000:5A | 83 X 18 1 VAto 10 VA | Class 0.2 to Class 1.0
CT408-XXX 2500:5A to 3200:5A | 123 X 18 1 VAto 10 VA | Class 0.2 to Class 1.0
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Rectangular Current Transformers

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

g.azsnmen
RATO LemEL
[ / [
] ; ]
| il | I |
2875
\ | Lﬁ& |
| I
| | !
' 200 =] H:M ARG
x1
— 275 —| — w2 .
RO:30 — 0.27 \ 4 S SEE NOTE 5 e
\ i \ | el g
——to @ 5 0
@ | @ ¥, R K

SEE NOTE ?y
C US k205113 C 231838 EEE

INSULATION LEVEL FAQEAE .S i
600 V, BIL 10kV full wave
FREQUENCY
60-400 Hz 1
— H1 (2EE NOTE 7)
THERMAL RATING i ng / ik
1.33 @ 30 deg. C ambient & S . -
1.0 @ 55 deg. C ambient s
OUTER ENCAPSULATION 154 \ =
Plastic Cased .1 740010 \ f‘r‘iLR\faU:aL'EWE
{4 PLACES)
SECONDARY TERMINALS -
Brass screw # 8-32 with one flat washer and lock pe 05!,__2[:5':‘ brmz
washer, and two regular hex nuts. OURTER S LERTH
ANSI METERING CLASS @ 60 HZ T
WINDING
o CURRENT RATIO RE('@A;OC;Q)SS S RESISTANCE
(Ohms @75°
BO.1 B0.2 B0.5 B0.9 B1.8 ©
CT421-202 2000:5 €100 0.3 0.3 0.3 0.3 0.3 0.6875
CT421-252 2500:5 C100 0.3 0.3 0.3 0.3 0.3 0.8555
CT421-302 3000:5 C100 0.3 0.3 0.3 0.3 0.3 1.0634
CT421-322 3200:5 C100 0.3 0.3 0.3 0.3 0.3 1.1332
CT421-402 4000:5 C50 0.3 0.3 0.3 0.3 0.3 1.0968
CT421-502 5000:5 C50 0.3 0.3 0.3 0.3 0.3 1.3005
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT422 Window 6.33"” x 2.13", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

9.03

o
Tl H L
__35‘_\&2‘0‘_‘ 035 TYP.J

A1 TERMINAL
#8-32 STUD

3.02 ]
a Csp® H1 LABEL —=L. 2R SEE NOTE 4
[H US k205113 231838 40020
. 4
s A2
INSULATION LEVEL a0 I I r
600 V, BIL 10kV full wave ( TYP. } 8 - g ’ (
1 i 3 1
FREQUENCY (D - | 125 O T
60-400 Hz ! 2.9 i |
4.52 d
THERMAL RATING T
1.33 @ 30 deg. C ambient H ‘
1.0 @ 55 deg. C ambient I 1.365
L0 | +.020 213
OUTER ENCAPSULATION 1
Fully Encapsulated Casted Construction for Indoor ]
e I 60 I 1.495%015
SECONDARY TERMINALS 19 - & = {
Brass stud #8-32, supplied with one flat, one lock
washer, and one reguar hex nut.
6.30
0.28 4X
30 TYP,.— 843

ANSI METERING CLASS @ 60 HZ

CURRENT
CATALOG NUMBER R e 9
BO.1 B0.2 B0.5 B0.9 B1.8 } B
RO.10 TYP
.88
CT422-252-01 2500:5 0.3 03 0.3 0.3 0.3 —
CT422-302-01 3000:5 0.3 03 0.3 0.3 0.3
CT422-402-01 4000:5 0.3 0.3 0.3 0.3 0.3 6.00
512
CT422-502-01 5000:5 0.3 03 0.3 0.3 0.3
CT422-602-01 6000:5 0.3 03 0.3 03 0.3 —
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT423 Window 6.30” x 5.17", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

10.23
] 9.35
| {
130 .90 m | f
T 1.6
: | | I
L A0 .040J
] +.020
#8—32 5TUD 2X
(SEE NQTE 4)
A @ o
[H US E20s113 231838 — 11'0553 ~ 1, 955080 r 30
@ - - & T
INSULATION LEVEL 2.63 4
600 V, BIL 10kV full wave 1 767
FREQUENCY 5.64 ™
60-400 Hz T
i 5.17
THERMAL RATING i
1.33 @ 30 deg. C ambient 1e{ O 55
1.0 @ 55 deg. C ambient : 1.55 r
020
OUTER ENCAPSULATION
Fully Encapsulated Casted Construction for Indoor i i
use. Q- 1 -4
SECONDARY TERMINALS 55 o8.28.4X
Brass stud #8-32, supplied with one flat, one lock g i = ol
washer, and one reguar hex nut.
6.30
30
e, 8.75
ANSI METERING CLASS @ 60 HZ
CURRENT e TYP_\
CATALOG NUMBER RATIO
Bo1 | BO2 | BO5 | BOS | B18 ]
50 — —
CT423-402-01 4000:5 0.3 0.3 0.3 0.3 0.3 J’
CT423-502-01 5000:5 0.3 0.3 0.3 0.3 0.3 o) 01 827
Ct423-602-01 6000:5 0.3 0.3 0.3 0.3 0.3 B S _t




Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT424 Window 6.33" x 1.79", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

9.86

i |

1.25 .B75%00
e I L L1l

f ! | 1.160-
L .GSEIJ

40
+020

#8-32 STUD 2%
(SEE NOTE 4)

R 352
A, E e
c “s E205113 231838

¥1 LABEL ~.85 30
N L
INSULATION LEVEL = =
600 V, BIL 10kV full wave ‘ sed (@
[ 1.335 &
FREQUENCY 3.0 +£.020

60-400 Hz |
| o0 .
THERMAL RATING

1.33 @ 30 deg. C ambient 1185 \ G028 4%
1.0 @ 55 deg. C ambient X2 LABEL. 0300 1010 = ;

Q-

1.79 |

Y

o
|
|
I

H1 LABEL

OUTER ENCAPSULATION
Fully Encapsulated Casted Construction for Indoor §.33
use.

8,43
SECONDARY TERMINALS

Brass stud #8-32, supplied with one flat, one lock
washer, and one regular hex nut.

R.10 TYP—\

i
ANSI METERING CLASS @ 60 HZ =0 =
CATALOG NUMBER CL}JQ?.T.E;‘T i
2.0 | 412
BO.1 B0.2 B0.5 B0.9 B1.8 |
CT424-252-01 2500:5 0.3 0.3 0.3 0.3 0.6 =

CT424-302-01 3000:5 0.3 0.3 0.3 0.3 0.3




Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Window 6.90” x 3.15", 600V, 10kV BIL

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

B.A8E0.04
— (172 [-— *

| NI

-6 A= e

| g 1

\— RO.08
B4 £0.015 f=— (0.28)
__{0.28)
AN @
[H US E20s113 231838
= =
Equivalent to GE-ITI MODEL 585 (o O] f
& —‘D {1.26)
INSULATION LEVEL
600 V, BIL 10kV full wave \
- ROZ [RE.2]
FREQUENCY
50-400 Hz 5.10 3. tD.08
+0.015 NAMEPLATE - i
THERMAL RATING
1.33 @ 30 deg. C ambient H1
1.0 @ 55 deg. C ambient y
OUTER ENCAPSULATION b
Plastic Cased )
M T @0.26+0.02

SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock s RO.25
washer — I s e00]

ANS| METERING CLASS @ 60 HZ an.07
CURRENT \ oz
CATALOG NUMBER e . I
B0l | BO2 | BO5 | BOS | B18 R S )
CT427-202 2000:5 03 03 06 0.6 12
CT427-252 2500:5 03 03 06 0.6 12
CT427-302 3000:5 03 03 06 0.6 06 5.66
+0.028
CT427-322 3200:5 03 03 06 0.6 06
CT427-402 4000:5 03 03 03 03 06
CT427-502 5000:5 03 03 03 03 03
CT427-602 6000:5 03 03 03 03 03
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT428 Window 22.06" x 8.06", 600V, 10kV BIL

‘ AR T 1T
l gL Ll
| 1358 .55
' {52 <08
3
L.0a @ 66 .
25 L1411 125
100 _ it
ﬂ e e | § el
A @ &
[H US e20s113 231838 |
Equivalent to GE-ITI MODEL 593, 594 and ABB MODEL BYZ-L
Hi
INSULATION LEVEL POLARITY MARK 2506 .6
600 V, BIL 10kV full wave [B37] =
FREQUENCY 2756 2206 45
50-400 Hz [7001 =
OUTER ENCAPSULATION
Resin Encapsulated
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer and lock
washer \ /
THERMAL RATING LS — > o
CATALOG NUMBER CIRRIr | IRy DEPTH 125 27
RATIO Class A 7 S ma N o 805 L G2
30°C 55°C e ™[ >p5 1 06— [Z0
by, T
f7g1 0o 108
CT428-500 50:5 C10 2.0 2.0 4.5 C2al]
CT428-750 75:5 C20 2.0 2.0 55
CT428-101 100:5 C30 2.0 2.0 55
CT428-151 150:5 C50 2.0 2.0 5.5
CT428-201 200:5 C50 2.0 2.0 55
CT428-301 300:5 C100 2.0 20 55
CT428-401 400:5 C100 20 20 55
CT428-501 500:5 C200 20 20 55
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Rectangular Current Transformers A A N

INST] [ENT TRANSFORMERS

Window 12.80”x 13.58", 600V, 10kV BIL

Model CTQ2340-101

DIMENSIONS: All dimensions are in inches [mm

16340 [415.0mm]

2350
[57-2mm]

4500
[t smm] [~

7735 R.3 [Ré.d4mm]
[188 amm] ] |

R0 [R25.0mm] !
N/ /

LE [wl?.?rm]lll [‘.;s‘ifnm]___

| ,
: 2~ =
| — 3
T
B £
E o E
it At ) 1 2 £
[H US e20s113 231838 = = [327mm] | 24 i)
1358
[a5 0mm] : 1 E_
e 290 [i‘l\‘.’l‘nrn] Ei
INSULATION LEVEL [45.0mr] 1
600 V, BIL 10kV full wave ®
177 £
FREQUENCY [45.0mm] =
60 Hz Fach
THERMAL RATING P S [
2.0 @ 30 deg. C ambient N YA |
OUTER ENCAPSULATION
Resin Cased 1780 [325.0mm]
SECONDARY TERMINALS
Brass screw # 10-32 with one flat washer, accessible
from either side & (38t /& A [10.2mm]
APPROX. WEIGHT
85 Ibs. 75 [19.0mm]
4 [10.2mm]
&[4 8mm] /
VIEW A—A
CATALOG NUMBER | CURRENT RATIO RELAY CLASS @ 60Hz THERMAL RATING 30°C /\, A \/ R10 [R25.0mm]
CTQ2340-101DR 100/50:5 €20 @ 100:5, C10 @ 50:5 2.0 < 997’ i . EB\
A \ = [12 7mm]
=
£
]
l\ 2
= ] - $ -




Auxiliary Current Transformers A A N

INST] [ENT TRANSFORMERS

Model CT550 600V, 10kV BIL

\ - 0
c“ US e205113 C 231838 0.21 ([2)] s S[?és]/jyﬂ—b

Equivalent to GE-ITI MODEL 190, 190X
3.25 [82.5]
FREQUENCY 0.44 [1 E?)xogésno S[‘:‘ss
50-400 Hz.
RATING FACTOR U U
1.33 @ 30 deg. C ambient L
OUTER ENCAPSULATION ‘ 3.5 [88.9] ‘
Plastic Cased. Mounting Brackets included.
TERMINALS
Brass studs No 8-32 UNC with one flat washer, BRASS STUD NO. 832 UNC 4.5 [114.3]
lockwasher and regular nut. WITH ONE FLAT WASHER, 0r5 [1oa] ‘.]‘ | 038 [96]
LOCKWASHER &
APPROX. WEIGHT (TGHTENING ToRQUE N i EFWP .
2.8 lbs. 16.2 in—lb.) ‘ ‘ ‘ ‘ . T !
CATALOG CURRENT CATALOG CURRENT
NUMBER RATIO NUMBER RATIO
CT550-0100 5:0.100 CT550-6250 5:6.250
CT550-0200 5:0.200 CT550-7500 5:7.500 4.8 [124.0]
CT550-0250 5:0.250 CT550-8000 5:8.000
CT550-0500 5:0.500 CT550-10000 5:10.000
CT550-0625 5:0.625 CT550-12500 5:12.500
CT550-1000 | 5:1.000 CT550-15000 | 5:15.000 o s
CT550-1250 5:1.250 CT550-1500-5 1.500:5 1 ) oo bl
CT550-1667 | 5:1.667 CT550-1667-5 1.667:5 oo Ten f
CT550-2000 5:2.000 CT550-2500-5 2.500:5 220 pod)
CT550-2395 5:2.395 CT550-2875-5 2.875:5
CT550-2500 5:2.500 CT550-7500-5 7.500:5
CT550-2890 5:2.890 CT550-10500-5 10.500:5
CT550-3000 5:3.000 CT550-0500-1 0.500:1
CT550-3330 5:3.330 CT550-0923-1 0.923:1
CT550-3750 5:3.750 CT550-0400-1 0.400:1
CT550-4000 5:4.000 CT550-5X2-5 5+5:5
CT550-5000 5:5.000 CT550-5X3-5 5+5+5:5
CT550-5330 5:5.330 CT550-5X4-5 5+5+5+5:5
CT550-5X5-5 | 5+5+5+5+5:5
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600 Volt Voltage Transformers

Model PT101

. @
- 4 c“us E205113 sp 231838

Equivalent to GE-ITI MODEL 468

CATALOG |VOLTAGE| TURNS

NUMBER | RATING RATIO ACCURACY

PT101-069 | 69.3:120 0.58:1
PT101-120 | 120:120 11

PT101-208 | 208:120 1.73:1
PT101-240 | 240:120 21

PT101-277 | 277:120 2.31:1
PT101-288 | 288:120 2.4:1
PT101-300| 300:120 2.51

0.6% @ 7.5VA
0.6% @ 7.5VA
0.6% @ 7.5VA
0.6% @ 7.5VA
0.6% @ 7.5VA
0.6% @ 7.5VA
0.6% @ 7.5VA

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
60 Hz.

ACCURACY CLASS
0.6% @ all burdens upto
7.5VA and 1.5% upto
20VA burden

THERMAL RATINGS
75 VA @ 30 deg. C ambient
50 VA @ 55 deg. C ambient

OUTER ENCAPSULATION
Polyurethane/Epoxy Resin
Encapsulated

TERMINALS

Brass studs No 8-32 UNC
with one flat washer, lock-
washer and regular nut.

APPROX. WEIGHT

DIMENSIONS: All di

A AN

INST] [ENT TRANSFORMERS

600V, 10kV BIL Full Wave

are in millimeters [inches]

1505 [0.75]
.1527|L| 2

| H2

7437 [181]

fnas [215]

73 [o31]

Hi
Bizss
LABEL L’l?_lﬂj.

&Y
MARKING ———l; [yofy

]

Atex HOLES % #a9 [90:27]

[EERELY]

¥ BOSSES 4,652 [0.36]

= [130]

5 BEERT ARASS STV MO, B—17 LNG
WITH ONE FLAT WASHER,
LCCEWASHER &
REQLILAA LT,
(MGHTEMNG TOROUE

6.7 in-li}

i

H

e 3]

-E{* g/

123,42 [4.08]

4347 [158]

PT101-346 | 346:120 2.88:1 0.6% @ 7.5VA 5 Ibs.
PT101-360 | 360:120 3:1 0.6% @ 7.5VA
PT101-480 | 480:120 4:1 0.6% @ 7.5VA
PT101-600 | 600:120 5:1 0.6% @ 7.5VA
Model PT100 600V, 10kV BIL Full Wave
INSULATION LEVEL
600 V; BIL 10kV full wave DIMENSIONS: All di are in millimeters [inches]
FREQUENCY
60 Hz.
ACCURACY CLASS Lt 1

A @
c us E205113 231838

Equivalent to GE-ITI MODEL 465 and ABB MODEL PPD

CATALOG |VOLTAGE| TURNs |RECOMMENDED
NUMBER | RATING | RATIO | SECONDARY
PT100-069 | 69.3:120 | 0.58:1 1.6 Amp
PT100-120 | 120:120 1:1 1.6 Amp
PT100-208 | 208:120 | 1.73:1 1.6 Amp
PT100-240 | 240:120 | 2.1 1.6 Amp
PT100-277 | 277:120 | 2.31:1 1.6 Amp
PT100-288 | 288:120 | _ 2.4:1 1.6 Amp
PT100-300 | 300:120 | _ 2.5:1 1.6 Amp
PT100-346 | 346:120 | 2.88:1 1.6 Amp
PT100-480 | 480:120 | 4:1 1.6 Amp
PT100-600 | 600:120 | 5:1 1.6 Amp

www.amranit.com

0.6W, 1.2X @ 60 Hz

THERMAL RATINGS
150VA @ 30 deg. C ambient
100VA @ 55 deg. C ambient

OUTER ENCAPSULATION
Thermoplastic Shell

‘TERMINALS

Brass studs No 10-32 UNC
with one flat washer,
lockwasher and regular nut.

APPROX. WEIGHT
7.75 Ibs.

am [ m i'|" T




600 Volt Voltage Transformers A A N

INST] [ENT TRANSFORMERS

Model PT103 600V, 10kV BIL Full Wave

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

R0.36 (TYP)

4X 20.16 r0<22
3.94 4.38
0614— —0.85
0.21 01307 Tohs
... & e Loy ol
T T [ 1
c “s E205113 231838 1 T f L, 1
034 J—r« 1}? L“Luj 1 UJ‘,J [
Equivalent to GE-ITI MODEL 469, 2VT469 “0.41 | {-H—o0.07 |
012! P |
INSULATION LEVEL | 0-33=1 ot |
600 V; BIL 10kV full wave ‘ |
L i ) 0.47
T o o —*—y
FREQUENCY 0127 k émT
60 Hz. R lﬁg 07° o D.46~J 3.50 013
THERMAL RATINGS
40VA @ 30 deg. C ambient
27VA @ 55 deg. C ambient CLEAR PLASTIC COVER
OUTER ENCAPSULATION R0.43 (TYP)
Plastic cased e _x/
TERMINALS
#6-32 screws with one lockwasher and one
flatwasher 3.45
APPROX. WEIGHT a0
. 0035 =
4.5 Ibs. \ & 0.1 Q)
CATALOG VOLTAGE TURNS RECOMMENDED 4.20
NUMBER RATIO RATIO PRIMARY FUSE RATING po.1z
PT103-069 69.3:120 0.58:1 1.5 ’
PT103-120 120:120 1:1 1.0 0.49 vosTLjJ LJ
3.35
PT103-208 208:120 1.73:1 0.5
PT103-240 240:120 2:1 0.5
PT103-227 277:120 2.31:1 0.5
PT103-288 288:120 2.4:1 0.4
PT103-300 300:120 2.5:1 0.4
PT103-346 346:120 2.88:1 0.4
PT103-480 480:120 4:1 0.25
PT103-600 600:120 5:1 0.25
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600 Volt Voltage Transformers

GN US e20s113 @® 231838

Equivalent to GE-ITI MODEL 460

INSULATION LEVEL
600 V; BIL 10kV full wave

OUTER ENCAPSULATION
Polyurethane/Epoxy Resin Encapsulated

FREQUENCY TERMINALS
60 Hz. Brass studs No 10-32 with one flat washer,
lockwasher and regular nut.

ACCURACY CLASS

0.6W, 1.2X @ 60Hz APPROX. WEIGHT

THERMAL RATINGS S

150 VA @ 30 deg. C ambient

100 VA @ 55 deg. C ambient
CATALOG [VOLTAGE| TURNS
NUMBER | RATING | RATIO | ACCURACY
PT104-069| 69.3:120 0.58:1 0.6Ww, 1.2X
PT104-120| 120:120 1:1 0.6W, 1.2X
PT104-208| 208:120 1.73:1 0.6W, 1.2X
PT104-240| 240:120 2.1 0.6W, 1.2X
PT104-277| 277:120 2.31:1 0.6W, 1.2X
PT104-288| 288:120 241 0.6W, 1.2X
PT104-300| 300:120 2.51 0.6W, 1.2X
PT104-346| 346:120 2.88:1 0.6W, 1.2X
PT104-360| 360:120 3:1 0.6W, 1.2X
PT104-400| 400:120 3:33:1 0.6W, 1.2X
PT104-415| 415:120 3.45:1 0.6W, 1.2X
PT104-480| 480:120 4:1 0.6W, 1.2X
PT104-600| 600:120 5:1 0.6W, 1.2X

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

INSTRUMENT TRANSFORMERS

HI-H2

NAMEPLATE
LABEL

£1-%2

| (828; &
O =10

110217 [1201]



600 Volt Voltage Transformers AWN
Model PT105 600V, 10kV BIL Full Wave

INSULATION LEVEL
600 V; BIL 10kV full wave

FREQUENCY
60 Hz.

ACCURACY CLASS
Per Table

THERMAL RATINGS
750 VA @ 30 deg. C ambient
500 VA @ 55 deg. C ambient

4F 5
OUTER ENCAPSULATION O [ 12311 ?6‘5.| 1
Fully encapsulated with plastic case outer shell o a

TERMINALS o o
No 10-32 UNC female inserts with one screw, one
flat washer, and one lockwasher

APPROX. WEIGHT

17 lbs.
“ @@
H US e20s113 231838

e UL, cUL Recognized and CSA Certified
e As per ANSVIEEE C57.13, IEC, OR relevant
standard

Equivalent to GE-ITI MODEL 450

CATALOG |[VOLTAGE| TURNS

NUMBER | RATING | RATIO ALLIRAL Y

PT105-069| 69.3:120 |  0.58:1 0.3W. 0.6X, M. Y
PT105-120| 120:120 11 0.3W, 06X, M, Y
PT105-208| 208:120 | 1731 | 0.3W. X M. Y, 1.2Z
PT105-240| 240:120 21 03W. X, M. Y, 1.2Z

PT105-277| 277:120 2.31:1 0.3W, X, M, Y, 1.2Z
PT105-288| 288:120 2.4:1 0.3W, X, M, Y, 1.2Z
PT105-300| 300:120 2.5:1 0.3W, X, M, Y, 1.2Z
PT105-346| 346:120 2.88:1 0.3W, X, M, Y, 1.2Z
PT105-480| 480:120 4:1 0.3W, X, M, Y, 1.2Z DETAL 4
PT105-600| 600:120 5:1 0.3W, X, M, Y, 1.2Z

LABEL

P
£— MOUNTING PLATE
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Medium Voltage Current Transformers

c“ us E205113

Equivalent to GE-ITI MODEL CTW5-1-110 / CTWH5-L-110

INSULATION LEVEL

FREQUENCY
50-400 Hz

1.5 @ 30 deg. C ambient
133 @ 55 deg. C ambient

OUTER ENCAPSULATION
Pol poxy Resin

PRIMARY TERMINALS

Plated copper bars can be provided.

CONTINUOUS THERMAL CURRENT RATING FACTOR

PRIMARY TERMINALS
Plated copper bars can be provided.

SECONDARY TERMINALS
10-32 Brass screw with one flat washer and lock washer

APPROX. WEIGHT
75 Ibs.

PLATED STEEL MOUNTING BASE
Mounting holes/di ions as per customer
additional cost

Accuracy
Catalog | Current ANSI It
Number | Ratio | Relay

Class | 50.1 | Bo.2
C6.1-050 5:5 T20 0.3 | 0.3
C6.1-100 10:5 T20 0.3 | 0.3
C6.1-500 50:5 T20 0.3 | 0.3
C6.1-750 75:5 T25 0.3 | 0.3
C6.1-101 100:5 T25 0.3 | 0.3
C6.1-151 150:5 T25 0.3 | 0.3
C6.1-201 200:5 T30 0.3 | 0.3
C6.1-501 500:5 C35 0.3 | 0.3
C6.1-601 600:5 C40 0.3 | 0.3
C6.1-801 800:5 C50 0.3 | 0.3
C6.1-122 | 1200:5 | C50 0.3 | 0.3

¢ DIMENSIONS: INCHES [mm]

[e] / _ \ —
HiFl
[}
® o O (r 8] I'-.."I |"'.I"'|'
. o '
= 2 F5
o o—!

INSTRUMENT TRANSFORMERS

[2]5
A H
(60 Hz) Thermal
: Current
1etering Class Rating
1 sec
B0.5 | B0.9 | B1.8 | AMPS

06 | 1.2 | 24 375

06 | 1.2 | 24 590

06 | 1.2 | 24 4715
06 | 1.2 | 24 4715
06 | 1.2 | 24 8625
06 | 1.2 | 24 | 11500
06 | 1.2 | 24 11500
03 | 06 | 1.2 44700
03 | 06 | 1.2 44700
03 | 03 | 03 44700
03 | 0.3 | 0.3 44700




Medium Voltage Current Transformers A A N

Model C8.6 Maximum System Voltage 5.6kV, BIL 60 kV Full Wave
DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):

57
46 1]

| I
‘ :::;:j'i"_ﬁc-]_']l -
i e !
120810 55'!5;4['.-" 1|dl (bl O O

Equivalent to GE-ITI MODEL CTW3-60-T50 / CTWH3-60-T50

INSULATION LEVEL
5.6 kV, BIL 60 kV full wave

FREQUENCY
50-400 Hz

CONTINUOUS THERMAL CURRENT RATING
FACTOR

1.5 @ 30 deg. C ambient

1.33 @ 55 deg. C ambient

OUTER ENCAPSULATION
Pol, Epoxy Resin E

PRIMARY TERMINALS
“1/2-1/3 bolts with one belleville washer

SECONDARY TERMINALS
10-32 Brass screw with one flat washer and lock washer

APPROX. WEIGHT
20 Ibs;

Catalog | Current Accuracy (60 Hz)

Number Ratio | Relay ANSI metering Class
Class | B0.1 | B0.2 | B0.5 | B0.9 | B1.8
C8.6-050 5:5 C50 03 [ 03|03 ]06 |12
C8.6-100 10:5 C50 03 | 03] 03] 06| 12
C8.6-150 15:5 C50 03 [ 03] 03]06 |12
C8.6-200 20:5 C50 03 [ 03|03 ]06 ]| 12
C8.6-250 25:5 C50 03 [ 03[ 03][06 |12
C8.6-300 30:5 C50 03 03] 03]06 | 12
C8.6-400 40:5 C50 03 [ 03|03 ]06 |12
C8.6-500 50:5 C50 03 ][ 03[ 03][06 |12
C8.6-750 75:5 C50 03 ][ 03[ 03]06 ]| 12
C8.6-101 100:5 C50 03 [ 03|03 ]06 |12
C8.6-151 150:5 C50 03 03[ 03]06 |12
C8.6-201 | 200:5 C50 03 ][ 03|03 ]06 |12
C8.6-251 | 250:5 C50 03 [ 03|03 ] 06 |12
C8.6-301 | 300:5 C50 03 03[ 03]06 |12
C8.6-401 | 400:5 C50 03 03] 03]06 |12
C8.6-501 | 500:5 C50 03 | 03|03 ] 06| 12
C8.6-601 | 600:5 C50 03 ] 03] 03] 06| 12
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Medium Voltage Current Transformers A A N

INST] [ENT TRANSFORMERS

Model C8.7 Maximum System Voltage 5.6kV, BIL 60 kV Full Wave

o (&) o
c“ US 205113 | f 1 l /|

Equivalent to GE-ITI MODEL CTWH3-60-T100 and ABB MODEL KIR-60

INSULATION LEVEL
5.6 kV, BIL 60 kV full wave

FREQUENCY
50-400 Hz

CONTINUOUS THERMAL CURRENT RATING FACTOR 38 |l|' BARS
1.5 @ 30 deg. C ambient r [grl '

1.33 @ 55 deg. C ambient U_._l_._L J—n—i—i—U

OUTER ENCAPSULATION _t-—NAME PLATE
Polyurethane/Epoxy Resin Encapsulated et

PRIMARY TERMINALS [ 5.2 :
Primary terminals are plated copper bars. e

SECONDARY TERMINALS
10-32 Brass screw with one flat washer and lock washer

APPROX. WEIGHT
41 lbs;

Catalog | Current Accuracy (60 Hz)

Number Ratio | Relay ANSI| metering Class
Class | B0.1 | B0.2 | BO.5 | B0.9 | B1.8
C8.7-050 5:5 T100 | 0.3 | 03 | 03 | 0.3 | 0.3
C8.7-100 | 10:5 | T100 | 0.3 [ 03 | 03 | 0.3 | 0.3
C8.7-150 | 1555 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
C8.7-200 | 20:5 | T100 | 0.3 | 03 | 03 | 0.3 | 0.3
C8.7-250 | 255 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
C8.7-300 | 30:5 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
C8.7-400 | 40:5 | T100 | 0.3 [ 03 | 03 | 0.3 | 0.3
C8.7-500 | 50:5 | T100 | 0.3 [ 03 | 03 | 0.3 | 0.3
C8.7-750 | 755 | T100 | 0.3 [ 03 | 03 | 0.3 | 0.3
C8.7-101 | 100:5 | T100 | 0.3 | 03 | 0.3 | 0.3 | 0.3
C8.7-151 | 150:5 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3 . B
©8.7-201 | 200:5 | T100 | 03 | 03 | 03 [ 0.3 [ 0.3 \—MOUNTING PLATE
C8.7-251 | 250:5 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
C8.7-301 | 300:5 | T100 | 0.3 | 03 | 03 | 0.3 | 0.3
C8.7-401 | 400:5 | T100 | 0.3 [ 03 | 03 | 0.3 | 0.3
C8.7-601 | 600:5 | T100 | 0.3 | 03 | 03 | 0.3 | 0.3
C8.7-801 | 800:5 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
C8.7-102 | 1000:5 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
C8.7-122 | 1200:5 | T100 | 0.3 | 0.3 | 0.3 | 0.3 | 0.3
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Medium Voltage Current Transformers AWN

INST] NT TRANSFORMERS

Model C18 Maximum System Voltage 5.6kV, BIL 60 kV Full Wave

i a7
| | ! |
o \ — i -
GN Us E205113 ‘ ‘ 1 ‘
Equivalent to GE-ITI MODEL CTW3-60-T50 / CTWH3-60-T50 | = §§
INSULATION LEVEL —— !
5.6 kV, BIL 60 kV full wave 1 | 1
FREQUENCY ‘ ! ‘
50-400 Hz (16637
CONTINUOUS THERMAL CURRENT RATING 7.00
FACTOR [177.8]
1.5 @ 30 deg. C ambient
1.33 @ 55 deg. C ambient
12.00
OUTER ENCAPSULATION [304.8]
Pol, /Epoxy Resin E d 9.25
[234.9]
R L I
‘1/2- olts with one belleville washer 20.56
SECONDARY TERMINALS [e14.2] @ | w
10-32 Brass screw with one flat washer and lock washer ‘ L
APPROX. WEIGHT I D] 8§ E;
20 Ibs; ‘ I
2 59 Bl [
Accuracy (60 Hz) |
Catalog | Current 4nos SLOT 575
Number | Ratio | Relay ANSI metering Class 0-40°x0.66 [145.0]
Class | B0.1 | BO.2 | B0O.5 | B0.9 | B1.8
C18-050 | 5:5 T50 0.3 0.3 0.3 0.6 1.2
C18-100 | 10:5 T50 0.3 0.3 0.3 0.6 1.2 570
C18-150 | 15:5 750 | 0.3 [ 03] 03[ 0612 el
C18-200 | 20:5 T50 0.3 0.3 0.3 0.6 1.2
C18-250 | 25:5 T50 0.3 0.3 0.3 0.6 1.2 -
C18-300 | 30:5 T50 0.3 0.3 0.3 0.6 1.2 |
C18-400 | 40:5 T50 0.3 0.3 0.3 0.6 1.2 Eé
C18-500 | 50:5 750 | 03 [ 03 | 03 | 06 | 1.2 TERUNAL ez =
C18-750 | 75:5 T50 | 03 | 03 | 03 | 06| 12 o -
C18-101 | 100:5 T50 0.3 0.3 0.3 0.6 1.2 1 1 1
C18-151 | 150:5 T50 0.3 0.3 0.3 0.6 1.2 \ \ \
C18-201 | 200:5 T50 0.3 0.3 0.3 0.6 1.2 118
C18-251 [250:5 | 750 | 0.3 | 0.3 | 0.3 | 06 | 1.2 el
C18-301 [300:5 | 750 | 03 | 03 | 03 | 06 | 1.2 A
C18-401 | 400:5 T50 0.3 0.3 0.3 0.6 1.2
C18-501 | 500:5 T50 0.3 0.3 0.3 0.6 1.2
C18-601 | 600:5 T50 0.3 0.3 0.3 0.6 1.2
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Medium Voltage Single Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V9 Maximum System Voltage 5.6 kV, BIL 60kV Full Wave

INSULATION LEVEL DIMENSIONS: All di ions are in millimeters [inches] 2 Fuse
5.6 kV, BIL 60 kV full wave

2 [50]

FREQUENCY
60 Hz (50 Hz upon request) T

ACCURACY CLASS %I ;

0.3WXMY, 1.2Z @ 100% rated V, 120V based ANSI burden
0.6WX, 1.2MY @ 58% rated V, 69.3V based ANSI burden

THERMAL RATING T T nzocss)
750 VA @ 30 deg. C ambient
500 VA @ 55 deg. C ambient

0 F

OUTER ENCAPSULATION L ! |
Polyurethane/Epoxy Resin Encapsulated | } i f NI {‘
201 [0

PRIMARY TERMINALS MOUNTING AT
1/4 -20 Brass screw with one flat washer and lock washer L.26)

[re47)
SECONDARY TERMINALS
10-32 Brass screw with one flat washer and lock washer

L]
FUSE OFTRK (fF;
"s E247592

APPROX. WEIGHT
35 Ibs.

1387

Equivalent to GE-ITI MODEL PTG3 and VIY-60

“
| ¥z il

I I
TWO BUSHING ¥
PRIMARY SECONDARY
CATALOG# | GROUP | VOLTAGE |RATIO| VOLTAGE Single Fuse
V9-2-242FF 1 2400 20:1 120 i
V9-2-332FF | 2 3300 | 30:1 110-50Hz i
VO-2-422FF | 2 4200 | 35:1 120 N
. I ) o 5 [
VO-2-482FF | 2 4800 | 40:1 120 L s o=
SINGLE BUSHING - | o j——
PRIMARY SECONDARY L % ! T LY ‘ |
CATALOG# | GROUP | VOLTAGE |RATIO|  VOLTAGE A - T T
V9-242F 4A 2400 | 20:1 120 =
V9-332F 4A 3300 30:1 110-50HZ
V9-422F 4B 4200 | 35:1 120
V9-482F 4B 4800 | 40:1 120

e Standard Fuse rating: 5.5kV, 0.5E
e Fuse clips accept 1.0” diameter fuses with Max. length of 5.75”
o Fuses are intended to protect the system and not the PT in the event of a failure
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Medium Voltage Single Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V9.1 Maximum System Voltage 5.6 kV, BIL 60kV Full Wave

r INSULATION LEVEL . . . s .
5.6 kV, BIL 60 KV full wave DIMENSIONS: All d are in millimeters [inches] 2 Fuse

FREQUENCY
60 Hz (50 Hz upon request)

ACCURACY CLASS

03WXMY, 1.2Z @ 100% rated V, 120V based ANSI burden ik | T i
0.6WX, 1.2MY @ 58% rated V, 69.3V based ANSI burden
= Li

THERMAL RATING
750 VA @ 30 deg. C ambient eIy
500 VA @ 55 deg. C ambient
fad [b4na00rd]

OUTER ENCAPSULATION
Poly /Epoxy Resin E
PRIMARY TERMINALS
1/4 -20 Brass screw with one flat washer and lock washer !

a1 gwm{
SECONDARY TERMINALS % 5,

T PLATE

10-32 Brass screw with one flat washer and lock washer

"
APPROX. WEIGHT i 12 e
c“ US 207502 351bs. A [T o
-

H @ = | =i
Equivalent to GE-ITI MODEL PTW3 and VIY-60 H1
e =t
| H2
TWO BUSHING N -
PRIMARY SECONDARY i% [ p i
CATALOG# |GROUP | VOLTAGE |RATIO| VOLTAGE s
V9.1-2-242FF 1 2400 20:1 120
V9.1-2-332FF 2 3300 30:1 110-50Hz
V9.1-2-422FF 2 4200 35:1 120 Single Fuse
V9.1-2-482FF 2 4800 401 120 5
SINGLE BUSHING / : Q .
. I—I# i — :ﬂ
PRIMARY SECONDARY g . |
CATALOG# |GROUP | VOLTAGE |RATIO| VOLTAGE gl | T
V9.1-242F 4A 2400 20:1 120 JrEe— ey
VO.1-332F | 4A 3300 | 301 | 110-50HZ ‘“‘“’“““*‘"“L;Q% . | E?TH |
Vv9.1-422F 4B 4200 | 35:1 120 = = i Vil ——
V9.1-482F 4B 4800 | 40:1 120 gt _ =g =7
L I‘;-é!_ 3401 (01 EFH0 004 [‘_:‘:.go’]'_.;
\ ﬁ_—i% : =;;_'T L
o Standard Fuse rating: 5.5kV, 0.5E 5? | i //_ i
e Fuse clips accept 1.0” diameter fuses with Max. length of 5.75” Ba E‘ ]Tll :E: z; il
e Fuses are intended to protect the system and not the PT in the event of a failure Ii- If'“_‘;'
b 0] ruBl
i || . i
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Medium Voltage Single Phase Indoor Voltage Transformer AWN

INSTRUMENT TRANSFORMERS

Model V10 Maximum System Voltage 15.5 kV, BIL 110kV Full Wave

INSULATION LEVEL . . . a1 .
15.5 KV, BIL 110 KV full wave DIMENSIONS: All d are in millimeters [inches]

FREQUENCY
60 Hz (50 Hz upon request)

ACCURACY CLASS
0.3WXMY, 0.6Z, 1.2ZZ @ 100% rated V, 120V based ANST ONE FUSE
burden

0.3WXMY, 1.2Z @ 58% rated V, 69.3V based ANSI burden
THERMAL RATING [ — I ;

1500 VA @ 30 deg. C ambient =1 | = ==
1000 VA @ 55 deg. C ambient

OUTER ENCAPSULATION
Pol; Epoxy Resin

220
[0.016]

PRIMARY TERMINALS

1/47-20 Br: T ith one fl her and lock her
/47-20 Brass screw with one flat washer and lock washes SECTERMINAL
COVER -

B SECONDARY TERMINALS . ;;,* - o rema

10-32 Brass screw with one flat washer and lock washer c ; : = ¢
H US k2052 L - 13 Lﬂ
APPROX. WEIGHT 44x2 44 SLOT g MOUNTING PLATE

90 Ibs. [11.17x61.97] FQD‘ :fn]
Equivalent to: GE-IT MODEL PTW4, PTG4, PTW5, PTGS == 4 } ,,,,,,, =
ABBMODEL  VIZ-75,VIZ-11
TWO BUSHING E::::::::::::::::::::?@ 22
cataLoG # |GRouP| DRIMARY | RaTio SECONDARY ==t -
V10-2-722FF 1 7200 | 60:1 120
V10-2-842FF 1 8400 | 70:1 120 e
V10-2-113FF 2 11000 100:1 | 110-50Hz
V10-2-123FF 2 12000 | 100:1 120
V10-2-1322FF | 2 13200 | 110:1 120 I
V10-2-1382FF 4B 13800 110:1 120 %
V10-2-1442FF | 2 14400 | 120:1 120 N ‘ == o
SINGLE BUSHING AV @‘ —— - |l
. PRIMARY
CATALOG#  |GROUP |\, Tace | RATIO SI\E/%?_II\_IEGAERY 5
V10-722F 4A 7200 | 60:1 120 - -
V10-842F 4A | 8400 | 70:1 120 e i
V10-113F 4B 11000 100:1 | 110-50Hz e
V10-123F 4B 12000 100:1 120
V10-1322F 4B 13200 110:1 120
V10-1382F 4B 13800 | 110:1 120
V10-1442F 4B 14400 | 120:1 120

* For unfused version replace FF with NF for two bushing style, replace F with
NF for single bushing style.
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Medium Voltage Single Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V21.1 Maximum System Voltage 15.5 kV, BIL 110kV Full Wave
INSULATION LEVEL DIMENSIONS: Dimensions are in mm [inches]
15.5kV, BIL 110 kV full wave
TWO BUSHING, TWO FUSE
FREQUENCY
60 Hz (50 Hz upon request) > - HELNTING, FECTIERINT
ACCURACY CLASS LT
0.3WXMYZ, 1.22Z @ 100% rated V, 120V
based ANSI burden
0.3WXMYZ, 1.2ZZ @ 58% rated V, 69.3V
based ANSI burden
|z
7l
THERMAL RATING
1500 VA @ 30 deg. C ambient
1000 VA @ 55 deg. C ambient
OUTER ENCAPSULATION
Resin Encapsulated rimbrp i
®
PRIMARY TERMINALS
c “s E247592 1/4"-20 Brass screw with one flat washer and
lock washer
. . SECONDARY TERMINALS
Equivalent to: GE-ITI MODEL PTG4, PTG5 MSX0.8 Female Insert, with brass slotted pan
ABB MODEL  VIZ-75,VIZ-11 head screw, two plain washers and one lock
washer
a1
APPROX. WEIGHT sabs | AW LaBEL
90 Ibs. faan —
TWO BUSHING ]]] |
1 L 1
CATALOG # WITH i ]
oo [ cmoes T TSI Tonoue| it | rano [sceoneney ot AN e
GROUNDING CLIPS . HOUATING PLATE WITH COWER
V21.1-2-242FF *V21.1-2-242NF V21.1-242FFG2 1 2400 20:1 120
V21.1-2-422FF *V21.1-2-422NF V21.1-422FFG2 1 4200 35:1 120 e *Units with optional grounding clips (G2) as shown have the additional label with the corresponding G2
V21.1-2-482FF *V21.1-2-482NF V21.1-482FFG2 1 4800 40:1 120 part number listed
V21.1-2-662FF *V21.1-2-662NF V21.1-662FFG2 1 6600 60:1 110-50Hz
V21.1-2-722FF *V21.1-2-722NF V21.1-722FFG2 1 7200 60:1 120
SINGLE BUSHING, ONE FUSE
V21.1-2-842FF *V21.1-2-842NF V21.1-842FFG2 1 8400 70:1 120
V21.1-2-113FF *V21.1-2-113NF V21.1-113FFG2 2 11000 100:1 110-50Hz MOUNTING FOOTFRINT
V21.1-2-123FF *V21.1-2-123NF V21.1-123FFG2 2 12000 100:1 120 e [‘,“-Eﬁj
Tt X a1
V21.1-2-12471FF *V21.1-2-12471NF V21.1-12471FFG2 2 12470 104:1 120 UT\ - +
V21.1-2-1322FF *V21.1-2-1322NF V21.1-1322FFG2 2 13200 110:1 120
V21.1-2-1382FF *V21.1-2-1382NF V21.1-1382FFG2 2 13800 115:1 120
V21.1-2-1442FF *V21.1-2-1442NF V21.1-1442FFG2 2 14400 120:1 120
SINGLE BUSHING
CATALOG # WITH
CATALOG # CATALOG # PRIMARY
FUSES AND GROUP RATIO |[SECONDARY
WITH FUSE WITHOUT FUSES | oo SNDING CLIPS VOLTAGE VOLTAGE
V21.1-242F *V21.1-242NF V21.1-242FG1 4A 2400 20:1 120 R i l‘ﬁ’]
V21.1-422F *V21.1-422NF V21.1-422FG1 4A 4200 35:1 120 R -
V21.1-482F *V21.1-482NF V21.1-482FG1 4A 4800 40:1 120 ' |1
V21.1-722F *V21.1-722NF V21.1-722FG1 4A 7200 60:1 120 *May H (
V21.1-7621F *V21.1-7621NF V21.1-7621FG1 4A 7620 63.5:1 120 I }! Binn — Innl
*
V21.1-7971F *V21.1-7971NF V21.1-7971FG1 4A 7970 66.4:1 120 -5 U =
V21.1-842F *V21.1-842NF V21.1-842FG1 4A 8400 70:1 120
V21.1-113F *V21.1-113NF V21.1-113FG1 4B 11000 100:1 110-50Hz
V21.1-123F *V21.1-123NF V21.1-123FG1 4B 12000 100:1 120 ﬁ;*_‘
V21.1-12471F *V21.1-12471NF V21.1-12471FG1 4B 12470 104:1 120 —
V21.1-1322F *V21.1-1322NF V21.1-1322FG1 4B 13200 110:1 120 ”!”
V21.1-1382F *V21.1-1382NF V21.1-1382FG1 4B 13800 115:1 120 [’T‘]
i
V21.1-1442F *V21.1-1442NF V21.1-1442FG1 4B 14400 120:1 120 : : \iJ \
1E4
* Contact Amran for the unfused version drawing ri Jﬂsaﬁlrmu i T2 A
PRUNTINE PLATE F5 SEC. TERMINAL

e Standard Fuse:
o 15.5kV, 1.0E fuse for primary voltages below 10kV
o 15.5kV, 0.5E fuse for primary voltages above 10kV
e Fuse clips accept 1.63” diameter fuses with Max. length of 12.87”
o Fuses are intended to protect the system and not the PT in the event of a failure

WITH COVER

e *Units with optional grounding clips (G1) as shown have the additional label with the corresponding G1
part number listed.
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Medium Voltage Single Phase Indoor Voltage Transformer

Model V21.1(Westinghouse Style)

INSULATION LEVEL DIMENSIONS: Dimensions are in mm [inches]

15.5kV, BIL 110 kV full wave TWO BUSHING, TWO FUSE
FREQUENCY s
60 Hz (50 Hz upon request) 140711

=
=
n

=

ACCURACY CLASS £3551 -i—\ IT[ 0
0.3WXMYZ, 1.2ZZ @ 100% rated V, 120V T:L — = ™

based ANSI burden
0.3WXMYZ, 1.2ZZ @ 58% rated V, 69.3V

based ANSI burden : 20

23 80
357 [=203]

THERMAL RATING
1500 VA @ 30 deg. C ambient
1000 VA @ 55 deg. C ambient

OUTER ENCAPSULATION
Resin Encapsulated

“
fi “0
cm "s E247592 PRIMARY TERMINALS ﬂ{ e

1/4"-20 Brass screw with one flat washer and
lock washer

Equivalent to: SECONDARY TERMINALS
GETI MODEL PTW4, PTW5 M5X0.8 Female Insert, with brass slotted pan il g
ABB MODEL VIZ-75,VIZ-11 head screw, two plain washers and one lock =
washer

54

T

APPROX. WEIGHT :
90 lbs.

PLATED STEEL MOUNTING BASE

M SEC TERMINALS =

WITH COVER
TWO BUSHING
DIMENSIONS: Dimensions are in mm [inches]
hvaleyia GROUP | PRIMARY VOLTAGE RATIO SECONDARY VOLTAGE
SINGLE BUSHING, ONE FUSE
V21.1-2-242FFW2 1 2400 20:1 120 ) 5
V21.1-2-422FFW2 1 4200 3511 120 LAY 124
3] 5 A3 L2531 24
V21.1-2-482FFW2 1 4800 40:1 120 I:H' E
V21.1-2-662FFW2 1 6600 60:1 110-50Hz . . —_—
V21.1-2-722FFW2 1 7200 60:1 120 2
225
V21.1-2-842FFW2 1 8400 70:1 120 1355
V21.1-2-123FFW2 2 12000 100:1 120
V21.1-2-12471FFW2 2 12470 104:1 120
V21.1-2-1322FFW2 2 13200 110:1 120
V21.1-2-1382FFW2 2 13800 115:1 120
V21.1-2-1442FFW2 2 14400 120:1 120
f 5,
[ ‘F-g]
SINGLE BUSHING I._ 2
CATALOG #
WITH FUSE CRON ERMAR g R e R SECONDARY VOLTAGE
V21.1-242FW1 4A 2400 20:1 120 e
V21.1-422FW1 4A 4200 35:1 120 ’
V21.1-482FW1 4A 4800 401 120 e ti) e
V21.1-662FW1 4A 6600 60:1 110-50Hz
V21.1-722FW1 4A 7200 60:1 120
V21.1-842FW1 4A 8400 70:1 120
V21.1-123FW1 48 12000 100:1 120
V21.1-12471FW1 48 12470 104:1 120
V21.1-1322FW1 48 13200 110:1 120 o Standard Fuse:
- o 15.5kV, 1.0E fuse for primary voltages below 10kV
V21.1-1382FW1 48 13800 11511 120 o 15.5kV, 0.5E fuse for primary voltages above 10kV
V21 114421 Ty 12400 1201 120 o Fuse clips accept 163" diameter fuses with Max. length of 12.87"

* Fuses are intended to protect the system and not the PT in the event of a failure
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Medium Voltage Single Phase Indoor Voltage Transformer

L
c“ “s E247592
.

UL and cUL Approved (File #E247592)

As per ANSI/IEEE C57.13, IEC, OR relevant

standard

Equivalent to: ABB MODEL TJP 5.0

INSULATION LEVEL PRIMARY TERMINALS
15.5kV, BIL 95 kV full wave H1 Push type brass terminal, see drawing
H2 Brass M5 screw, one plain washer & one
FREQUENCY bronze lock washer
60 Hz
SECONDARY TERMINALS
ACCURACY CLASS Brass M5 screw, one plain washer & one
bronze lock washer
03X
APPROX. WEIGHT
THERMAL RATING 55 Ibs
400 VA @ 30° C ambient
OUTER ENCAPSULATION
Resin Encapsulated
CATALOG # SECONDARY
PRIMARY VOLTAGE RATIO VOLTAGE
V21.5-242F 4160/2400 GY 20:1 120
V21.5-4161F 7200/4160 GY 35:1 120
V21.5-482F 8320/4800 GY 40:1 120
V21.5-722F 12470/7200 GY 60:1 120
V21.5-842F 14400/8400 GY 70:1 120
V21.5-12471F 12470/7200 G 104:1 120
V21.5-1322F 13200/7621 GY 110:1 120
V21.5-1382F 13800/7967 GY 115:1 120

www.amranit.com

Fuse PN: 12ABCN1.0

Rating: 1.0 amp

Make- Eaton Bussmann

Limiting dimension [OD x HT]: 1.03* x 7.8'

FUSE INSTALLATION / REMOVAL:
1. PT must be de-energized
2. Remove fuse hub and brass terminal by rotating the fuse hub counter-clockwise
3. Remove / replace fuse making sure fuse compression spring is in the location as shown
4. Align fuse hub threads with the PT and fully tighten by rotating it clockwise.
Fuse hub should be tightened by hand

sales@amranit.com
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Medium Voltage Single Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V22.1 Maximum System Voltage 25.5 kV, BIL 125kV Full Wave
INSULATION LEVEL DIMENSIONS (ALL DIMENSIONS ARE IN INCHES [mm]):
25.5kV, BIL 125 KV full wave
FREQUENCY
60 Hz
ACCURACY CLASS L1801
032 I
THERMAL RATING - ®
2000 VA @ 30 deg. C ambient —
1500 VA @ 55 deg. C ambient
© . OUTER ENCAPSULATION
. Resin Encapsulated 10.81
[H us 12671 [~ NAME PLATE
247592 PRIMARY TERMINALS 2 4 20 e sass
e X TERMTAL. SEREWS WTH
Equivalent to: ABB MODEL VIZ-12 L4720 Bras screw with one fat washer and lock By _W, 7 e s Lok e
_t_ kil
RATED s
CATALOG # PRIMARY SECONDARY WINDING e b x 1
VOLTAGE VOLTAGE RATIO OoRTASE AHEN RELERED — B
,-— '..—.‘ —4 T D 119
V22.1-2-722 | 7200/12470Y 120 60:1 1.1 & ULR
=
V22.1-2-123 | 12000/20800Y 120 100:1 11
V22.1-2-1322 | 13200/22865Y 120 110:1 1.1
V22.1-2-1442 | 14400/24940Y 120 120:1 1.1 TRy
V22.1-2-1652 | 16500/16500Y 120 137.5:1 11
V22.1-2-183 | 18000/18000Y 120 150:1 1.1 'l
{I — =L[]
V22.1-2-213 | 21000/21000Y 120 175:1 1.1 1 J
L 581 W4 K sioToas ¥ 193
V22.1-2-243 | 24000/24000Y 120 200:1 11 tixza

Model V22.2

INSULATION LEVEL .
25.5kV, BIL 125 kV full wave

FREQUENCY
60 Hz

ACCURACY CLASS
037

THERMAL RATING
- 1500 VA @ 30 deg. C ambient
750 VA @ 55 deg. C ambient

/- HAE PLATE -,
OUTER ENCAPSULATION =
Resin Encapsulated o

c“ "s E247592

1k

) PRIMARY TERMINALS e &
Equivalent to: ABB MODEL VIZ-12G 1/4"-20 Brass screw with one flat washer and lock 12 SR . -
washer e
217 =
. - . , s
RATED ] A
CATALOG # PRIMARY SECONDARY | WINDING | 1632 h e f i
VOLTAGE VOLTAGE RATIO \;?\IE;I:I'A(?RE = L4071 - WHEN FEDURED-
— MOUNTING PLATE
V22.2-123 | 12000/20780GY 120 100:1 1.25
V22.2-1322 | 13200/22900GY 120 110:1 1.25 .. 0T 044X L3
f S |/ tnxael
V22.2-1442 | 14400/24940GY 120 120:1 1.25 |
V22.2-153 | 15000/15000GY 120 125:1 1.25 D
V22.2-163 | 16000/27600GY 120 133.33:1 1.25 p
1
V22.2-1652 | 16500/28578GY 120 137.5:1 1.25 L
V22.2-183 | 18000/18000GY 120 150:1 1.25 u U
V22.2-203 | 20000/20000GY 120 166.67:1 1.25
V22.2-243 | 24000/24000GY 120 200:1 1.25

sales@amranit.c




Medium Voltage Single Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V22.5 Maximum System Voltage 25.5 kV, BIL 125kV Full Wave

INSULATION LEVEL THERMAL RATING .
25.5kV, BIL 125 kV full wave 1500 VA @ 30 deg. C ambient
1000 VA @ 55 deg. C ambient
FREQUENCY
60 Hz OUTER ENCAPSULATION
Resin Encapsulated
ACCURACY CLASS
PRIMARY TERMINALS
03WXMYZ, 1.2ZZ @ 100% rated V, 120V 3/8-16 Brass screw with one flat v
based ANSI burden washer and lock washer
N 03WXMYZ, 1.2Z @ 58% rated V, 69.3V ;
LS based ANSI burden |
“ -
[H US 247502
Equivalent to: GE-ITI MODEL PT6-2
125 " \
CATALOG # PRIMARY SECONDARY I
voLTace | RATIO | “Voltace AN ERP
2 A 2: 4 4 I T | - c
V22.5-2-123 12000 100:1 120 2 Lird | g 2HRoLOT a4 k244
) / LI %6gz1
V22.5-2-1442 14400 120:1 120 2 (o
V22.5-2-183 18000 150:1 120 2
V2252213 21000 175:1 120 2 95 an
[2412 1203 ]
V22.5-2-233 23000 | 191.6:1 120 2
V22.5-2-243 24000 200:1 120 2 1 {o —
-
V22.5-2-24941 24940 | 207.8:1 120 2 | 155
i 13691
V22.5-2-253 25000 208:1 120 2 32
3501
Model V22.6
INSULATION LEVEL THERMAL RATING
25.5KkV, BIL 125 kV full wave 1500 VA @ 30 deg. C ambient
1000 VA @ 55 deg. C ambient
FREQUENCY
60 Hz OUTER ENCAPSULATION
Resin Encapsulated
ACCURACY CLASS
PRIMARY TERMINALS
0.3WXMYZ, 1.2ZZ @ 100% rated V, 120V 3/8 Brass screw with one flat was
based ANSI burden washer and lock washer
0.3WXMYZ, 1.2Z @ 58% rated V, 69.3V
based ANSI burden
“ -
[H US 247502
Equivalent to: GE-ITI-MODEL PTé-1
CATALOG # PRIMARY SECONDARY
VOLTAGE | RATIO VOLTAGE B ERENP
V22,6-1022 10200 85:1 120 4A
V22.6-123 12000 100:1 120 4A
V22.6-1322 13200 110:1 120 aA
V22,6-1382 13800 115:1 120 4A
V22.6-1442 14400 120:1 120 4A
V22.6-183 18000 150:1 120 4B
V22.6-213 21000 175:1 120 4B
V22.6-243 24000 200:1 120 4B
V22.6-2492 24900 | 207.5:1 120 4B
R
V22.6-253 25000 208:1 120 4B

www.amranit.com mranit.com




Medium Voltage Three Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V19 Maximum System Voltage 7.2 kV, BIL 60kV Full Wave

1——45 (18] ————45 [115]— LABLE
,J;. 4 = T ‘
SHORTING BUSS H H2 H1
0.59x0.078 INCH.
\ 8 [52 [132]
HO HO HO
(H US k247502 \ v .|
L Ny %]
cl L4
[
INSULATION LEVEL kst g0l [EOJJ 02 [6]mm
7.2kV,BIL 60 kV full wave 10.5 [262]
MOUNTING
PLATE

FREQUENCY
60 Hz (50 Hz upon request)

1/4"-20 UNCx0.35" DEEP
FEMALE INSERT OUTER 90.31”

Van Vg —
oo —io b

SHORTING WIRE.

ACCURACY CLASS
1% at 5VA load per phase, 3% at 15VA load per phase 2o L128]
) X3 X0 X1 X0
THERMAL RATING gn;sXOS;OTSuX ]
15 VA per phase @ 30 deg. C 35 [89]
4.5 [115]—»f

OUTER ENCAPSULATION
Polyurethane/Epoxy Resin Encapsulated

][9]
YW W

]

PRIMARY TERMINALS
1/4 -20 Brass screw with one flat washer and lock washer 12 [30] !
12,0 [305]
SECONDARY TERMINALS
1/4 -20 Brass screw with one flat washer and lock washer
APPROX. WEIGHT
30 Ibs.
1/4"-20 UNC
| THREAD.
[ | LF]
|
ALL VALUES ARE @ 60HZ ‘
PRIMARY | LABLE
CATALOG VOLTAGE SECONDARY 1
NUMBER CONNECTION (L-L) RATIO | VOLTAGE (L-L) \
V19-242-01-3P | Wye —Wye 2400 10.4:1 230 i }
V19-332-01-3P | Wye-Wye | 3300 | 14.3:1 230 | T‘ A 7]
[
V19-422-01-3P | Wye —Wye 4160 18.1:1 230 45 [126]
V19-662-01-3P | Wye —Wye 6600 28.7:1 230 e 56 [142]—
V19-722-01-3P | Wye —Wye 7200 31.3:1 230

www.amranit.com
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Medium Voltage Three Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V19.4 Maximum System Voltage 7.2 kV, BIL 60kV Full Wave

DIMENSIONS: All di ions are in millimeters [inches]
\1 1 TTR.
\\ ¥ NUETRAL JUMFERS
o ¢ Rl
. o]
e » lxa? i [N sLirs vmmatarm 4
c us ¥ oW | e
E247592 - | e s e e oo e e o]
? [~ rrecwes e wsat o
7 namowane
=% 1 136 {—— #1052 UNF & men DEEF
gn |l [Ea05] FEMALE INSERT OLTER @i &4
i [SEE NOTE §4)
= $ TR
7
INSULATION LEVEL PRIMARY TERMINALS T
BIL 60 kV full wave 1/4 -20 Brass screw with one flat washer and lock 1 47 [19,17] tn [a57]
washer 18 o1
FREQUENCY
60 Hz (50 Hz upon request) SECONDARY TERMINALS R Mmm TYR 185 [s0n 188 [4,093]
1/4 -20 Brass screw with one flat washer and lock _ veehid [aseniiE] e [4osiE] sl
ACCURACY CLASS washer | | — ErLaTE Lo
1% at 5VA load per phase ol | =3
APPROX. WEIGHT HELTE st e PR s "
THERMAL RATING 30 Ibs. :
15 VA per phase @ 30 deg. C 5 L
OUTER ENCAPSULATION I B 5
Polyurethane/Epoxy Resin Encapsulated . fﬁi‘g&nu;n'i = HO HE Hi
i —— = I I
— 1
y son [ra0] 1zes [477] 1oy [4.02] | \
- — - / Mz [1343) \——MOUNTIRG FLATE
Electrical Specifications Hiicin
PRIMARY Operating
CATALOG SECONDARY OVER VOLTAGE
NUMBER CONNECTION | VOLTAGE | RATIO VOLTAGE (L-L) Frequency %
(L-L) (Hz)
V19.42423P | Wye-Wye | 2400 | 1041 230 50-60 25%
V19.4-332-3P | Wye —Wye 3300 14.3:1 230 50-60 25%
V19.4-4161-3P | Wye —Wye 4160 18.1:1 230 50-60 25%
V19.4-662-3P | Wye —Wye 6600 28.7:1 230 50-60 25%
V19.4-722-3P | Wye —Wye 7200 31.3:1 230 60 25%

www.amranit.com




Medium Voltage Three Phase Indoor Voltage Transformer A A N

INST] [ENT TRANSFORMERS

Model V Maximum System Voltage 12 kV, BIL 95kV Full Wave

“ DIMENSIONS (ALL DIMENSIONS ARE IN MILLIMETERS):
c Us E247592

\SSﬁ—‘ 1 65—

s | A-prasE fg-PHase lc~PHASE FUSE CLANP.™\ oo HRC FusE
INSULATION LEVEL % Q %}2 EELTENES TN éj‘y_/LrHﬁ
12 kV, BIL 95 kV full wave ; ; = s :

[ ol Rl | B~ |
FREQUENCY S T
60 Hz (50 Hz upon request) PLATE7*|:| e

L L T

ACCURACY CLASS s il ] ! ‘F iy
0.6XMY, 1.2Z @ 100% rated V, 120V based ANSI burden i R i 1l . [
0.6XMY, 1.2Z @ 58% rated V, 69.3V based ANSI burden - + vounms /! P

EARTHING TERMINALS 6nos

2nos
(M8x25mm ON OPPOSITE SIDE). OLE e8mm HOLE B11.5mm
THERMAL RATING / CSK. HOLE e33mm

750 VA @ 30 deg. C ambient

7(%

OUTER ENCAPSULATION
Polyurethane/Epoxy Resin Encapsulated

H
i

£
280

0 315
Suitable for 10-32 or M5 screws with one flat washer and lock washer

and two nuts. }i
=

SECONDARY TERMINALS ==

Brass insert with M5 Brass screw with one flat washer and lock

washer (10-32 screw with option available) 4,05 siors

APPROX. WEIGHT
140 Ibs.

ciusce [ comeeto | oy T SECONOARY [ o o
V20.1-242X-3P WYE-WYE 2400 120 20:1
V20.1-422X-3P WYE-WYE 4200 120 35:1
V20.1-482X-3P WYE-WYE 4800 120 40:1
V20.1-722X-3P WYE-WYE 7200 120 60:1
V20.1-842X-3P WYE-WYE 8400 120 70:1
V20.1-113X-3P WYE-WYE 11000 110, 50Hz 100:1
V20.1-123X-3P WYE-WYE 12000 120 100:1




Medium Voltage Three Phase Indoor Voltage Transformer

A

INST]

AN

[ENT TRANSFORMERS

Model V20.2 Maximum System Voltage 13.2 kV, BIL 95kV Full Wave

3\
c Us E247592

INSULATION LEVEL
13.2kV, BIL 95 kV full wave

FREQUENCY
60 Hz (50 Hz upon request)

ACCURACY CLASS
0.3WX, 0.6MY, 1.2Z @ 100% rated V, 120V based ANSI burden
0.3WX, 0.6MY, 1.2Z @ 58% rated V, 69.3V based ANSI burden

THERMAL RATING
600 VA/phase @ 30 deg. C ambient

OUTER ENCAPSULATION
Polyurethane/Epoxy Resin Encapsulated

PRIMARY TERMINALS
Suitable for 10-32 or M5 screws with one flat washer and lock washer
and two nuts.

SECONDARY TERMINALS
Brass insert with M5 Brass screw with one flat washer and lock

washer (10-32 screw with option available)

APPROX. WEIGHT

160 Ibs.

R e T g R
V20.2-722X-3P WYE-WYE 7200 120 60:1
V20.2-842X-3P WYE-WYE 8400 120 70:1
V20.2-113X-3P WYE-WYE 11000 110, 60Hz 100:1
V20.2-123X-3P WYE-WYE 12000 120 100:1
V20.2-133X-3P WYE-WYE 13200 120 110:1

DIMENSIONS (ALL DIMENSIONS ARE IN MILLIMETERS):

RS

o
ot

— HAE. FusE PR TERMRALS
!

l | !] |
1 T e
i L —
ML s
AaE—
Ines EARTHIG TERMIRALE ras |
(MExZSmm ON OPFCSITE SHE). HOLE #11.5mm |
A HALE w3

+ -

 r—
1 1adEmm




Medium Voltage Three Phase Indoor Voltage Transformer

INSTRUMENT TRANSFORMERS

Model V21 Maximum System Voltage 15.5 kV, BIL 110kV Full Wave

DIMENSIONS (ALL DIMENSIONS ARE IN INCHES):

- 2157 . i
. " £ 1/4°—20 UNCx0.35" DEEP
“ 21 2 t5 /‘/' FEMALE INSERT GUTER 80.3%"
I e dpas alats
I T : o] # I# Ié ¢J—’I . / 170605 inch.
H US 247502 F i SN s ot ﬁ
T |SEC TERMPA z
INSULATION LEVEL v L i i S Y
13.2 kV, BIL 110 kV full wave : i i (144720 UNG TEPRING)
L laltie + Ralnes
FREQUENCY Lt =i T T —t
60 Hz (50 Hz upon request) — U - _( U t
8 117
ACCURACY CLASS o o
1% at 100V A load per phase, 3% at SO0VA load per phase |'n e r Zyon HOLE: #0A0
Iy =i B
tt tH it U 5
THERMAL RATING Ea El _6}_ o _ég 174730 URE CHH2.SEREW
500 VA per phase @ 30 deg. C Had H # | s esr
1d 81" - @0.5"HOLEx 1" EER
i MANEPLATE LAREL
OUTER ENCAPSULATION L dar ||| ——F s
Polyurethane/Epoxy Resin Encapsulated Llsha . o | o )
T y = MUST BE
2
PRIMARY TERMINALS P " " ” g
1/4 -20 Brass screw with one flat washer and lock washer N 4 = { '
W10 K 5w 6% -mownting
5 plaze
SECONDARY TERMINALS ) L o M
1/4 -20 Brass screw with one flat washer and lock washer T et G deoen,
El5S ’ |
APPROX. WEIGHT - b g
150 Ibs. o] i - j
' TET: yw
TERMINALS H1 — H3
AL
ALL VALUES ARE @ 60HZ =1
PRIMARY
CATALOG SECONDARY - s i
NUMBER | CONNECTION VO('I-_TSGE RATIO | yoLTAGE (L-L) %_4 39-#% T e
V21-662-01-3P | Wye —Wye | 6600 | 28.7:1 230 e — =
8 88" 2
V21-692-01-3P | Wye —Wye 6900 30:1 230 —F LETAL B
TERMINALS HD
V21-722-01-3P | Wye — Wye 7200 31.3:1 230
V21-1322-01-3P | Wye — Wye 13200 | 57.4:1 230

www.amranit.com sales@amranit.com 247




Custom Engineered Bushing Current Transformers

Amran specializes in manufacturing broad range of Bushing
Current Transformers for medium and high voltage Circuit
breakers, large power generators and power transformer
applications. Amran Bushing Current Transformers are
specifically designed to meet exact customer specifications
and requirements. Many custom options are available for
encapsulation, secondary termination etc. Serialized test records
are provided for each BCT and collapsible, returnable packaging
option is standard for many customers.

When ordering BCT, include following information

Dimensions — Minimum ID, Maximum OD, Maximum Ht
Current Ratio

Accuracy and Burden Requirement (Metering and relaying
accuracy)

Applicable standard (ANSI/IEEE or IEC orelse)

Thermal Rating Factor

Frquency

Secondary Type (Terminals or Lead wires (Specify type,
gauge etc. Std is T0AWG THHN))

Any other information specific to application (Dry type,
under oil type, temperature etc.)




Core Manufacturing

AMRAN INSTRUMENT TRANSFORMERS

12320 Cardinal Meadow Drive, Suite 100  Sugar Land, Texas 77478
A A N Phone: 281.243.2200 » Toll Free: 866.829.1572 » Fax: 281.243.2205 I~ . :
B REIETIEE © T TARee ¢ In-house Core manufacturing facilities — multiple locations

¢ Electrical Steel coil slitting capabilities

o State of the art, high-speed, programmable core winding machines

* Automated annealing furnaces with controllers to monitor temperature and time cycles

INSTROMENT TRANSFORMERS

Amran Instrument Transformers

* Multiple manufacturing locations in on size and type of products (Current
USA and India and Voltage Transformers).
* 400+ employees with strong * Vertically integrated manufacturing,

COMPANY PROFILE

management and engineering teams strong teams in engineering,
* Design and Engineering expertise R&D, design and custom product
to allow custom development of development. ! 4
products with the smallest-and * Minority Business Enterprise (MBE) : CORE MANUFACTURING
least expensive solutions + IS0 9001, ISO 14001, OHSAS 18001 — ]

Various manufacuring floors based -
Testing

In-house type testing and routine testing capabilities

* Full capabilities to conduct all the routine testing per ANSI/IEEE, IEC
and various other standards

* 100% final testing on each CT and VT product

* 100 % Traceability of the test records with serial # on the product label

» Website interface for test record availability

In-house labs for BIL, Partial Discharge testing

LV and MV Instrument Transformer Manufacturing

Multiple manufacturing plants to
mitigate risk ans support customers in
over 43 countries around the world _

. Over 85,000 sq. ft. of manufacturing h o Ny, |
space for LV and MV Instrument p— -
Transformers (Current and Voltage
Transformers)

o State of the art equipment for core
manufacturing, CT and VT windings
and encapsulation processes

* Fully automated resin molding
equipment and APG machines for . 'i'
epoxy/polyurethane encapsulation e 1 'LEBJ
process for MV products - -

RESINIENCAPSULATION EQUIPMENT

Warehouse and Inventory Management Services

* Large warehousing available for stocking support out of Texas location
* Lead time reduction through inventory management system
* Repackaging, returnable packaging options available

USA PRODUCTION

AMRAN WAREHOUSE
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12320 Cardinal Meadow Drive, Suite 100 ¢ Sugar Land, Texas 77478
Phone: 281.243.2200  Toll Free: 866.829.1572 ¢ Fax: 281.243.2205
sales@amranit.com ¢ www.amranit.com
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